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[bookmark: _Toc21354332][bookmark: _Toc27749987]<< Start of change >>
4.3.1.1.1.81	Reference test frequencies for NR operating band n81 (SUL)
Table 4.3.1.1.1.81-1: Test frequencies for NR operating band n81 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	882.5
	176500
	880.25
	176050
	0

	
	
	
	Mid
	897.5
	179500
	499.61804.53
	99922160906
	2198504

	
	
	
	High
	912.5
	182500
	910.07909.17
	182014181834
	61

	10
	52
	Uplink
	Low
	885
	177000
	880.32
	176064
	0

	
	
	
	Mid
	897.5
	179500
	497.18802.1
	99436160420
	2198504

	
	
	
	High
	910
	182000
	905.14904.24
	181028180848
	61

	15
	79
	Uplink
	Low
	887.5
	177500
	880.39
	176078
	0

	
	
	
	Mid
	897.5
	179500
	494.75799.67
	98950159934
	2198504

	
	
	
	High
	907.5
	181500
	900.21899.31
	180042179862
	61

	20
	106
	Uplink
	Low
	890
	178000
	880.46
	176092
	0

	
	
	
	Mid
	897.5
	179500
	492.32797.24
	98464159448
	2198504

	
	
	
	High
	905
	181000
	895.28894.38
	179056178876
	61



Table 4.3.1.1.1.81-2: Test frequencies for NR operating band n81 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	24
	Uplink
	Low
	885
	177000
	880.68
	176136
	0

	
	
	
	Mid
	897.5
	179500
	101.9711.74
	20380142348
	2198504

	
	
	
	High
	910
	182000
	905.32903.52
	181064180704
	61

	15
	38
	Uplink
	Low
	887.5
	177500
	880.66
	176132
	0

	
	
	
	Mid
	897.5
	179500
	99.38709.22
	19876141844
	2198504

	
	
	
	High
	907.5
	181500
	900.3898.5
	180060179700
	61

	20
	51
	Uplink
	Low
	890
	178000
	880.82
	176164
	0

	
	
	
	Mid
	897.5
	179500
	97.04706.88
	19408141376
	2198504

	
	
	
	High
	905
	181000
	895.46893.66
	179092178732
	61
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