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	Reason for change:
	As the service n°127 (Control plane-based steering of UE in VPLMN)is"available" in the USIM, and according to TS 31.102 clause 5.3.49, the SOR Transparent Container IE shall be present in the Registration Accept message.
If service n°127 is "available" in the USIM Service Table, the Registration Accept shall contain control plane based Steering of Roaming information during the initial registration procedure in a VPLMN.

Otherwise, the UE may perform local release of NAS signalling and higher priority PLMN selection according to TS 23.122 Annex C.2, and this will result a failure in the test procedure.
8)  If:
a)  the UE's USIM is configured with indication that the UE is to receive the steering of roaming information due to initial registration in a VPLMN, but neither the list of preferred PLMN/access technology combinations nor the secured packet nor the HPLMN indication that 'no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the UE is needed and thus no list of preferred PLMN/access technology combinations is provided' is received in the REGISTRATION ACCEPT message, when the UE performs initial registration in a VPLMN or if the steering of roaming information is received but the security check is not successful; and
      then the UE shall send the REGISTRATION COMPLETE message to the serving AMF without including an SOR transparent container, release the current N1 NAS signalling connection locally, store the PLMN identity in the list of "PLMNs where registration was aborted due to SOR" and attempt to obtain service on a higher priority PLMN as specified in subclause 4.4.3.3by acting as if timer T that controls periodic attempts has expired, with an exception that the current PLMN is considered as lowest priority. 
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	Summary of change:
	Modified the USIM configuration 12in Table 6.4.1-12.

	
	

	Consequences if not approved:
	A conformant UE will fail the TC  unfairly.
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<Start of modified section>
Table 6.4.1-12: USIM configuration 12
	USIM field
	Priority
	Value
	Access technology
	Comment

	EFPLMNwAcT
	
	3GPP TS 31.102, Annex E
	
	The EF is empty.

	EFOPLMNwAcT
	1
	PLMN2
	NG-RAN
	

	
	2
	PLMN13
	E-UTRAN
	

	
	3
	PLMN13
	NG-RAN
	

	EFUST
	
	Service n°127 is not"available"
	
	



<End of modified section>
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