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<Start of modified section 1>
6.6.5.1	NR SA FR1 – UTRAN event-triggered reporting in non-DRX
Editor's note: Following part of this test case are still incomplete:
-	Connect diagram is missing;
-	Message contents is missing;
-	TT analysis is missing 
6.6.5.1.1	Test purpose
This test is to verify that the UE makes correct event-triggered reporting of inter-RAT UTRAN measurements when operating in standalone (SA) operation with PCell in FR1 under the cell search and measurement requirements.
6.6.5.1.2	Test applicability
This test applies to all types of NR UE supporting SA FR1 from Release 16 onwards.
6.6.5.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 6.3.1.0.3.
The normative reference for this requirement is TS 38.133 [6] clause A.6.6.5.1.
6.6.5.1.4	Test description
6.6.5.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 6.6.5.1.4.1-1.
Table 6.6.5.1.4.1-1: supported test configurations
	Test Case ID
	Description

	6.6.5.1-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, UTRAN FDD

	6.6.5.1-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, UTRAN FDD

	6.6.5.1-3
	NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, UTRAN FDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 6.6.5.1.4.1-2 and Table 6.6.5.1.4.1-3.
Table 6.6.5.1.4.1-2: Initial conditions for SA inter-RAT UTRAN event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table FFS and TS 38.508-1 [14] sclause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 6.6.5.1.5-1 and Table 6.6.5.1.5-2..

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.8.3
	As specified in TS 38.508-1 [14] Annex A.

	
	UE Part
	FFS
	

	Exceptions to connection diagram
	N/A
	



Table 6.6.5.1.4.1-3: General test parameters for SA inter-RAT UTRAN FDD event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	1 NR carrier frequency is used in the test

	UTRA RF Channel Number
	
	1
	1 UTRA carrier frequency is used in the test

	Channel Bandwidth
	MHz
	As specified in Tables FFS
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in Clause Table FFS Per-UE gap pattern.

	NR measurement quantity
	
	SS-RSRP
	Measurement quantity for Cell 1

	Inter-RAT UTRA measurement quantity
	
	CPICH Ec/Io
	Measurement quantity for Cell 2

	b1-Threshold2UTRA
	dB
	-16.5
	CPICH Ec/Io threshold for SS-RSRP measurement on cell1 for event B1

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	T1
	s
	5
	

	T2
	s
	5
	

	Note 1:	Values are defined in Table A.6.6.5.1.1-3



1.	Message contents are defined in clause 6.6.5.1.4.3.
2.	Cell 1 is the NR PCell and Cell 2 is an inter-RAT UTRAN inter-RAT neighbour cell. Cell 1 is configured according to Annex C.1.1 and C.1.2, Cell 2 is configured according to TS 36.521-3 Annex C.0 and C.1.
6.6.5.1.4.2	Test procedure
The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5.
2.	Set the parameters according to T1 in Table 6.6.5.1.5-1 and 6.6.5.1.5-2. Propagation conditions are set according to Annex C clause C.2.2.T1 starts.
3.	SS shall transmit an MobilityFromNRCommand message.
4.	The UE shall transmit HANDOVER TO UTRAN COMMAND message.
5.	When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 6.6.5.1.5-1 and 6.6.5.1.5-2.
6.	UE shall transmit a MeasurementReport message triggered by Event B2. If the measurement reporting delay from the beginning of time period T2 is less than 3842ms the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.
7.	After the SS receive the MeasurementReport message in step 6 or when T2 expires, the SS shall:
- transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources
OR
- switch the UE off.
8.	Set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code - 50) mod 200 + 100) for next iteration of the test procedure loop.
9.	Depending on the choice in Step 7, the SS:
- if the RRC Connection Release has been sent, transmits in Cell 1 a Paging message (including PagingRecord with UE-Identity) for the UE and ensures the UE is in state RRC_CONNECTED according to TS 38.508-1 [14] clause 4.5.4 (if the paging fails, switches off and on the UE and ensures the UE is in the state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5,
OR
- if the device has been switched off, switches on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10.Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
6.6.5.1.4.3	Message contents
FFS
6.6.5.1.5	Test requirement
Table 6.6.5.1.5-1 and Table 6.6.5.1.5-2 define the primary level settings including test tolerances for all tests.
Table 6.6.5.1.5-1: PCell specific test parameters for SA inter-RAT UTRA FDD event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3
	1

	Duplex mode
	
	1, 2, 3
	FDD

	TDD Configuration
	SCS=15 KHz
	
	2
	TDDConf.1.1

	
	SCS=30 KHz
	
	3
	TDDConf.1.2

	BWchannel
	MHz
	1
	10: NRB,c = 52 (FDD)

	
	
	2
	10: NRB,c = 52 (TDD)

	
	
	3
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	CORSET reference channel
	
	1
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	BWP configurations
	Initial DL BWP
	
	1, 2, 3
	DLBWP.0.1

	
	Dedicated DL BWP
	
	1, 2, 3
	DLBWP.1.1

	
	Initial UL BWP
	
	1, 2, 3
	ULBWP.0.1

	
	Dedicated UL BWP
	
	1, 2, 3
	ULBWP.1.1

	OCNG patternNote1
	
	1, 2, 3
	OP.1

	SMTC configuration
	
	1, 2, 3
	SMTC.1

	SSB configuration
	
	1, 2
	SSB.1 FR1

	
	
	3
	SSB.2 FR1

	CSI-RS for tracking
	
	1
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	b2-Threshold1
	dBm
	1, 2
	-98

	
	
	3
	-95

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3
	-106

	NocNote2
	dBm/SCS
	1, 2
	-106

	
	
	3
	-103

	Ês/Noc
	dB
	1, 2, 3
	18
	-2

	Ês/IotNote3
	dB
	1, 2, 3
	18
	-2

	SS-RSRPNote3
	dBm/SCS
	1, 2
	-88
	-108

	
	
	3
	-85
	-105

	SSB_RPNote3
	dBm/SCS
	1, 2
	-88
	-108

	
	
	3
	-85
	-105

	IoNote3
	dBm/9.36 MHz
	1, 2
	-59.98
	-75.92

	
	dBm/38.16 MHz
	3
	-53.88
	-69.82

	Propagation condition
	
	1, 2, 3
	ETDLA30

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 6.6.5.1.5-2: UTRAN neighbour cell specific test parameters for SA inter-RAT UTRAN FDD event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	UTRA RF Channel Number
	
	1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	N/A

	OCNS
	
	-0.941

	

	dB
	-Infinity
	-1.8

	

	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-Infinity
	-14

	Propagation Condition
	
	AWGN

	Note 1:	The DPCH level is controlled by the power control loop.
Note 2:	The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.



The UE shall send one Event B1 triggered measurement report for Cell 2 to the PCell, with a measurement reporting delay less than 2.4s from the start of period T2, i.e. when Cell 2 becomes detectable. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE sends the measurement report on PUSCH.
The UE shall not send event-triggered measurement reports as long as the reporting criteria is not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.

<End of modified section 1>
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