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<<< START OF CHANGES >>>
[bookmark: _Toc21353655][bookmark: _Toc27749270][bookmark: _Toc36228075][bookmark: _Toc36228371][bookmark: _Toc36228826][bookmark: _Toc36229043][bookmark: _Toc44454628][bookmark: _Toc44455080]4.3.1.7	Test frequencies for Non-3GPP Access
[bookmark: _Toc21353656][bookmark: _Toc27749271][bookmark: _Toc36228076][bookmark: _Toc36228372][bookmark: _Toc36228827][bookmark: _Toc36229044][bookmark: _Toc44454629][bookmark: _Toc44455081]4.3.1.7.1	WLAN Test frequencies
The same WLAN test frequencies as in TS 36.508 [2] clause 4.3.1.6 applies.
4.3.1.7.x	Bluetooth Test frequencies
The same Bluetooth test frequencies as in TS 36.508 [2] clause 4.3.1.7 applies.
< Unchanged sections omitted >
[bookmark: _Toc21353693][bookmark: _Toc27749308][bookmark: _Toc36228113][bookmark: _Toc36228409][bookmark: _Toc36228864][bookmark: _Toc36229081][bookmark: _Toc44454666][bookmark: _Toc44455118]4.4.1.3	Non-3GPP Accesss network scenarios
[bookmark: _Toc21353694][bookmark: _Toc27749309][bookmark: _Toc36228114][bookmark: _Toc36228410][bookmark: _Toc36228865][bookmark: _Toc36229082][bookmark: _Toc44454667][bookmark: _Toc44455119]4.4.1.3.1	WLAN network scenario
For non-3GPP access over WLAN single cell environment Cell 27, Cell 27a and Cell 27b as specified in TS 36.508 [2] clauses 4.4.2 and 4.4.8 with condition 'IMSoWLAN' is used.
4.4.1.3.x	Bluetooth network scenario
For non-3GPP access over Bluetooth single cell environment Cell 40 and Cell 41, as specified in TS 36.508 [2] clauses 4.4.2.
< Unchanged sections omitted >
–	LocationInfo
Table 4.6.3-64B: LocationInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationInfo-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	  commonLocationInfo-r16
	CommonLocationInfo-r16
	
	MDT_LocationInfo

	  bt-LocationInfo-r16
	LogMeasResultListBT-r16
	
	MDT_BT

	  wlan-LocationInfo-r16
	LogMeasResultListWLAN-r16
	
	MDT_WLAN

	  sensor-LocationInfo-r16
	Sensor-LocationInfo-r16
	
	MDT_Sensor

	}
	
	
	



	Condition
	Explanation

	MDT_LocationInfo
	Used for CommonLocationInfo included in MDT (Minimized Driving Test)

	MDT_BT
	Used for Bluetooth measurement in MDT (Minimized Driving Test) services

	MDT_WLAN
	Used for WLAN measurement in MDT (Minimized Driving Test) services

	MDT_Sensor
	Used for Sensor measurement in MDT (Minimized Driving Test) services



< Unchanged sections omitted >
–	CommonLocationInfo
Table 4.6.3-25A: CommonLocationInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CommonLocationInfo-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	    gnss-TOD-msec-r16
	Not checked
	OCTET STRING
	

	    locationTimestamp-r16
	Not checked
	OCTET STRING
	

	    locationCoordinate-r16
	Not checked
	OCTET STRING
	

	    locationError-r16
	Not checked
	OCTET STRING
	

	    locationSource-r16
	Not checked
	OCTET STRING
	

	    velocityEstimate-r16
	Not checked
	OCTET STRING
	

	}
	
	
	



< Unchanged sections omitted >
–	LogMeasResultListBT
Table 4.6.5-10F: LogMeasResultListBT
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	LogMeasResultListBT-r16 ::= SEQUENCE (SIZE (1..maxBT-IdReport-r16)) OF LogMeasResultBT-r16 {SEQUENCE {
	
	
	

	FFS
	
	
	

	  LogMeasResultBT-r16 ::= SEQUENCE {
	
	
	

	    bt-Addr-r16
	Not checked
	BIT STRING (SIZE (48))
	

	    rssi-BT-r16
	Not checked
	INTEGER (-128..127)
	

	  }
	
	
	

	}
	
	
	

	}
	
	
	



< Unchanged sections omitted >
–	LogMeasResultListWLAN
Table 4.6.5-10G: LogMeasResultListWLAN
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	LogMeasResultListWLAN-r16 ::= SEQUENCE (SIZE (1..maxWLAN-Id-Report-r16)) OF LogMeasResultWLAN-r16SEQUENCE {
	
	
	

	  LogMeasResultWLAN-r16 SEQUENCE {
	
	
	

	    wlan-Identifiers-r16 SEQUENCE {
	
	
	

	      ssid-r16
	Not checked
	OCTET STRING (SIZE (1..32))
	

	      bssid-r16
	Not checked
	OCTET STRING (SIZE (6))
	

	      hessid-r16
	Not checked
	OCTET STRING (SIZE (6))
	

	    }
	
	
	

	    rssiWLAN-r16
	Not checked
	INTEGER(0..141)
	

	    rtt-WLAN-r16 SEQUENCE {
	
	
	

	      rttValue-r16
	Not checked
	INTEGER (0..16777215)
	

	      rttUnits-r16
	Not checked
	
	

	      rttAccuracy-r16
	Not checked
	INTEGER (0..255)
	

	    }
	
	
	

	  }
	
	
	

	FFS
	
	
	

	}
	
	
	



< Unchanged sections omitted >
–	Sensor-LocationInfo
Table 4.6.3-165B: Sensor-LocationInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Sensor-LocationInfo-r16 ::= SEQUENCE {
	
	
	

	    sensor-MeasurementInformation-r16
	Not checked
	OCTET STRING
	

	    sensor-MotionInformation-r16
	Not checked
	OCTET STRING
	

	FFS
	
	
	

	}
	
	
	



<<< End of changes >>>

