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	Reason for change:
	The A-MPR requirement with NS_10 is specified. 
NS_10 was not tested in LTE due to the consideration below (R5-121232)
Corresponding test needs to be added.
“NS_10 is defined for Band 20 only in TS 36.101 Table 6.2.4-1…This relaxation is for the purpose to control / mitigate self-desensitization of the UE’s own receiver and not for the purpose to control/reduce spurious emissions. On the other hand, in the reference sensitivity of E-UTRA Band 20, the uplink parameters are chosen such that the specific NS_10 parameters are not applicable. (Table 7.3.1-2, Note 3) As there is no possibility to embed these A-MPR parameters into the reference sensitivity test (in analogy to the spurious emissions test), RAN5 has decided not to test A-MPR in E-UTRA Band 20 under NS_10. RAN5 does not see a strong reason to test these A-MPR parameters for its own.”
The same consideration applies to NR as well.

	
	

	Summary of change:
	 Adding Editor’s note to clarify NS_10 is not tested.

	
	

	Consequences if not approved:
	NS_10 is not finished.
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<Unchanged Text Skipped>
[bookmark: _Toc27477804][bookmark: _Toc36226483][bookmark: _Toc44323738][bookmark: _Toc52989903][bookmark: _Toc60823094][bookmark: _Toc60825016][bookmark: _Toc69305913][bookmark: _Toc69309749]6.2.3	UE additional maximum output power reduction
Editor’s note: The following aspects are either missing or not yet determined:
- Tests for network signalling values NS_10, NS_07, NS_40, NS_09 not complete.
[bookmark: _Toc27477805][bookmark: _Toc36226484][bookmark: _Toc44323739][bookmark: _Toc52989904][bookmark: _GoBack]- PC1 requirements for NR operating bands other than Band n14 are not fully defined in RAN4 Rel-15 and Rel-16 specifications due to the lack of MPR requirements.
[bookmark: _Toc60823095][bookmark: _Toc60825017][bookmark: _Toc69305914]6.2.3.1	Test purpose
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [6].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1.3-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.

<Unchanged Text Skipped>

[bookmark: _Hlk502660895][bookmark: _Toc27477821][bookmark: _Toc36226505][bookmark: _Toc44323762][bookmark: _Toc52989930][bookmark: _Toc60823126][bookmark: _Toc60825048][bookmark: _Toc69305945]6.2.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
[bookmark: _Hlk503991267]The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in tables 6.2.3.4.1-1 to 6.2.3.4.1-26. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2
Network signalling value NS_10 is not tested. The relaxation specified under NS_10 is for the purpose to control / mitigate self-desensitization of the UE’s own receiver, but no corresponding REFSENS requirements are specified. There is no need to test A-MPR requirements for its own.

Table 6.2.3.4.1-1: Test Configuration table for NS_35
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	A-MPR test parameters for NS_35

	
	
	
	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Freq
	ChBw
	SCS
	N/A for A-MPR testing.
	Modulation
(NOTE 2)
	RB allocation (NOTE 1)

	1
	Low
	Default
	Default
	
	DFT-s-OFDM PI/2 BPSK
	Edge_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Edge_1RB_Right

	3
	Default
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Edge_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Edge_1RB_Right

	6
	Default
	
	
	
	DFT-s-OFDM QPSK
	Outer Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Left

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Edge_1RB_Right

	9
	Default
	
	
	
	DFT-s-OFDM 16 QAM
	Outer Full

	10
	Low
	
	
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Left

	11
	High
	
	
	
	DFT-s-OFDM 64 QAM
	Edge_1RB_Right

	12
	Default
	
	
	
	DFT-s-OFDM 64 QAM
	Outer Full

	13
	Low
	
	
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Left

	14
	High
	
	
	
	DFT-s-OFDM 256 QAM
	Edge_1RB_Right

	15
	Default
	
	
	
	DFT-s-OFDM 256 QAM
	Outer Full

	16
	Low
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Left

	17
	High
	
	
	
	CP-OFDM QPSK
	Edge_1RB_Right

	18
	Default
	
	
	
	CP-OFDM QPSK
	Outer Full

	19
	Low
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Left

	20
	High
	
	
	
	CP-OFDM 16 QAM
	Edge_1RB_Right

	21
	Default
	
	
	
	CP-OFDM 16 QAM
	Outer Full

	22
	Low
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Left

	23
	High
	
	
	
	CP-OFDM 64 QAM
	Edge_1RB_Right

	24
	Default
	
	
	
	CP-OFDM 64 QAM
	Outer Full

	25
	Low
	
	
	
	CP-OFDM 256 QAM
	Edge_1RB_Left

	26
	High
	
	
	
	CP-OFDM 256 QAM
	Edge_1RB_Right

	27
	Default
	
	
	
	CP-OFDM 256 QAM
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.




<End of Changes >

