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-------- Start of changes --------
4.6.3	Radio resource control information elements
[bookmark: _Toc21353777][bookmark: _Toc27749395]–	AdditionalSpectrumEmission
Table 4.6.3-1: AdditionalSpectrumEmission
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	0
	
	



-------- Skipped unchanged clauses --------
ServingCellConfig
Table 4.6.3-167: ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	
	Not present
	
	MEAS, RESUME

	  downlinkBWP-ToReleaseList
	Not present
	
	

	  downlinkBWP-ToAddModList
	Not present
	
	

	  firstActiveDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS

	  bwp-InactivityTimer
	Not present
	
	

	  defaultDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS, RESUME

	  uplinkConfig
	Not present
	
	MEAS, No_UL

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition SUL_NUL
	
	PUSCH_PUCCH_ON_SUL

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig
	Not present
	
	RESUME

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	    powerBoostPi2BPSK
	Not present
	
	

	    uplinkChannelBW-PerSCS-List
	Not present
	
	

	    enablePL-RS-UpdateForPUSCH-SRS-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUSCH0-0-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUCCH-r16
	Not present
	
	

	    enableDefaultBeamPL-ForSRS-r16
	Not present
	
	

	    uplinkTxSwitching-r16
	Not present
	
	

	    mpr-PowerBoost-FR2-r16
	Not present
	
	

	  }
	
	
	

	  supplementaryUplink
	Not present
	
	

	  supplementaryUplink SEQUENCE {
	
	
	PUSCH_PUCCH_ON_SUL

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	    powerBoostPi2BPSK
	Not present
	
	

	    uplinkChannelBW-PerSCS-List
	Not present
	
	

	    enablePL-RS-UpdateForPUSCH-SRS-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUSCH0-0-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUCCH-r16
	Not present
	
	

	    enableDefaultBeamPL-ForSRS-r16
	Not present
	
	

	    uplinkTxSwitching-r16
	Not present
	
	

	    mpr-PowerBoost-FR2-r16
	Not present
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDCCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  pdsch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDSCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdsch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  csi-MeasConfig
	Not present
	
	

	  sCellDeactivationTimer
	Not present
	
	

	  crossCarrierSchedulingConfig
	Not present
	
	

	  tag-Id
	0
	
	

	  dummy1
	Not present
	
	

	  pathlossReferenceLinking
	Not present
	
	

	  servingCellMO
	Not present
	
	

	
	MeasObjectId
	
	MEAS

	}
	
	
	



	Condition
	Explanation

	PUSCH_PUCCH_ON_SUL
	For the purpose of SUL test under condition that supplementary uplink is configured with both PUSCH and PUCCH on SUL carrier.

	MEAS
	A NR or EN-DC measurement is configured.

	No_UL
	No uplink CA

	RESUME
	Used in RRCResume Message



-------- Skipped unchanged clauses --------
[bookmark: _Toc21353989][bookmark: _Toc27749608]4.6.4	UE capability information elements
[bookmark: _Toc21353990][bookmark: _Toc27749609]–	AccessStratumRelease
Table 4.6.4-1: AccessStratumRelease
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	



-------- Skipped unchanged clauses --------
	RF-Parameters
Table 4.6.4-38: RF-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-Parameters ::= SEQUENCE {
	
	
	

	  supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF BandNR {
	At least 1 entry
	
	

	    BandNR[1] SEQUENCE {
	
	entry 1
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      modifiedMPR-Behaviour
	Not checked
	
	

	      mpr-PowerBoost-FR2-r16
	Not checked
	
	

	      mimo-ParametersPerBand
	Not checked
	
	

	      extendedCP
	Not checked
	
	

	      multipleTCI
	Not checked
	
	

	      bwp-WithoutRestriction
	Not checked
	
	

	      bwp-SameNumerology
	Not checked
	
	

	      bwp-DiffNumerology
	Not checked
	
	

	      crossCarrierScheduling-SameSCS
	Not checked
	
	

	      pdsch-256QAM-FR2
	Not checked
	
	

	      pusch-256QAM
	Not checked
	
	

	      ue-PowerClass
	Not checked
	
	

	      rateMatchingLTE-CRS
	Not checked
	
	

	      channelBWs-DL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      channelBWs-UL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }   
	
	
	

	    }
	
	
	

	  }
	
	
	

	  supportedBandCombinationList
	Not checked
	
	

	  appliedFreqBandListFilter
	Not present
	
	

	
	FreqBandList
	
	FILTER_REQUESTED

	}
	
	
	



	Condition
	Explanation

	FILTER_REQUESTED
	This condition shall be set to true when UE is requested to filter the information via ‘capabilityRequestFilter’ IE in the NR5GC UECapabilityEnquiry message or via ‘requestedFreqBandsNR-MRDC’ IE in the EN-DC UECapabilityEnquiry message



-------- End of changes --------
