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7.31	Test method for QoE Measurement Collection
Application layer measurement configuration message is wrapped into the measConfigAppLayerContainer that is an octet string with a maximum length of 1000 bytes. It is delivered to UE via RRCConnectionReconfiguration message. UE is expected to transmit a corresponding MeasReportAppLayer message back to the network over the SRB4 that has been configured by the network in advance. It contains measReportAppLayerContainer that is also an octet string which size is bound to be maximum of 8000 bytes.
The test model does not include an Application Layer, it is limited only to RRC signalling. Thus contents of the measConfigAppLayerContainer and measReportAppLayerContainer are dummy bytes. Sending of the Application Layer Measurement report is triggered at the UE using the +CAPPLEVMR AT command. 
<<Start of changes>>
7.32	MTC Wake-Up Signal	
The SS shall transmit MWUS signal according to TS 36.211 [35] clause 6.11B. For MWUS generation TTCN provides SS with: 
-	the time offset between the end of MWUS and start of the first PO in frames, used to calculate  needed for generation of ,
-	the actual duration of the MWUS signal in subframes,
-	the frequency location of MWUS within paging narrowband,
[bookmark: _Hlk70328698]-	and optionally with the power offset of WUS relative to CRS in dB.
Actual transmission of the MWUS signal is triggered by the system request at the activation time calculated by TTCN. 
<<End of changes>>
