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<<< START OF CHANGES >>>
[bookmark: _Toc52213774][bookmark: _Toc60743239][bookmark: _Toc68206418]7.5B.4	Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)
Editor's note:	This test case is not complete. Following aspects are either missing or not yet determined:
-	MU is FFS in referred test case 7.5 in TS 38.521-2 [9].
-	Testability issue due to high PSD interferer has been identified.
[bookmark: _Toc27475974]7.5B.4.1	Test purpose
Same test purpose as in clause 7.5B.1.1.
[bookmark: _Toc27475975]7.5B.4.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.

<<< Skip unchanged sections >>>

[bookmark: _Toc27476010][bookmark: _Toc29495469][bookmark: _Toc36116520][bookmark: _Toc36118569][bookmark: _Toc36560684][bookmark: _Toc43977219][bookmark: _Toc52213806][bookmark: _Toc60743272][bookmark: _Toc68206447]7.6B.2.4	Inband blocking for inter-band EN-DC including FR2 (2 CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	MU is FFS in referred test case 7.6.2 in TS 38.521-2 [9].
7.6B.2.4.1	Test Purpose
Same test purpose as in clause 7.6.2.1 in TS 38.521-2 [9] for the NR carrier.
7.6B.2.4.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.


<<< END OF CHANGES >>>



