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<Start of modified section 1>
–	SL-SyncConfig
Table 4.6.6-31: SL-SyncConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-SyncConfig-r16 ::= SEQUENCE (SIZE (1..maxSL-SyncConfig-r16)) OF SL-SyncConfig-r16 {
	1 entry
	
	

	  FFSSL-SyncConfig-r16[1] SEQUENCE {
	
	
	

	    sl-SyncRefMinHyst-r16
	dB3
	
	

	    sl-SyncRefDiffHyst-r16
	dB3
	
	

	    sl-filterCoefficient-r16
	fc4
	
	

	    sl-SSB-TimeAllocation1-r16 SEQUENCE {
	
	
	

	      sl-NumSSB-WithinPeriod-r16
	n1
	
	SCS15

	
	n2
	
	SCS30, SCS60, SCS120

	      sl-TimeOffsetSSB-r16
	0
	
	

	      sl-TimeInterval-r16
	Not present
	
	SCS15

	
	1
	
	SCS30, SCS60, SCS120

	    }
	
	
	

	    sl-SSB-TimeAllocation2-r16
	Not present
	
	

	    sl-SSB-TimeAllocation3-r16
	Not present
	
	

	    sl-SSID-r16
	Arbitrarily chosen by SS from the range 1 to 335
	
	

	  }
	
	
	

	  txParameters-r16 SEQUENCE {
	
	
	

	    syncTxThreshIC-r16
	Not present
	
	

	    syncTxThreshOoC-r16
	4
	actual threshold is -100 dBm
	

	    syncTxThreshOoC-r16
	
	
	

	    syncInfoReserved-r16
	00
	
	

	  }
	
	
	

	  gnss-Sync-r16
	Not present
	
	

	}
	
	
	


<End of modified section 1>

