

	
3GPP TSG-RAN5 Meeting #91-e	R5-212747
Electronic Meeting, 17th May – 28th May 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.521-3
	CR
	0981
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	[bookmark: _GoBack]Update of applicability for EN-DC Rx tests within FR1

	
	

	Source to WG:
	Bureau Veritas, CMCC, Huawei

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2021-05-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	EN-DC Rx Anchor agnostic test cases applicability is caused confusion if EN-DC configuration with one or more LTE CC included.

	
	

	Summary of change:
	Updated to EN-DC Rx Anchor agnostic test cases applicability with clear indication.

	
	

	Consequences if not approved:
	Test applicability will stay unclear.

	
	

	Clauses affected:
	7.4B.3.2, 7.6B.2.3.2, 7.6B.4.3.2, 7.9B.3, 7.9B.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


{Start of changes}
[bookmark: _Toc27475937][bookmark: _Toc29495418][bookmark: _Toc36116466][bookmark: _Toc36118515][bookmark: _Toc36560630][bookmark: _Toc43977162][bookmark: _Toc52213742][bookmark: _Toc60743207][bookmark: _Toc68206386]7.4B.3	Maximum Input Level for Inter-band EN-DC within FR1
[bookmark: _Toc27475938]7.4B.3.1	Test purpose
Same test purpose as in clause 7.4.1 in TS 38.521-1 [8] for the NR carrier.
[bookmark: _Toc27475939]7.4B.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR DL CCs and one or more LTE DL CC(s).
[bookmark: _Toc27475940]7.4B.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.4.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.4B.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27476004][bookmark: _Toc29495464][bookmark: _Toc36116514][bookmark: _Toc36118563][bookmark: _Toc36560678][bookmark: _Toc43977213][bookmark: _Toc52213800][bookmark: _Toc60743266][bookmark: _Toc68206441]7.6B.2.3	Inband blocking for inter-band EN-DC within FR1 (2 CCs)
7.6B.2.3.1	Test Purpose
Same test purpose as in clause 7.6.2.1 in TS 38.521-1 [8] for the NR carrier.
7.6B.2.3.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR DL CCs and one or more LTE DL CC(s)with 2CCs.
7.6B.2.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.2.0.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27476043][bookmark: _Toc29495497][bookmark: _Toc36116548][bookmark: _Toc36118597][bookmark: _Toc36560712][bookmark: _Toc43977247][bookmark: _Toc52213835][bookmark: _Toc60743305][bookmark: _Toc68206480]7.6B.4.3	Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
7.6B.4.3.1	Test Purpose
Same test purpose as in clause 7.6.4.1 in TS 38.521-1 [8] for the NR carrier.
7.6B.4.3.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR DL CCs and one or more LTE DL CC(s)with 2CCs.
7.6B.4.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.4.0.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<Unchanged Sections Skipped>
[bookmark: _Toc27476103][bookmark: _Toc29495545][bookmark: _Toc36116596][bookmark: _Toc36118645][bookmark: _Toc36560760][bookmark: _Toc43977295][bookmark: _Toc52213883][bookmark: _Toc60743356][bookmark: _Toc68206537]7.9B.3	Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
7.9B.3.1	Test purpose
Same test purpose as in clause 7.9.1 in TS 38.521-1 [8] for the NR carrier.
7.9B.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1 with 1 NR DL CCs and one or more LTE DL CC(s).
7.9B.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.9B.0.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
{End of changes}
