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<Start of Changes>
[bookmark: _Toc27475821][bookmark: _Toc29495344][bookmark: _Toc36116389][bookmark: _Toc36118438][bookmark: _Toc36560553][bookmark: _Toc43977070][bookmark: _Toc52213646][bookmark: _Toc60743111][bookmark: _Toc68206299]6.5B.3.3.1	General spurious emissions for Inter-band EN-DC within FR1
6.5B.3.3.1.1	Test purpose
[bookmark: _Hlk521504033]Same test purpose as in clause 6.5B.3.1.1.1.
6.5B.3.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.
6.5B.3.3.1.3	Minimum conformance requirements
The general spurious emissions requirements specified in subclause 6.6.3.1 of TS 36.101 [5], subclause 6.5.3.1 of TS 38.101-1 [2] and TS 38.101-2 [3] apply for each component carrier. For the case of inter-band EN-DC with a single carrier per cell group, the general spurious emissions requirements also apply with both downlink carrier and both uplink carriers active.  Limits on configured maximum output power for the uplink according to subclause 6.2B.4 apply.
NOTE:	The general spurious emission requirements with both uplink carriers active are allowed to be verified for only a single inter-band EN-DC configuration per NR band.  Furthermore, the requirements are allowed to be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.3.1. Exception requirements applicable for both NR or LTE, therefore LTE anchor agnostic approach is not applied 
6.5B.3.3.1.4	Test description
6.5B.3.3.1.4.1	Initial condition
Same initial conditions as in clause 6.5B.3.1.2.4.1 with the following exceptions:
Table 6.5B.3.3.1.4.1-1: Test configuration table
	Initial Conditions

	Test EN-DC channel bandwidth as specified in TS 36.508 [6] clause 4.3.1 and TS 38.508-1 clause 4.3.1
	5MHz for E-UTRA CC1 and Lowest for NR CC1,
Highest for E-UTRA CC1 and Highest for NR CC1



and additional step 8 when both bands are TDD:
8.	For both E-UTRA and NR UL uplink carriers active when both bands are TDD, ensure E-UTRA UL transmission overlaps with NR UL transmission in time by giving SCG a delay of 3 subframes, or by giving MCG a delay of 2 subframes.
6.5B.3.3.1.4.2	Test procedure
Same test procedure as in clause 6.5B.3.1.2.4.2 with the following exceptions in step 4:
-	Instead of Table 6.5B.3.1.2.3.-1  ‑> use Table 6.5B.3.1.1.5-1.
Note: Measured spurious emissions at the specific frequencies of second and third order intermodulation products generated by the two transmitted carriers.
6.5B.3.3.1.4.3	Message Contents
Message contents are according to TS 36.508 [11] clause 4.6.1 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.
Table 6.5B.3.3.1.4.3-1: SystemInfomationBlockType1: tdd-Config if E-UTRA on TDD band
	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp7
	
	

	}
	
	
	



Table 6.5B3.3.1.4.3-1a: RRCConnectionReconfiguration: tdm-PatternConfig if E-UTRA on FDD band and UE does not support dynamic power sharing
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        tdm-PatternConfig-r15 CHOICE{
	
	
	

	                          setup  SEQUENCE {
	
	
	

	                            subframeAssignment-r15
	sa2
	
	

	                            harq-Offset-r15
	0
	
	

	                          }
	
	
	

	                        }
	
	
	



Table 6.5B.3.3.1.4.3-2: RRCConnectionReconfiguration: nr-Config-r15
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	p-MaxEUTRA-r15
	23
	
	Power Class 2 UE AND simultaneous E-UTRA and NR transmission

	
	20
	
	Power Class 3 UE AND simultaneous E-UTRA and NR transmission



Table 6.5B.3.3.1.4.3-3: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6] Table 4.6.3-106 

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 2 UE AND simultaneous E-UTRA and NR transmission

	
	20
	
	Power Class 3 UE AND simultaneous E-UTRA and NR transmission



6.5B.3.3.1.5	Test Requirement
Same test requirement as in clause 6.5B.3.1.1.5. The measured average power of spurious emission, derived in step 6, shall not exceed the described value in Table 6.5B.3.3.1.5-1.
[bookmark: OLE_LINK23][bookmark: OLE_LINK24]Table 6.5B.3.3.1.5-1: General spurious emissions test requirements
	Frequency Range
	Maximum
Level
	Measurement
Bandwidth
	Note

	Test requirements for DC_30A_n5A Configuration

	607 MHz ≤ f ≤ 667 MHz
	-36 dBm
	100 kHz
	

	1491 MHz ≤ f ≤ 1456 MHz
3129 MHz ≤ f ≤ 3164 MHz
3761 MHz ≤ f ≤ 3806 MHz
3953 MHz ≤ f ≤ 4013 MHz
5434 MHz ≤ f ≤ 5479 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n7A Configuration

	715 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1070 MHz
3215 MHz ≤ f ≤ 3430 MHz
4210 MHz ≤ f ≤ 4355 MHz
5920 MHz ≤ f ≤ 6140 MHz
6710 MHz ≤ f ≤ 6925 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n41A Configuration

	798 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1062 MHz
1647 MHz ≤ f ≤ 1876 MHz
3310 MHz ≤ f ≤ 3539 MHz
4124 MHz ≤ f ≤ 4566 MHz
5806 MHz ≤ f ≤ 6229 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_12A_n66A Configuration

	278 MHz ≤ f ≤ 382 MHz
994 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz ≤ f ≤ 1081 MHz
2409 MHz ≤ f ≤ 2496 MHz
2704 MHz ≤ f ≤ 2861 MHz
3108 MHz ≤ f ≤ 3212 MHz
4119 MHz ≤ f ≤ 4276 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_8A_n77A Configuration

	1470 MHz ≤ f ≤ 3320 MHz
4180 MHz ≤ f ≤ 9315 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_3A_n78A Configuration

	270 MHz ≤ f ≤ 380 MHz
	-36 dBm
	100 kHz
	

	1515 MHz ≤ f ≤ 2090 MHz
4815 MHz ≤ f ≤ 5890 MHz
6720 MHz ≤ f ≤ 7370 MHz
8310 MHz ≤ f ≤ 9385 MHz
	-30 dBm
	1 MHz
	

	Test requirements for DC_26A_n79A Configuration

	2702 MHz ≤ f ≤ 3372 MHz
3551 MHz ≤ f ≤ 4186 MHz
5214 MHz ≤ f ≤ 5849 MHz
6028 MHz ≤ f ≤ 6698 MHz
7951 MHz ≤ f ≤ 9186 MHz
9614 MHz ≤ f ≤ 10849 MHz
	-30 dBm
	1 MHz
	


[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

