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<Start of first modified section>
4.5.2	RRC_IDLE
4.5.2.1	Initiation
The SS shall:
1>	if connectivity is EN-DC:
2>	use 1 E-UTRA cell and 1 NR cell, default parameters;
2>	if connected without release is not present:
3>	perform according to the table 4.5.2.2-1: E-UTRA RRC_IDLE;
1>	if connectivity is E-UTRA/EPC:
2>	use 1 E-UTRA cell, default parameters;
2>	if unrestricted nr PDN is not present:
3>	perform according to the table 4.5.2.2-1: E-UTRA RRC_IDLE;
2>	else:
3>	perform according to the table 4.5.2.2-5: E-UTRA RRC_IDLE Unrestricted nr PDN:
3>	if pc_noOf_PDNsNewConnection > 0:
4>	perform according to the table 4.5.2.2-6: E-UTRA RRC_IDLE Unrestricted nr PDN Extension;
2>	perform according to the table 4.5.2.2-5: E-UTRA RRC_IDLE Unrestricted nr PDN;
2>	if pc_noOf_PDNsNewConnection > 0
3>	perform according to the table 4.5.2.2-6: E-UTRA RRC_IDLE Unrestricted nr PDN Extension;
1>	if connectivity is NR:
2>	use 1 NR cell, default parameters;
2>	perform according to the table 4.5.2.2-2: NR RRC_IDLE;
2> if pc_noOf_PDUsNewConnection > 0
3> perform according to the table 4.5.2.2-4: NR RRC_IDLE Extension;
1>	if connectivity is WLAN:
2>	use 1 WLAN cell, default parameters;
2>	if connected without release is not present:
3>	perform according to the table 4.5.2.2-3: WLAN Ipsec_SA_Released;
2>	else:
3>	Not defined:
1>	if connectivity is NR-DC:
2>	use 2 NR cells, default parameters;
2>	perform according to the table 4.5.2.2-2: NR RRC_IDLE.
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<End of modified section>

