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[bookmark: _Toc21026427][bookmark: _Toc27743685][bookmark: _Toc36196829][bookmark: _Toc36197521][bookmark: _Toc43898186][bookmark: _Toc52550677][bookmark: _Toc58952392][bookmark: _Toc68098136][bookmark: _Toc68098409][bookmark: _Toc68360539][bookmark: _Toc21026413][bookmark: _Toc27743667][bookmark: _Toc36196811][bookmark: _Toc36197503][bookmark: _Toc43898168][bookmark: _Toc52550659][bookmark: _Toc58952374][bookmark: _Toc68098114][bookmark: _Toc68098387][bookmark: _Toc68360517]6.2A.2.1	UE maximum output power reduction for CA (2UL CA)
<Unchanged sections skipped>
Table 6.2A.2.1.5-16: MPR requirements for Intra-band Contiguous UL CA (Power Class 4, Non-contiguous allocation)
	Test ID
	Band
	Min peak EIRP (dBm)
	MPR (dB)
	T(MPR) (dB)
	Lower limit (dBm)
	Upper limit (dBm)

	Test requirements for a CA_nXB, CA_nXD, CA_XG, CA_nXO Configuration

	1
	n257, n258, n261
	34
	7
	[5.0]
	[22.0]-TT
	43

	1
	n260
	31
	7
	[5.0]
	[19.0]-TT
	43

	2
	n257, n258, n261
	FFS
	FFS
	FFS
	FFS
	FFS

	2
	n260
	FFS
	FFS
	FFS
	FFS
	FFS

	3
	n257, n258, n261
	FFS
	FFS
	FFS
	FFS
	FFS

	3
	n260
	FFS
	FFS
	FFS
	FFS
	FFS

	NOTE 1:	TT for each band and accumulative aggregated bandwidth is specified in Table 6.2A.2.1.5-17.



Table 6.2A.2.1.5-17: Test Tolerance (MPR for CA for Power class 4)
FFS
[bookmark: _Toc21026428][bookmark: _Toc27743686][bookmark: _Toc36196830][bookmark: _Toc36197522][bookmark: _Toc43898187][bookmark: _Toc52550678][bookmark: _Toc58952393][bookmark: _Toc68098137][bookmark: _Toc68098410][bookmark: _Toc68360540]6.2A.2.2	UE maximum output power reduction for CA (3UL CA)
FFS
6.2A.2.3	UE maximum output power reduction for CA (4UL CA)
FFS
6.2A.2.4	UE maximum output power reduction for CA (5UL CA)
FFS
6.2A.2.5	UE maximum output power reduction for CA (6UL CA)
FFS
6.2A.2.6	UE maximum output power reduction for CA (7UL CA)
FFS
6.2A.2.7	UE maximum output power reduction for CA (8UL CA)
FFS

6.2A.3	UE maximum output power with additional requirements for CA
<Unchanged Sections skipped>
[bookmark: _Toc21026431][bookmark: _Toc27743689][bookmark: _Toc36196833][bookmark: _Toc36197525][bookmark: _Toc43898190][bookmark: _Toc52550681][bookmark: _Toc58952396][bookmark: _Toc68098140][bookmark: _Toc68098413][bookmark: _Toc68360543]6.2A.4.1	Configured transmitted power for CA (2UL CA)
<Unchanged portions skipped>
6.2A.4.1	Configured transmitted power for CA (3UL CA)
FFS
6.2A.4.1	Configured transmitted power for CA (4UL CA)
FFS
6.2A.4.1	Configured transmitted power for CA (5UL CA)
FFS
6.2A.4.1	Configured transmitted power for CA (6UL CA)
FFS
6.2A.4.1	Configured transmitted power for CA (7UL CA)
FFS
6.2A.4.1	Configured transmitted power for CA (8UL CA)
FFS
<End of changes>


