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[bookmark: _Toc27475575][bookmark: _Toc29495166][bookmark: _Toc36116212][bookmark: _Toc36118261][bookmark: _Toc36560374][bookmark: _Toc43976871][bookmark: _Toc52213438][bookmark: _Toc60742894][bookmark: _Toc68206074][bookmark: _Toc27475579][bookmark: _Toc29495170][bookmark: _Toc36116216][bookmark: _Toc36118265][bookmark: _Toc36560378][bookmark: _Toc43976875][bookmark: _Toc52213442][bookmark: _Toc60742898][bookmark: _Toc68206078]<Unchanged sections skipped>
[bookmark: _Toc21026427][bookmark: _Toc27743685][bookmark: _Toc36196829][bookmark: _Toc36197521][bookmark: _Toc43898186][bookmark: _Toc52550677][bookmark: _Toc58952392][bookmark: _Toc68098136][bookmark: _Toc68098409][bookmark: _Toc68360539]6.2A.2.1	UE maximum output power reduction for CA (2UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.
-	Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and intra-band non-contiguous CA are TBD.
-	Whether to further divide this test case considering the number of DL CC is FFS
· TP analysis needs further update to reflect the selection of applicable cumulative aggregated BW
-	Following aspects are pending RAN4
	Minimum requirements for cumulative aggregated bandwidth >=800MHz are within brackets
	T(MPR) in 6.2A.4 configured output power is within brackets.
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc21026615][bookmark: _Toc27743866][bookmark: _Toc36197039][bookmark: _Toc36197731]6.5A.1.1	Occupied bandwidth for CA (2UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc21026621][bookmark: _Toc27743872][bookmark: _Toc36197045][bookmark: _Toc36197737]6.5A.1.2	Occupied bandwidth for CA (3UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· [bookmark: _Toc21026627][bookmark: _Toc27743878][bookmark: _Toc36197051][bookmark: _Toc36197743]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.1.3	Occupied bandwidth for CA (4UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP Analysis is FFS.
· [bookmark: OLE_LINK1][bookmark: OLE_LINK2]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc27743884][bookmark: _Toc36197057][bookmark: _Toc36197749]6.5A.1.4	Occupied bandwidth for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· [bookmark: _Toc27743890][bookmark: _Toc36197063][bookmark: _Toc36197755]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.1.5	Occupied bandwidth for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· [bookmark: _Toc27743896][bookmark: _Toc36197069][bookmark: _Toc36197761]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.1.6	Occupied bandwidth for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· [bookmark: _Toc27743902][bookmark: _Toc36197075][bookmark: _Toc36197767]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.1.7	Occupied bandwidth for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD
· Measurement Uncertainties and Test Tolerances are FFS
· TP analysis is FFS
· [bookmark: _Toc21026636][bookmark: _Toc27743911][bookmark: _Toc36197084][bookmark: _Toc36197776]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.1	Spectrum Emission Mask for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc21026637][bookmark: _Toc27743912][bookmark: _Toc36197085][bookmark: _Toc36197777]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.2	Spectrum Emission Mask for CA (3UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc21026638][bookmark: _Toc27743913][bookmark: _Toc36197086][bookmark: _Toc36197778]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.3	Spectrum Emission Mask for CA (4UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc27743914][bookmark: _Toc36197087][bookmark: _Toc36197779]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.4	Spectrum Emission Mask for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc27743915][bookmark: _Toc36197088][bookmark: _Toc36197780]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.5	Spectrum Emission Mask for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc27743916][bookmark: _Toc36197089][bookmark: _Toc36197781]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.6	Spectrum Emission Mask for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc27743917][bookmark: _Toc36197090][bookmark: _Toc36197782]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.1.7	Spectrum Emission Mask for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· [bookmark: _Toc21026641][bookmark: _Toc27743920][bookmark: _Toc36197093][bookmark: _Toc36197785]This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
6.5A.2.2.1	Adjacent channel leakage ratio for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances and Test limit analysis for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
· Measurement Uncertainties and Test Tolerances and Test limit analysis are FFS for power class 1, 2 and 4.
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc21026642][bookmark: _Toc27743921][bookmark: _Toc36197094][bookmark: _Toc36197786]6.5A.2.2.2	Adjacent channel leakage ratio for CA (3UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
· [bookmark: _Hlk52308348]Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc21026643][bookmark: _Toc27743922][bookmark: _Toc36197095][bookmark: _Toc36197787]6.5A.2.2.3	Adjacent channel leakage ratio for CA (4UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc27743923][bookmark: _Toc36197096][bookmark: _Toc36197788]6.5A.2.2.4	Adjacent channel leakage ratio for CA (5UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc27743924][bookmark: _Toc36197097][bookmark: _Toc36197789]6.5A.2.2.5	Adjacent channel leakage ratio for CA (6UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc27743925][bookmark: _Toc36197098][bookmark: _Toc36197790]6.5A.2.2.6	Adjacent channel leakage ratio for CA (7UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<Unchanged sections skipped>
[bookmark: _Toc27743926][bookmark: _Toc36197099][bookmark: _Toc36197791]6.5A.2.2.7	Adjacent channel leakage ratio for CA (8UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4
· This test case is incomplete until a suitable solution for preventing SCell drop is implemented in the test procedure.
<End of changes>



