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NOTE 1: For NAS test cases see clause 6.3.2.
NOTE 2: Test frequency and range defined in table 4.4.2-1 do not apply to TS 38.521-1, TS 38.521-2 and TS 38.521-3 test cases.
Test frequencies and simulated NR cells are defined in table 4.4.2-1. Test frequencies and simulated E-UTRA and UTRA cells are defined in TS 36.508 [2] table 4.4.2-1.
For NR cells, NRf1 is the default test frequency. For UTRA cells, f8 as specified in TS 36.508 [2] table 4.2.2-1 is the default test frequency. For E-UTRA cells, f1 as specified in TS 36.508 [2] table 4.2.2-1 is the default test frequency.
Default parameters for simulated NR cells are specified in table 4.4.2-2 and table 4.4.2-3.
Default parameters for simulated E-UTRA cells are specified in TS 36.508 [2] table 4.4.2-1A and table 4.4.2-2.
Default parameters for simulated UTRA cells are specified in TS 36.508 [2] clause 4.4.4.
Common parameters for NR simulated cells are specified in clauses 4.4.3.
Other cell specific parameters are specified in TS 36.508 [2] clause 4.4.3 to 4.4.7.
Table 4.4.2-1: Definition of test frequencies and simulated NR cells
	Test frequency
	RAT
	Operating band
	Range
	Simulated NR cells

	NRf1
	NR
	Operating band under test
	Mid
(Note 1, Note 3
	NR Cell 1, NR Cell 2, NR Cell 4, NR Cell 11 (Note 2), NR Cell 489

	NRf2
	NR
	Operating band under test
	High
(Note 1, Note 3,
Note 5)
	NR Cell 3, NR Cell 12, NR Cell 23

	NRf3
	NR
	Operating band under test
	Low
(Note 1, Note 3,
Note 4)
	NR Cell 6, NR Cell 13

	NRf4
	NR
	Operating band under test
	(Note 1)
	NR Cell 14

	NRf5
	NR
	Operating band for inter-band cells
	Mid
(Note 1)
	NR Cell 10, NR Cell 30, NR Cell 31

	NRf6
	NR
	Operating band for inter-band cells
	High
(Note 1)
	NR Cell 28, NR Cell 29

	NRf7
	NR
	Operating band for inter-band cells
	Low
(Note 1)
	

	NRf8
	NR
	Operating band for SDL cell
	Mid
(note 1)
	NR Cell 32

	NRf9
	NR
	Operating band for SUL cell
	Mid
(note 1)
	NR Cell 33

	Note 1:	For signalling test, see clause 6.2.3.
Note 2:	For signalling test, simultaneous co-existence of NR Cell 2 with NR Cell 11 is not allowed due to the same timing is used for Cell 2 and Cell 11 in 38.523-3 [23].
Note 3:	For RRM test with NR intra-band non-contiguous CA, the test frequencies for the set of non-contiguous component carriers are specified in clauses 4.3.1.1.4 for FR1 and in clause 4.3.1.2.4 for FR2 without any regard to range. Thus “Low”, “Mid” and “High” information in this table does not apply. Unless otherwise stated, test point with maximum Wgap is chosen.
Note 4:	For RRM FR2 Inter-frequency multicell test use Mid.
Note 5:	For RRM FR2 Inter-frequency multicell test use Adjacent inter-frequency cell.



<Text skipped>

C.2.3.2	Determination of Low-, Mid- and High-Range for bands supporting asymmetric uplink and downlink bandwidth combinations
The following procedure is used to determine the test frequencies for Low-, Mid- and High-Range for bands supporting asymmetric UL and DL bandwidth combinations. 
1.	Calculate uplink carrier centre frequencies:
	FUL_LowRange = Ceil((FUL_Low + CBWUL/2) / ΔFRaster) * ΔFRaster
	C.2.3.2-Eq1

	FUL_MidRange = Round((FUL_Low + BWUL_Band/2) / ΔFRaster) * ΔFRaster
	C.2.3.2-Eq2

	FUL_HighRange = Floor((FUL_Low + BWUL_Band – CBWUL/2) / ΔFRaster) * ΔFRaster
	C.2.3.2-Eq3



2.	Calculate the downlink frequencies:
Calculate the DL carrier centre frequencies from the UL frequencies in step 1.
	FDL_LowRange = FUL_LowRange + FTx-Rx_separation + ΔFTx-Rx
	C.2.3.2-Eq4

	FDL_MidRange = FUL_MidRange + FTx-Rx_separation + ΔFTx-Rx
	C.2.3.2-Eq5

	FDL_HighRange = FUL_HighRange + FTx-Rx_separation + ΔFTx-Rx
	C.2.3.2-Eq6



3.	Check that the calculated centre test frequencies in step 2 for the BWDL fits within the bands DL frequency range: 
If FDL_LowRange is smaller than the lowest frequency of the band then recalculate the minimum FDL_LowRange and modify the associated FUL_LowRange as:
	FDL_LowRange = Ceil((FDL_Low + CBWDL/2) / ΔFRaster) * ΔFRaster
	C.2.3.2-Eq7

	FUL_LowRange = FDL_LowRange - FTx-Rx_separation - ΔFTx-Rx
	C.2.3.2-Eq8



If FDL_HighRange is larger than the higher frequency of the band then recalculate the maximum FDL_HighRange and modify the associated FUL_HighRange as:
	FDL_HighRange = Floor((FDL_Low + BWDL_Band – CBWDL/2) / ΔFRaster) * ΔFRaster
	C.2.3.2-Eq9

	FUL_HighRange = FDL_HighRange - FTx-Rx_separation - ΔFTx-Rx
	C.2.3.2-Eq10



C.2.3.3	Determination of test frequencies for a Mid range adjacent inter-frequency cell for FR2 RRM multicell testing
The following procedure is used to determine the test frequencies for Mid-Range adjacent inter-frequency cell used for RRM FR2 NR multi-cell in NR SA and EN-DC test cases. The reason for using an adjacent inter-frequency cell to the Mid-range cell for FR2 instead of using Low- or High- Range test frequencies as used for FR1 is to reduce test system complexity.
In addition to the definition of parameters in clause C.1 the following parameters are used to calculate the test frequencies for the Mid adjacent inter-frequency cell:
	Parameter
	Description

	FMid
	Carrier centre frequency (MHz) of the Mid-range cell

	CBWMid
	Channel bandwidth (MHz) of the Mid-range cell

	CBWAdjecent
	Channel bandwidth (MHz) of the adjacent cell



1.	Calculate the Mid-range adjacent cell carrier centre frequencies:
	FMidRangeAdjecentCell = Ceil((FMid + (CBWMid + CBWAdjecent)/2) / ΔFRaster) * ΔFRaster
	C.2.3.3-Eq1



2.	Calculate SSB and CORESET#0 parameters as described in clause C.4.
<Text skipped>
C.4	Determination of SSB and CORESET#0 for RRM testing with SSB SCS 120 kHz and 240 kHz
[bookmark: _Hlk54798630]C.4.1	General
The requirements to be met and the principles used for determining the SSB and CORESET#0 for a PCell used in RRM test cases are:
1.	The complete SSB and CORESET#0 shall be within the carrier’s channel bandwidth.
2.	The SSB centre frequency (SSref) shall be on the synchronisation raster.
3.	The SSB shall be kept as close as possible to the carrier’s lower edge centre frequency.
4.	The CORESET#0 configuration is selected using 24 RBs and OffsetRBs = 0 according to Table 13-8 and Index 0 for SCSSSB =120 KHz and Table 13-10 and Index 0 for SCSSSB =240 kHz.
5.	The first SSB subcarrier shall be aligned with the defined resource grid given by SCS indicated by subCarrierSpacingCommon in the MIB.
C.4.2	Determination of SSB, CORESET#0 and signalling parameters
The following procedure is used to determine an SSB on the synchronisation raster (GSCN) and a CORESET#0 configuration (kSSB, OffsetRBs = 0 and OffsetToPointA) as close as possible to the carrier’s lower edge. See figure C1-1 and clause C.1 for definition of parameters referenced in the procedure.
1.	The target test frequencies for Low, Mid and High ranges are calculated as described in clause C.2.1.1.
For each of Low, Mid and High ranges do:
2.	Determine SSB and CORESET#0:
2a.	Calculate the lower of FSSref, FSSref_Min, correspondent to SSB lowest subcarrier being at the same frequency as the carrier’s lowest subcarrier; and the higher limit of FSSref, FSSref_Max, correspondent to SSB highest subcarrier being at the same frequency as the carrier’s highest subcarrier FSSref_Min
	FcarrierLow = see formula for FcarrierLow in Table C.1-1

	FSSref_Min = FcarrierLow + CRBsize * OffsetRBs,min + BWSSB / 2

	FSSref_Max = FcarrierLow + ΔFcarrierBandwidth - BWSSB / 2



2b.	Calculate GSCNMIN correspondent to FSSref_Min in accordance to TS 38.101-2 [7], clause 5.4.3.1 and select the closest valid GSCN value with GSCN >= GSCNMIN for the carrier in according to the carrier’s synchronisation raster as specified in clause 5.4.3.3 in TS 38.101-2 [8].
2c.	Calculate the FSSref for the selected GSCN value in step 2b in accordance to TS 38.101-2 [7], clause 5.4.3.1 for FR2.
2d.	Calculate the frequency FSSBlow and shift the carrier frequency to achieve FcarrierLow equal or as close as possible FSSBlow on the carrier’s frequency raster. 
	FSSBlow = FSSref - BWSSB / 2

	Fcarrier = calculated using the formula in clause C.2.1.1 with FDL_Low = FSSBlow

	FcarrierLow = see formula for FcarrierLow in Table C.1-1 with new value of Fcarrier



2e.	Calculate kSSB
	kSSB = (FSSBlow - FcarrierLow) / subCarrierSpacingCommon (MIB, FR2) (TS 38.211 [3], clause 7.4.3.1).

	N = SCSSSB / subCarrierSpacingCommon (MIB, FR2). 
kSSB MOD N <> 0 indicates that the SSB subcarriers are not aligned with the resource grid given by the SCS indicated by subCarrierSpacingCommon in the MIB.



If kSSB is an integer and kSSB MOD N = 0, then continue from step 3 else modify the carrier frequency to get valid value of kSSB and kSSB MOD N = 0.
3.	Calculate Point A frequency, ΔFoffsetToCarrier and ΔFOffsetToPointA:
The CORESET#0 configuration is selected using 24 RBs and OffsetRBs = 0 according to Table 13-8 and Index 0 for SCSSSB =120 KHz and Table 13-10 and Index 0 for SCSSSB =240 kHz (see C.4.1). This means that FOffsetToPointA = FcarrierLow. By selecting Point A equal to FcarrierLow this gives:
	FPointA = FcarrierLow 

	ΔFoffsetToCarrier = 0

	ΔFOffsetToPointA = 0



4.	Calculate signalling parameters:
	IE field
	Value

	ssb-SubcarrierOffset
	Set to the 4 least significant bits of kSSB. 
The IE field ssb-SubcarrierOffset is signalled in the MIB.

	controlResourceSetZero
	0 (Index=0 in table 13-8 for SCSSSB =120 KHz and table 13-10 for SCSSSB =240 KHz in TS 38.213 [22]. 
The IE field controlResourceSetZero is signalled in the IE pdcch-ConfigSIB1 in the MIB.

	absoluteFrequencySSB
	Set to FSSref expressed in ARFCN as defined in TS 38.101-1 [15] and TS 38.101-2 [39], clause 5.4.2.

	absoluteFrequencyPointA
	Set to FPointA expressed in ARFCN as defined in TS 38.101-1 [15] and TS 38.101-2 [39], clause 5.4.2. 

	offsetToPointA
	0 
The IE field offsetToPointA is signalled in IE FrequencyInfoDL-SIB. 

	offsetToCarrier
	0
The IE field offsetToCarrier is signalled in IE SCS-SpecificCarrier.
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