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<Unchanged Text Skipped>
[bookmark: _Toc52989824][bookmark: _Toc69305833][bookmark: _Toc44323680][bookmark: _Toc60824936][bookmark: _Toc27477746][bookmark: _Toc69309688][bookmark: _Toc36226425][bookmark: _Toc76019999][bookmark: _Toc60823013]5.2C	Operating band combination for SUL
NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, Table 5.2C-2, Table 5.2C-3 and Table 5.2C-4, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	SUL_n41-n832
	n41, n83

	SUL_n78-n802
	n78, n80

	SUL_n78-n812
	n78, n81

	SUL_n78-n822
	n78, n82

	SUL_n78-n832
	n78, n83

	SUL_n78-n842
	n78, n84

	SUL_n78-n862
	n78, n86

	SUL_n79-n802
	n79, n80

	SUL_n79-n812
	n79, n81

	SUL_n79-n832
	n79, n83

	NOTE 1: If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0us.
NOTE 2: For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.
NOTE 3:	For UE supporting SUL band combination, UL MIMO is not configured on SUL carrier.



Table 5.2C-2: Operating SUL band combination with intra-band non-contiguous CA in FR1
FFS
Table 5.2C-3: Operating SUL band combination with intra-band contiguous CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	SUL_n41-n83
	n41, n83

	SUL_n78-n80
	n78, n80

	SUL_n78-n84
	[bookmark: OLE_LINK1]n78, n84

	SUL_n79-n83
	n79, n83

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.



Table 5.2C-4: Operating SUL band combination with inter-band CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	CA_n1_SUL_n78-n80
	n1, n78, n80

	CA_n1_SUL_n78-n84
	n1, n78, n84

	CA_n3_SUL_n78-n80
	n3, n78, n80

	CA_n28_SUL_n41-n83
	n28, n41, n83

	CA_n28_SUL_n79-n83
	n28, n79, n83

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.


<Unchanged Text Skipped>
[bookmark: _Toc44323714][bookmark: _Toc36226459][bookmark: _Toc60823066][bookmark: _Toc60824988][bookmark: _Toc69309737][bookmark: _Toc27477780][bookmark: _Toc52989875][bookmark: _Toc69305885][bookmark: _Toc76020048]5.5A.3	Configurations for inter-band CA
[bookmark: _Hlk515992150]Table 5.5A.3-1: Void
Table 5.5A.3-2: Void
Table 5.5A.3-3: Void
[bookmark: _Toc76020049][bookmark: _Toc69305886][bookmark: _Toc45888060][bookmark: _Toc52989876][bookmark: _Toc69309738][bookmark: _Toc45888659][bookmark: _Toc60824989][bookmark: _Toc60823067]5.5A.3.1	Configurations for inter-band CA (two bands)
Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	CA_n1A-n77A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n3A-n77A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n78A
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n79A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n8A-n75A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n8A-n79A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n75A
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n78A
	CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n78(2A)
	CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n28A-n79A
	CA_n28A-n79A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n29A-n66A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	CA_n29A-n66B
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n29A-n66(2A)
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n29A-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	-
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n41C-n79A
	CA_n41A-n79A
CA_n41C
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n66A-n70A
	-
	n66
	5
	10
	15
	20
	25
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A
	-
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n75A-n78A
	-
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n76A-n78A
	-
	n76
	5
	
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n77A-n79A
	-
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n78A-n79A
	-
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.


<Unchanged Text Skipped>
[bookmark: _Toc60823071][bookmark: _Toc60824993][bookmark: _Toc69305890][bookmark: _Toc52989880][bookmark: _Toc76020053][bookmark: _Toc69309742]5.5C	Configurations for SUL
Table 5.5C-1: Supported channel bandwidths per SUL band combination
	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
MHz
	80
	90
	100 
	

	SUL_n41A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n78A-n80A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n82
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	70
	80
	90
	100
	0

	
	n86
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n83A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	NOTE 1:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-2: Supported channel bandwidths per SUL band combination with intra-band non-contiguous CA
FFS
Table 5.5C-3: Supported channel bandwidths per SUL band combination with intra-band contiguous CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	SUL_n78C-n80A
	SUL_n78A-n80A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41C-n83A
	SUL_n41A-n83A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n78C-n84A
	SUL_n78A-n84A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n79C-n83A
	SUL_n79A-n83A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	



Table 5.5C-4: Supported channel bandwidths per SUL band combination with inter-band CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	CA_n1A_SUL_n78A-n80A
	SUL_n78A-n80A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1A_SUL_n78A-n84A
	SUL_n78A-n84A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n3A_SUL_n78A-n80A
	SUL_n78A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n28A_SUL_n41A-n83A
	SUL_n41A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n28A_SUL_n79A-n83A
	SUL_n79A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0
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