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[Start of changes]
8.1.2.1.1.3.2	Test procedure sequence
Table 8.1.2.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordList.
	<--
	 NR RRC: Paging
	-
	-

	2
	UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	3
	SS transmit an RRCSetup message 
	<--
	NR RRC: RRCSetup
	-
	-

	4
	The UE transmits an RRCSetupComplete to confirm the successful completion of the connection establishment.
	-->
	NR RRC: RRCSetupComplete
	-
	-

	5
	SS transmits a SecurityModeCommand message to activate AS security.
	<--
	NR RRC: SecurityModeCommand
	-
	-

	[bookmark: _Hlk1749885]6
	[bookmark: _Hlk1749866]Using the same slot as the SecurityModeCommand message in step 5, the SS transmits an RRCReconfiguration message to establish a data radio bearer, DRB1.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	7
	Check: Does the UE transmit a SecurityModeComplete message?
	-->
	NR RRC: SecurityModeComplete
	1
	P

	8
	Check: Does the UE transmit an RRCReconfigurationComplete message to confirm the establishment of data radio bearer, DRB1?
	-->
	NR RRC: RRCReconfigurationComplete
	1
	P

	9
	SS transmits an RRCReconfiguration message to establish SRB2.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	10
	Check: Does the UE transmit an RRCReconfigurationComplete message to confirm the establishment of signalling radio bearer, SRB2?
	-->
	NR RRC: RRCReconfigurationComplete
	2
	P

	11
	The SS transmits an RRCReconfiguration message to modify SRB and DRB configuration.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	12
	Check: Does the UE transmit an RRCReconfigurationComplete message?
	-->
	NR RRC: RRCReconfigurationComplete
	3
	P

	12A
	Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1 indicate that the UE is capable of exchanging IP data on DRB#1 established in Step 11?
	-
	-
	3
	-

	12B
	Cause the UE to request establishment of PDU session.(Note 1)
	-
	-
	-
	-

	12C
	The PDU session establishment procedure as specified in TS 38.508-1 [4] subclause 4.5A.2 takes place
	-
	-
	-
	-

	13
	The SS transmits an RRCReconfiguration message with a drb-ToReleaseList and PDU SESSION RELEASE COMMAND
	<--
	NR RRC: RRCReconfiguration
5GMM: DL NAS TRANSPORT
5GSM: PDU SESSION RELEASE COMMAND
	-
	-

	14
	Check: Does the UE transmit an RRCReconfigurationComplete message?
	-->
	NR RRC: RRCReconfigurationComplete
	4
	P

	16
	The UE transmits an ULInformationTransfer message and a UL NAS TRASPORT containing PDU SESSION RELEASE COMPLETE.
	-->
	NR RRC: ULInformationTransfer
5GMM: UL NAS TRANSPORT
5GSM: PDU SESSION RELEASE COMPLETE
	-
	-

	Note 1: The request to establish a PDU session may be performed by MMI or AT Command.




[bookmark: _Hlk7529568][End of changes]



