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<Start of modified section 1>
4.8.3.3.3	Default settings of UICC and USIM for V2X
EFUST (USIM Service Table):
Same as clause 4.9.3.4 of TS 36.508 [2].
EFVST (V2X Service Table)
If service n°119 is "available" in the USIM Service Table, this file shall be present. This EF indicates the coding of the V2X management objects and which V2X services are available.
File size:	2 Bytes
Default values:	Bytes 1 to 2 (HEX):	01 02
Coding of the V2X management objects is according to 3GPP TS 24.588 [113].
Service n°2 V2X policy configuration data over PC5 is supported. 
NOTE:	The default value for NR support of V2X services is different from that for LTE V2X in clause 4.9.3.4 of TS 36.508 [2].
EFV2XP_PC5 (V2X data policy over PC5)
If service n°2 is "available" in EFVST, this file shall be present. This EF contains V2X in 5GS UE policies over PC5. The format of the V2X in 5GS UE policies over PC5 are specified in 3GPP TS 24.588 [113].
The V2X in 5GS UE policies over PC5 contents:
	Description
	Value
	M/O
	Length (bytes)

	V2X data policy over PC5 Tag
	'A0'
	M
	1

	Length
	Note 1
	M
	Note 2

	Validity timer
	FFS'FF FF FF FF FF FF FF FF FF FF'H
	M
	X1

	Indicator bits
	FFS'1000 0000'B
	M
	1

	Served by E-UTRA or served by NR Tag
	'80'
	M
	1

	Length
	X2
	M
	Note 2

	Served by E-UTRA or served by NR information
	FFSSee Table 4.7.5.5-2
	M
	X2

	Not served by E-UTRA and not served by NR Tag
	'81'
	O
	1

	Length
	X3
	O
	Note 2

	Not served by E-UTRA and not served by NR information
	FFSSee Table 4.7.5.5-6
	O
	X3

	V2X service identifier to Tx profiles mapping rules Tag
	'82'
	O
	1

	Length
	X4
	O
	Note 2

	V2X service identifier to Tx profiles mapping rules information
	FFSSee Table 4.7.5.5-12
	
	X4

	Privacy config Tag
	'83'
	O
	1

	Length
	X5
	O
	Note 2

	Privacy config information
	FFSSee Table 4.7.5.5-15
	
	X5

	V2X communication over PC5 in E-UTRA Tag
	'84'
	O
	1

	Length
	X6
	O
	Note 2

	V2X communication over PC5 in E-UTRA information
	FFSSee Table 4.7.5.5-19
	O
	X6

	V2X communication over PC5 in NR Tag
	'85
	O
	1

	Length
	X7
	O
	Note 2

	V2X communication over PC5 in NR Information
	FFSSee Table 4.7.5.5-31
	O
	X7

	Note 1:	This is the total size of the constructed TLV object.
Note 2:	The length is coded according to ISO/IEC 8825-1 [35].
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