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<Start of modified section 1>

4.7.6	Contents of UE Policy Delivery messages
–	MANAGE UE POLICY COMMAND
Table 4.7.6-1: MANAGE UE POLICY COMMAND
	Derivation Path: TS 24.501 Table D.5.1.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	Any value from 1 to 254
	
	

	MANAGE UE POLICY COMMAND message identity
	’0000 0001’B
	MANAGE UE POLICY COMMAND message
	

	UE policy section management list
	
	
	

	  Length of UE policy section management list contents
	Set to the actual length of 'UE policy section management list contents' in bytes
	
	

	  UE policy section management list contents
	1 entry
	
	

	    UE policy section management sublist (PLMN-1)
	
	
	

	      Length of UE policy section management sublist
	Set to the actual length of 'UE policy section management sublist' in bytes
	
	

	      PLMN ID
	Set to the PLMN value used in the test case
	
	

	      UE policy section management sublist contents
	
	
	

	        Instruction 1
	
	
	

	          Instruction contents length
	Set to the actual length of 'Instruction contents' in bytes
	
	

	          UPSC
	FFS'00 00 00 01'H
	2 bytes, value set by PCF
	

	          UE policy section contents
	
	
	

	            UE policy part 1
	
	
	

	              UE policy part contents length
	Set to the actual length of 'UE policy part contents' in bytes
	
	

	              Spare
	‘0000’B
	
	

	              UE policy part type
	‘0001’B
	
	URSP

	
	‘0010’B
	
	ANDSP

	
	‘0011’B
	
	V2XP

	              UE policy part contents
	FFS
	
	URSP

	
	FFS
	
	ANDSP

	
	See Table 4.7.5.4-1
	
	V2XP



	Condition
	Explanation

	URSP
	UE Route Selection Policy (URSP)

	ANDSP
	UE Access Network Discovery and Selection Policy (ANDSP)

	V2XP
	UE policies for V2X (V2XP)



–	MANAGE UE POLICY COMPLETE
Table 4.7.6-2: MANAGE UE POLICY COMPLETE
	Derivation Path: TS 24.501 Table D.5.2.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	The same value as the value set in MANAGE UE POLICY COMMAND message.
	
	

	MANAGE UE POLICY COMPLETE message identity
	’0000 0010’B
	MANAGE UE POLICY COMPLETE message
	



–	MANAGE UE POLICY COMMAND REJECT
Table 4.7.6-3: MANAGE UE POLICY COMMAND REJECT
	Derivation Path: TS 24.501 Table D.5.3.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	The same value as the value set in MANAGE UE POLICY COMMAND message.
	
	

	MANAGE UE POLICY COMMAND REJECT message identity
	’0000 0011’B
	MANAGE UE POLICY COMMAND REJECT message
	

	UE policy section management result
	
	
	

	  Length of UE policy section management result contents
	Set to the actual length of 'UE policy section management result contents' in bytes
	
	

	  UE policy section management list contents
	1 entry
	
	

	    UE policy section management subresult (PLMN 1)
	
	
	

	      Number of results
	1
	
	

	      PLMN ID
	Set to the PLMN value used in the test case
	
	

	      UE policy section management subresult contents
	1 entry
	
	

	        Result 1
	
	
	

	          UPSC
	Set according to specific message content.'00 00 00 01'H
	
	

	          Failed instruction order
	Set according to specific message content.
	
	

	          Cause
	Set according to specific message content.
	
	



–	UE STATE INDICATION
Table 4.7.6-4: UE STATE INDICATION
	Derivation Path: TS 24.501 Table D.5.4.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	Any value from 1 to 254
	
	

	UE STATE INDICATION message identity
	’0000 0100’B
	
	

	UPSI list
	1 entry
	
	

	  Length of UPSI list contents
	Set to the actual length of 'UPSI list contents' in bytes
	
	

	  UPSI sublist (PLMN 1)
	1 entry
	
	

	    Length of UPSI sublist
	Set to the actual length of 'UPSI sublist' in bytes
	
	

	    PLMN ID
	Set to the PLMN value used in the test case
	
	

	    UPSC 1
	Set according to specific message content.
	
	

	UE policy classmark
	Not checked
	
	

	  Length of Policy information contents
	Set to the actual length of 'Policy information contents' in bytes
	
	

	  Spare
	‘0000 000’B
	
	

	  SupportANDSP
	‘1’B
	
	ANDSP

	
	Not checked
	
	

	UE OS Id
	
	
	

	  Length of OS Id information contents
	Set to the actual length of 'OS Id information contents' in bytes
	
	

	  OS Id_1
	Set according to parameter given in test case
	
	



	Condition
	Explanation

	ANDSP
	UE Access Network Discovery and Selection Policy (ANDSP)



–	UE POLICY PROVISIONING REQUEST
Table 4.7.6-5: UE POLICY PROVISIONING REQUEST
	Derivation Path: TS 24.587 Table 7.2.1.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	Any value from 1 to 254
	
	

	UE POLICY PROVISIONING REQUEST message identity
	’0000 0101’B
	
	

	Requested UE policies
	FFS
	
	

	  Length of Requested UE policies contents
	2
	
	

	  Requested UE policies contents
	'0000 0001 0000 0000'B
	Policy of V2X over PC5 is requested
	



–	UE POLICY PROVISIONING REJECT
Table 4.7.6-6: UE POLICY PROVISIONING REJECT
	Derivation Path: TS 24.587 Table 7.2.2.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	The same value as the value set in UE POLICY PROVISIONING REQUEST message.
	
	

	UE POLICY PROVISIONING REJECT message identity
	’0000 0110’B
	
	

	UPDS cause
	FFS'0001 1111'B
	Request rejected, unspecified
	



<End of modified section 1>

