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--------------Start of change-------------

[bookmark: _Toc21026724][bookmark: _Toc27744014][bookmark: _Toc36197185][bookmark: _Toc36197877]7.4A	Maximum input level for CA
7.4A.0	Minimum Conformance Requirements
[bookmark: _Hlk32425289]7.4A.0.1	Maximum input level for Intra-band contiguous CA
For intra-band contiguous carrier aggregation the input level is defined as the cumulative received power, summed over the transmission bandwidth configurations of each active DL CC. All DL CCs shall be active throughout the test. The input power shall be distributed among the active DL CCs so their PSDs are aligned with each other. At the maximum input level, the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel over each component carrier. The minimum requirement is specified in Table 7.4A.0.1-1.
The maximum input level is defined as a directional requirement. The requirement is verified in beam locked mode in the direction where peak gain is achieved. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).
Table 7.4A.0.1-1: Maximum input level for Intra-band contiguous CA
	Rx Parameter
	Units
	Level

	Power summed over transmission bandwidth configurations of all active DL CCs
	dBm
	-25 (NOTE 2)
-27 (NOTE 3)

	NOTE 1:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.
NOTE 2:	Reference measurement channel in each CC is specified in Annex A.3.3.2: QPSK, R=1/3 variant with one sided dynamic OCNG Pattern as described in Annex A.
NOTE 3:	Reference measurement channel is specified in Annex A.3.3.5: 256QAM, R=4/5 variant with one sided dynamic OCNG Pattern as described in Annex A.



[bookmark: _Toc29799576][bookmark: _Toc29770077][bookmark: _Toc21343111]7.4A.0.2	Maximum input level for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation the requirement of clause 7.4A.0.1 applies.
7.4A.0.3	Maximum input level for Intra-band non-contiguous CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the maximum input level is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4 for each component carrier while all downlink carriers are active.
7.4A.1	Maximum input level for CA (2DL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement uncertainty and test requirement are FFS.
· UL power level configuration is TBD.
· Test configuration details for DL 256QAM are TBD.
· Relaxation of DL power for 256 QAM is FFS.
7.4A.1.1	Test purpose
<<< unchanged parts are skipped >>>
--------------End of change-------------

