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<Start of modified section 1>
6.1.2.0.2	Minimum conformance requirements for inter-RAT cell re-selection when UE configured with relaxed measurement criterion
[TS 38.133, clause 4.2.2.5]
The parameter NEUTRA_carrier is the total number of configured E-UTRA carriers indicated to meet non high speed requirements in the neighbour frequency list. The parameter NEUTRA_carrier_HST is the total number of configured E-UTRA carriers indicated to meet high speed requirements in the neighbour frequency list. If Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ, an inter-RAT E-UTRAN layer is indicated to meet high speed requirements if highSpeedMeasFlag-r16 is configured and the carrier to be measured is configured with highSpeedEUTRACarrier-r16 and UE supports the enhanced inter-RAT E-UTRAN measurement requirements. If Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, UE is required to meet non high speed requirements no matter whether highSpeedMeasFlag-r16 or highSpeedEUTRACarrier-r16 is configured or not.
The UE shall filter RSRP and RSRQ measurements of each measured E-UTRA cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.
An inter-RAT E-UTRA cell is considered to be detectable provided the following conditions are fulfilled:
-	the same conditions as for inter-frequency RSRP measurements specified in TS 36.133 [23] Annex B.1.2 are fulfilled for a corresponding Band, and
-	the same conditions as for inter-frequency RSRQ measurements specified in TS 36.133 [23] Annex B.1.2 are fulfilled for a corresponding Band.
-	SCH conditions specified in TS 36.133 [23] Annex B.1.2 are fulfilled for a corresponding Band
Cells which have been detected shall be measured at least every NEUTRA_carrier_HST * Tmeasure,EUTRAN_HST + NEUTRA_carrier  * Tmeasure,EUTRAN when Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ.
If the UE detects on an inter-RAT E-UTRAN carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.
The UE shall not consider an inter-RAT E-UTRA cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
For a cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified inter-RAT E-UTRA cell has met reselection criterion defined in TS 38.304 [1] within NEUTRA_carrier_HST * Tevaluate,EUTRAN_HST + NEUTRA_carrier * T evaluate,EUTRAN when Treselection = 0 provided that the reselection criteria is met by a margin of at least 6dB for RSRP reselections based on absolute priorities or 4dB for RSRQ reselections based on absolute priorities.
[TS 38.133, clause 4.2.2.11.2]
This clause contains requirements for measurements on inter-RAT E-UTRAN cells provided that:
-	T331 timer is not running for EMR measurements on inter-RAT E-UTRAN, and
-	UE is configured with lowMobilityEvalutation [2] criterion and UE has fulfilled, or  
-	UE is configured with both lowMobilityEvalutation [2] criterion and cellEdgeEvaluation [2] criterion and combineRelaxedMeasCondition [2] not configured, and
-	UE has fulfilled only the lowMobilityEvalutation [2] criterion.
When Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then the requirements defined in clause 4.2.2.5 apply for this clause except that:
-	Tdetect,EUTRAN as specified in Table 4.2.2.11.2-1.
-	Tmeasure,EUTRAN as specified in Table 4.2.2.11.2-1.
-	Tevaluate,EUTRAN as specified in Table 4.2.2.11.2-1.
Table 4.2.2.11.2-1: Tdetect,EUTRAN, Tmeasure,EUTRAN, and Tevaluate,EUTRAN
	DRX cycle length [s]
	Tdetect,EUTRAN [s] (number of DRX cycles)
	Tmeasure,EUTRAN [s] (number of DRX cycles)
	Tevaluate,EUTRAN
[s] (number of DRX cycles)

	0.32
	11.52 x K1 (36 x K1)
	1.28 x K1 (4 x K1)
	5.12 x K1 (16 x K1)

	0.64
	17.92 x K1 (28 x K1)
	1.28 x K1 (2 x K1)
	5.12 x K1 (8 x K1)

	1.28
	32 x K1 (25 x K1)
	1.28 x K1 (1 x K1)
	6.4 x K1 (5 x K1)

	2.56
	58.88 x K1 (23 x K1)
	2.56 x K1 (1 x K1)
	7.68 x K1 (3 x K1)

	Note 1:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2] criterion.



[TS 38.133, clause 4.2.2.9.3]
This clause contains requirements for measurements on inter-RAT E-UTRAN cells provided that:
-	T331 timer is not running for EMR measurements on inter-RAT E-UTRAN, and
-	UE is configured with cellEdgeEvaluation [2] criterion and UE has fulfilled, or 
-	UE is configured with both lowMobilityEvalutation [2] criterion and cellEdgeEvaluation [2] criterion and combineRelaxedMeasCondition [2] not configured, and
-	UE has fulfilled only the cellEdgeEvaluation [2] criterion.
When Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then the requirements defined in clause 4.2.2.5 apply for this clause except that:
-	Tdetect,EUTRAN as specified in Table 4.2.2.11.3-1.
-	Tmeasure,EUTRAN as specified in Table 4.2.2.11.3-1.
-	Tevaluate,EUTRAN as specified in Table 4.2.2.11.3-1.
Table 4.2.2.11.3-1: Tdetect,EUTRAN, Tmeasure,EUTRAN, and Tevaluate,EUTRAN
	DRX cycle length [s]
	Tdetect,EUTRAN [s] (number of DRX cycles)
	Tmeasure,EUTRAN [s] (number of DRX cycles)
	Tevaluate,EUTRAN
[s] (number of DRX cycles)

	0.32
	11.52 x K1 (36 x K1)
	1.28 x K1 (4 x K1)
	5.12 x K1 (16 x K1)

	0.64
	17.92 x K1 (28 x K1)
	1.28 x K1 (2 x K1)
	5.12 x K1 (8 x K1)

	1.28
	32 x K1 (25 x K1)
	1.28 x K1 (1 x K1)
	6.4 x K1 (5 x K1)

	2.56
	58.88 x K1 (23 x K1)
	2.56 x K1 (1 x K1)
	7.68 x K1 (3 x K1)

	Note 1:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2] criterion.



[TS 36.133, Annex B.1.2]
This clause defines the E-UTRAN inter-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection defined in 36.133 [23] Table B.1.1-1 also apply for inter-frequency E-UTRAN cells in this section.
[TS 36.133, Annex B.1.1]
This clause defines the E-UTRAN intra-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection are defined in Table B.1.1-1.
Table B.1.1-1: Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection
	
Parameter
	E-UTRA operating band groups Note 3
	Minimum RSRP Note 1
	Minimum
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	Depending on band group
	-124+ ΔBG_offset
	-124+ ΔBG_offset
	 -4
	 -4

	NOTE 1:	This condition level is increased by ∆>0, when applicable, as described in Section B.4.2.
NOTE 2:	The condition is -122 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.
NOTE 4:	For E-UTRA operating band groups, ΔBG_offset is defined in 36.521-3 [26] Table 3.5.1-1A.
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