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[bookmark: OLE_LINK81]<Start of Changed Section>
22.3.1.6.3	Test description
[bookmark: OLE_LINK260]22.3.1.6.3.1	Pre-test conditions
System Simulator:
-	Ncell 1. 
-	MasterInformationBlock-NB / MasterInformationBlock-TDD-NB using parameters as specified in TS 36.508 [18] Table 8.1.4.3.2-1 with condition "Standalone"
NOTE: According to TS 36.213 [30] clause 16.4.1.5.1 for Inband Operation Mode ITBS is restricted to 0 ≤ ITBS ≤ 10 i.e. ISF/IMCS combinations with IMCS = 11, 12 could not be tested
UE:
None.
Preamble:
[bookmark: OLE_LINK77]-	UE is in state NB-IoT UE Attach, Connected Mode, UE Test Loopback Activated (State 2B-NB) with test loop mode G and according to [18] in Ncell 1.
[bookmark: OLE_LINK13]<Skipped to next change section>
22.3.1.6a.3	Test description
[bookmark: OLE_LINK261]22.3.1.6a.3.1	Pre-test conditions
System Simulator:
-	Ncell 1. 
-	MasterInformationBlock-NB / MasterInformationBlock-TDD-NB using parameters as specified in TS 36.508 [18] Table 8.1.4.3.2-1 with condition "Standalone"
NOTE: According to TS 36.213 [30] clause 16.4.1.5.1 for Inband Operation Mode ITBS is restricted to 0 ≤ ITBS ≤ 10 i.e. ISF/IMCS combinations with IMCS = 11, 12 could not be tested
UE:
None.
Preamble:
-	UE is in state NB-IoT UE Attach, Connected Mode, UE Test Loopback Activated (State 2B-NB) with test loop mode G and according to [18] in Ncell 1.
<End of Changed Section>

