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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc70258660][bookmark: _Toc73710721]5.2.4	Message and Information Elements Contents
Editor's note: This sub-clause should define the network slicing related message and information elements contents used during testing
The common message and information elements contents are defined in TS 38.508-1 [6] clause 4. In addition, the following message and information elements contents apply:
–	MANAGE UE POLICY COMMAND
Table 5.2.4-1: MANAGE UE POLICY COMMAND
	Derivation Path: TS 24.501 Table D.5.1.1.1

	Information Element
	Value/remark
	Comment
	Condition

	PTI
	Any value from 1 to 254
	
	

	MANAGE UE POLICY COMMAND message identity
	’0000 0001’B
	
	

	UE policy section management list
	See Table 5.2.4-2
	
	



–	UE policy section management list
Table 5.2.4-2: UE policy section management list
	Derivation Path: TS 24.501 Figure D.6.2.1

	Information Element
	Value/remark
	Comment
	Condition

	UE policy section management list IEI
	
	
	

	Length of UE policy section management list contents
	Set to the actual length of 'UE policy section management list contents' in bytes
	
	

	UE policy section management list contents
	
	
	

	   UE policy section management sublist (PLMN-1)
	
	
	

	      Length of UE policy section management sublist
	Set to the actual length of 'UE policy section management sublist' in bytes
	
	

	      PLMN ID
	Set to the PLMN value used in the test case
	
	

	      UE policy section management sublist contents
	
	
	

	         Instruction contents length
	Set to the actual length of 'Instruction contents' in bytes
	
	

	         UE policy section contents
	
	
	

	            UE policy part
	See Table 5.2.4-3
	
	



–	UE policy part
Table 5.2.4-3: UE policy part with UE policy part type = {URSP}
	Derivation Path: TS 24.501 Figure D.6.2.7

	Information Element
	Value/remark
	Comment
	Condition

	UE policy part contents length
	Set to the actual length of 'UE policy part contents' in bytes
	
	

	Spare
	‘0000’B
	
	

	UE policy part type
	‘0001’B
	
	URSP

	UE policy part contents
	
	
	

	   URSP rule 1
	See Table 5.2.4-4
	
	

	   URSP rule 2
	See Table 5.2.4-4
	
	



–	URSP rule
Table 5.2.4-4: URSP rule
	Derivation Path: TS 24.526 Figure 5.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Length of URSP rule 
	Set to the actual length of 'URSP rule' in bytes
	
	

	Precedence value of URSP rule
	Set to the value used in the test procedure
	
	

	Traffic descriptor
	
	
	

	   Traffic descriptor component type identifier
	‘01010010’B
	
	IP 3 tuple type

	
	‘10001000’B
	
	DNN Type

	
	‘10010000’B
	
	Connection capabilities type

	
	‘10010001’B
	
	Destination FQDN

	
	‘10100000’B
	
	OS App Id type

	   Traffic descriptor component
	Set to the value used in the test procedure
	
	

	Length of route selection descriptor list
	Set to the actual length of ' route selection descriptor list' in bytes
	
	

	Route selection descriptor list
	
	
	

	   Route selection descriptor 1
	See Table 5.2.4-5
	
	

	   Route selection descriptor 2
	See Table 5.2.4-5
	
	



–	Route selection descriptor
Table 5.2.4-5: Route selection descriptor
	Derivation Path: TS 24.526 Figure 5.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Length of route selection descriptor
	Set to the actual length of ' route selection descriptor’ in bytes
	
	

	Precedence value of route selection descriptor
	Set to the value used in the test procedure
	
	

	Length of route selection descriptor contents
	Set to the actual length of 'route selection descriptor content' in bytes
	
	

	Route selection descriptor contents
	
	
	

	   Route selection descriptor component type
	‘00000001’B
	
	SSC mode type

	
	‘00000010’B
	
	S-NSSAI type

	
	‘00000100’B
	
	DNN type

	
	‘00001000’B	
	
	PDU session type

	   Route selection descriptor component
	Set to the value used in the test procedure
	
	



[bookmark: _Toc70258661][bookmark: _Toc73710722]5.2.5	UE Specific Items
……
The following parameters are recommended to be provided by UE or application supplier to indicate the information of application using network slicing during test.
	Parameter Name
	Parameter Type
	Description

	pc_APN_ID_Specific
	charstring
	APN/DNN value of the simulation application client defined in clause 5.3.1

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [11], subclause 9.1

	pc_OS_App_ID
	charstring
	OS App Id value of the simulation application client defined in clause 5.3.1

The coding of OS App Id is up to UE implementation
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