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<< start of changes  >>
<< Unchanged sections omitted >>
6.2.3.4.3.24	Message contents exceptions for network signalled valuesignalling value "NS_47"
1.	Information element additionalSpectrumEmission is set to NS_47. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.24-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_47"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_47)
	
	



6.2.3.4.3.25	Message contents exceptions for network signalled valuesignalling value "NS_48"
1.	Information element additionalSpectrumEmission is set to NS_48. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.25-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_48"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	4 (NS_48)
	
	



6.2.3.4.3.26	Message contents exceptions for network signalled valuesignalling value "NS_49"
1.	Information element additionalSpectrumEmission is set to NS_49. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.26-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_49"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	5 (NS_49)
	
	



6.2.3.4.3.27	Message contents exceptions for network signalled valuesignalling value "NS_12"
1.	Information element additionalSpectrumEmission is set to NS_12. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.27-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_12"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_12)
	
	



6.2.3.4.3.28	Message contents exceptions for network signalled valuesignalling value "NS_13"
1.	Information element additionalSpectrumEmission is set to NS_13. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.28-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_13"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	3 (NS_13)
	
	



6.2.3.4.3.29	Message contents exceptions for network signalled valuesignalling value "NS_14"
1.	Information element additionalSpectrumEmission is set to NS_14. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.29-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_14"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	4 (NS_14)
	
	



6.2.3.4.3.30	Message contents exceptions for network signalled valuesignalling value "NS_15"
1.	Information element additionalSpectrumEmission is set to NS_15. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.30-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_15"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	5 (NS_15)
	
	



6.2.3.4.3.31	Message contents exceptions for network signalled valuesignalling value "NS_45"
1.	Information element additionalSpectrumEmission is set to NS_45. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.6.2.3.4.3.32	Message contents exceptions for network signalled valuesignalling value "NS_46"
1.	Information element additionalSpectrumEmission is set to NS_46. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.32-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_46"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_46)
	
	



6.2.3.4.3.33	Message contents exceptions for network signalled valuesignalling value "NS_44"
1.	Information element additionalSpectrumEmission is set to NS_44. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.33-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_44"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_44)
	
	



<< Unchanged sections omitted >>
6.2D.3.4.3.5	Message contents exceptions for network signalled valuesignalling value "NS_48"
1.	Information element additionalSpectrumEmission is set to NS_48. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2D.3.4.3.5-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_48"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	4 (NS_48)
	
	



6.2D.3.4.3.6	Message contents exceptions for network signalled valuesignalling value "NS_49"
1.	Information element additionalSpectrumEmission is set to NS_49. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2D.3.4.3.6-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_49"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	5 (NS_49)
	
	



<< Unchanged sections omitted >>
6.5.2.3.3.8	Requirements for network signalled valuesignalling value "NS_27"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.3.8-1.
Table 6.5.2.3.3.8-1: Additional requirements for "NS_27"
	ΔfOOB 
MHz
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement
bandwidth

	
	5
	10
	15
	20
	40
	

	± 0 - 1
	-13
	1 % channel bandwidth

	± 1 - X
	-13
	1 MHz

	< – X or > X
	-25
	

	NOTE 1: X is occupied channel bandwidth as defined in Table 6.5.1.3-1.
NOTE 2: The requirements apply only at the frequency range from 3540 MHz to 3710 MHz.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.3.8.

<< Unchanged sections omitted >>
6.5.3.3.3.17	Requirement for network signalled valuesignalling value "NS_12"
When "NS_12" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.17-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.17-1: Additional requirements for “NS_12”
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	 5 MHz, 10 MHz 
	

	806 ≤ f ≤ 813.5
	-42
	6.25 kHz

	NOTE 1:	The requirement applies for E-UTRA carriers with lower channel edge at or above 814 MHz.
NOTE 2:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.



6.5.3.3.3.18	Requirement for network signalled valuesignalling value "NS_13"
When "NS_13" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.18-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.18-1: Additional requirements for “NS_13”
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5 MHz
	

	806 ≤ f ≤ 816
	-42
	6.25 kHz

	NOTE 1:	The requirement applies for E-UTRA carriers with lower channel edge at or above 817 MHz.
NOTE 2:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.



6.5.3.3.3.19	Requirement for network signalled valuesignalling value "NS_14"
When "NS_14" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.19-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.19-1: Additional requirements for “NS_14”
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20MHz
	

	806 ≤ f ≤ 816
	-42
	6.25 kHz

	NOTE 1:	The requirement applies for E-UTRA carriers with lower channel edge at or above 817 MHz.
NOTE 2:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.



6.5.3.3.3.20	Requirement for network signalled valuesignalling value "NS_15"
TBD
6.5.3.3.3.21	Requirement for network signalled valuesignalling value "NS_45"
 When "NS_45" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.21-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.21-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5 MHz
	10 MHz
	

	0.009 < f ≤ 2473.5
	-25
	-25
	1 MHz

	2473.5 < f ≤ 2477.5
	-25
	-13
	1 MHz

	2477.5 < f ≤ 2478.5
	-13
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	-10
	1 MHz

	2495 ≤ f < 2496
	-13
	-13
	1% of Channel Bandwidth

	2496 ≤ f < 2501
	-13
	-13
	1 MHz

	2501 < f ≤ 2505
	-25
	-13
	1 MHz

	2505 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band
	-25
	-25
	1 MHz



6.5.3.3.3.22	Requirement for network signalled valuesignalling value "NS_48" and “NS_51”
When "NS_48" or “NS_51” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.22-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.22-1: Additional requirements for “NS_48”
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	[bookmark: _Hlk29549626]E-UTRA band 34 –
NR band n34
	FDL_low
	-
	FDL_high
	-50
	1
	

	Frequency range
	1900
	-
	1915
	-15.5
	5
	1

	Frequency range
	1915
	-
	1920
	+1.6
	5
	1

	NOTE 1:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



6.5.3.3.3.23	Requirement for network signalled valuesignalling value "NS_49"
When "NS_49" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.23-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.23-1: Additional requirements for “NS_49”
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	E-UTRA band 34 -
NR band n34
	FDL_low
	-
	FDL_high
	-50
	1
	

	Frequency range
	1880
	-
	1895
	-40
	1
	

	Frequency range
	1895
	
	1915
	-15.5
	5
	1

	Frequency range
	1915
	-
	1920
	1.6
	5
	1

	NOTE 1:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.3.23.

<< Unchanged sections omitted >>
[bookmark: _Toc60825504][bookmark: _Toc60823582]6.5.3.3.4	Test description
6.5.3.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1.  All these configurations shall be tested with applicable test parameters for each channel bandwidth and sub-carrier spacing, are shown in Tables 6.5.3.3.4.1-1 through Table 6.5.3.3.4.1-24 for different NS values. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.3.4.1-1: Test Configuration Table (network signalling value "NS_04")
Same test configuration as listed in Table 6.2.3.4.1-2 shall be used with the following exceptions:
Test Channel Bandwidths shall be: 10, 15, 20, 40, 50, 60, 80, 90, and 100 MHz.
Test SCS shall be: Lowest.
Table 6.5.3.3.4.1-2: Test Configuration Table (network signalled valuesignalling value "NS_17")
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	5Mz, 10MHz

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	OuterFull

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration



Table 6.5.3.3.4.1-3: Test Configuration Table (network signalled valuesignalling value "NS_18")
Same test configuration as listed in Table 6.2.3.4.1-11 shall be used with the following exceptions:
Test Channel Bandwidths shall be: 5, 10, 20 and 30 MHz.
Test SCS shall be: Lowest.
Table 6.5.3.3.4.1-4: Test Configuration Table (network signalling value "NS_05")
Same test configuration as listed in Table 6.2.3.4.1-4 shall be used with the following exceptions:
-	Test SCS shall be: [Lowest].
Table 6.5.3.3.4.1-5: Test Configuration Table (network signalling value "NS_43")
Same test configuration as listed in Table 6.2.3.4.1-6 shall be used with the following exceptions:
-	Test Channel Bandwidths shall be: [5, 10, and 15] MHz
-	Test SCS shall be: [Lowest].
Table 6.5.3.3.4.1-6: Test Configuration Table (network signalling value "NS_37")
Same test configuration as listed in Table 6.2.3.4.1-8 shall be used with the following exceptions:
-	Test SCS shall be: [Lowest].

<< Unchanged sections omitted >>
6.5.3.3.5.2	Test requirement (network signalled valuesignalling value “NS_17”)
When "NS_17" is indicated in the cell, 
The power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Tables 6.5.3.1.3-1 and  Tables 6.5.3.1.3-2 from the edge of the channel bandwidth.
Table 6.5.3.3.5.2-1: Additional requirements for "NS_17"
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	5, 10 MHz
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:	Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.



6.5.3.3.5.3	Test requirement (network signalled valuesignalling value “NS_18”)
When "NS_18" is indicated in the cell, 
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.3.5-8 for power class 3 UE.
The power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5.3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3 from the edge of the channel bandwidth.
Table 6.5.3.3.5.3-1: Additional requirements for "NS_18"
	Frequency range
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20, 30 MHz
	
	

	692-698
	-26.2
	6 MHz
	




<< Unchanged sections omitted >>
[bookmark: _Toc60823671][bookmark: _Toc27478274][bookmark: _Toc52990468][bookmark: _Toc36226989][bookmark: _Toc44324274][bookmark: _Toc60825592]6.5C.3.3.4	Test description
Same test description as specified in clause 6.5.3.3.4 with following exceptions:
-	Instead of table 5.3.5-1  use Table 5.5C-1
-	For NS_05, instead of table 6.5.3.3.4.4-1 use Table 6.5C.3.3.4-1
-	For NS_43, instead of table 6.5.3.3.4.1-5 use Table 6.5C.3.3.4-2
-	For NS_18, instead of table 6.5.3.3.4.1-3 use Table 6.2C.3.3.4-3
-	For NS_48, instead of table 6.5.3.3.4.1-5 use Table 6.2C.3.3.4-4
[bookmark: OLE_LINK189][bookmark: OLE_LINK190]-	For NS_49, instead of table 6.5.3.3.4.1-23 use Table 6.2C.3.3.4-5Table 6.5C.3.3.4-1: Test Configuration Table (network signalled valuesignalling value “NS_05”)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Use center frequency (Fc) as specified in test parameters for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	5 MHz, 10 MHz, 15 MHz, 20 MHz for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for both SUL carrier and Non-SUL carrier

	Additional Spurious for SUL test parameters for NS_05

	Test ID
	Fc 
(MHz)
	SUL
ChBw
(MHz)
	Downlink Config.
	Uplink Config
	A-MPR
	SUL Configuration

	
	
	
	
	
	
	Modulation
(NOTE 2)
	RB allocation (Note 1)

	1
	1922.5
	5
	N/A 
	N/A
	A3
	DFT-s-OFDM
	PI/2 BPSK
	Outer_Full

	2
	1925
	10
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	3
	1925
	10
	
	
	A7
	
	PI/2 BPSK
	40@10

	4
	1925
	10
	
	
	A2
	
	PI/2 BPSK
	6@40

	5
	1935
	10
	
	
	A4
	
	PI/2 BPSK
	Outer_Full

	6
	1927.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	7
	1927.5
	15
	
	
	A7
	
	PI/2 BPSK
	60@19

	8
	1927.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@56

	9
	1932.5
	15
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	10
	1932.5
	15
	
	
	A2
	
	PI/2 BPSK
	6@68

	11
	1942.5
	15
	
	
	A5
	
	PI/2 BPSK
	Outer_Full

	12
	1930
	20
	
	
	A1
	
	PI/2 BPSK
	Outer_Full

	13
	1930
	20
	
	
	A7
	
	PI/2 BPSK
	72@28

	14
	1930
	20
	
	
	A2
	
	PI/2 BPSK
	6@76

	15
	1950
	20
	
	
	A6
	
	PI/2 BPSK
	Outer_Full

	16
	1922.5
	5
	
	
	A3
	
	QPSK
	Outer_Full

	17
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	18
	1925
	10
	
	
	A7
	
	QPSK
	40@10

	19
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	20
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	21
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	22
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	23
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	24
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	25
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	26
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	27
	1930
	20
	
	
	A7
	
	QPSK
	72@28

	28
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	29
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	30
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	31
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	32
	1925
	10
	
	
	A7
	
	16 QAM
	40@10

	33
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	34
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	35
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	36
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	37
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	38
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	39
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	40
	1930
	20
	
	
	A7
	
	16 QAM
	72@28

	41
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	42
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	43
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	44
	1925
	10
	
	
	A7
	
	64 QAM
	40@10

	45
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	46
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	47
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	48
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	49
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	50
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	51
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	52
	1930
	20
	
	
	A7
	
	64 QAM
	72@28

	53
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	54
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	55
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	56
	1925
	10
	
	
	A7
	
	256 QAM
	40@10

	57
	1925
	10
	
	
	A2
	
	256 QAM
	6@40

	58
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	59
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	60
	1927.5
	15
	
	
	A2
	
	256 QAM
	6@56

	61
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	62
	1932.5
	15
	
	
	A2
	
	256 QAM
	6@68

	63
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	64
	1930
	20
	
	
	A7
	
	256 QAM
	72@28

	65
	1930
	20
	
	
	A2
	
	256 QAM
	6@76

	66
	1922.5
	5
	
	
	A3
	CP-OFDM
	QPSK
	Outer_Full

	67
	1925
	10
	
	
	A1
	
	QPSK
	Outer_Full

	68
	1925
	10
	
	
	A7
	
	QPSK
	42@10

	69
	1925
	10
	
	
	A2
	
	QPSK
	6@40

	70
	1935
	10
	
	
	A4
	
	QPSK
	Outer_Full

	71
	1927.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	72
	1927.5
	15
	
	
	A7
	
	QPSK
	60@19

	73
	1927.5
	15
	
	
	A2
	
	QPSK
	6@56

	74
	1932.5
	15
	
	
	A1
	
	QPSK
	Outer_Full

	75
	1932.5
	15
	
	
	A2
	
	QPSK
	6@68

	76
	1942.5
	15
	
	
	A5
	
	QPSK
	Outer_Full

	77
	1930
	20
	
	
	A1
	
	QPSK
	Outer_Full

	78
	1930
	20
	
	
	A7
	
	QPSK
	78@28

	79
	1930
	20
	
	
	A2
	
	QPSK
	6@76

	80
	1950
	20
	
	
	A6
	
	QPSK
	Outer_Full

	81
	1922.5
	5
	
	
	A3
	
	16 QAM
	Outer_Full

	82
	1925
	10
	
	
	A1
	
	16 QAM
	Outer_Full

	83
	1925
	10
	
	
	A7
	
	16 QAM
	42@10

	84
	1925
	10
	
	
	A2
	
	16 QAM
	6@40

	85
	1935
	10
	
	
	A4
	
	16 QAM
	Outer_Full

	86
	1927.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	87
	1927.5
	15
	
	
	A7
	
	16 QAM
	60@19

	88
	1927.5
	15
	
	
	A2
	
	16 QAM
	6@56

	89
	1932.5
	15
	
	
	A1
	
	16 QAM
	Outer_Full

	90
	1932.5
	15
	
	
	A2
	
	16 QAM
	6@68

	91
	1942.5
	15
	
	
	A5
	
	16 QAM
	Outer_Full

	92
	1930
	20
	
	
	A1
	
	16 QAM
	Outer_Full

	93
	1930
	20
	
	
	A7
	
	16 QAM
	78@28

	94
	1930
	20
	
	
	A2
	
	16 QAM
	6@76

	95
	1950
	20
	
	
	A6
	
	16 QAM
	Outer_Full

	96
	1922.5
	5
	
	
	A3
	
	64 QAM
	Outer_Full

	97
	1925
	10
	
	
	A1
	
	64 QAM
	Outer_Full

	98
	1925
	10
	
	
	A7
	
	64 QAM
	42@10

	99
	1925
	10
	
	
	A2
	
	64 QAM
	6@40

	100
	1927.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	101
	1927.5
	15
	
	
	A7
	
	64 QAM
	60@19

	102
	1927.5
	15
	
	
	A2
	
	64 QAM
	6@56

	103
	1932.5
	15
	
	
	A1
	
	64 QAM
	Outer_Full

	104
	1932.5
	15
	
	
	A2
	
	64 QAM
	6@68

	105
	1930
	20
	
	
	A1
	
	64 QAM
	Outer_Full

	106
	1930
	20
	
	
	A7
	
	64 QAM
	78@28

	107
	1930
	20
	
	
	A2
	
	64 QAM
	6@76

	108
	1922.5
	5
	
	
	A3
	
	256 QAM
	Outer_Full

	109
	1925
	10
	
	
	A1
	
	256 QAM
	Outer_Full

	110
	1925
	10
	
	
	A7
	
	256 QAM
	42@10

	111
	1927.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	112
	1927.5
	15
	
	
	A7
	
	256 QAM
	60@19

	113
	1932.5
	15
	
	
	A1
	
	256 QAM
	Outer_Full

	114
	1930
	20
	
	
	A1
	
	256 QAM
	Outer_Full

	115
	1930
	20
	
	
	A7
	
	256 QAM
	78@28

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1. 
NOTE 2:	AMPR requirement for NS_05 is specified in 6.2.3.3.4. 



Table 6.5C.3.3.4-2: Test Configuration Table (network signalled valuesignalling value “NS_43”)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Use carrier center frequency (Fc) as specified in test parameters for SUL carrier 
Mid range for Non-SUL carrier 

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	5 MHz, 10 MHz, 15 MHz for SUL carrier 
Lowest for Non-SUL carrier 

	Test SCS as specified in Table 5.3.5-1
	15 kHz for both SUL carrier and Non-SUL carrier

	Additional Spurious for SUL test parameters for NS_43

	Test
ID
	Fc
(MHz)
	SUL
Ch BW
(MHz)
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	1
	910
	10
	N/A
	N/A 
	DFT-s--OFDM
	PI/2 BPSK
	Outer_Full (A2)

	2
	907.5
	15
	
	
	
	PI/2 BPSK
	Edge_1RB_Left (A6)

	3
	907.5
	15
	
	
	
	PI/2 BPSK
	Outer_Full (A6)

	4
	902.5
	5
	
	
	
	QPSK
	Outer_Full (A1)

	5
	910
	10
	
	
	
	QPSK
	Outer_Full (A4)

	6
	907.5
	15
	
	
	
	QPSK
	Edge_1RB_Left (A6)

	7
	907.5
	15
	
	
	
	QPSK
	Outer_Full (A6)

	8
	910
	10
	
	
	
	16 QAM
	Outer_Full (A5)

	9
	907.5
	15
	
	
	
	16 QAM
	Edge_1RB_Left (A6)

	10
	907.5
	15
	
	
	
	16 QAM
	Outer_Full (A6)

	11
	910
	10
	
	
	
	64 QAM
	Outer_Full (A3)

	12
	907.5
	15
	
	
	
	64 QAM
	Edge_1RB_Left (A6)

	13
	907.5
	15
	
	
	
	64 QAM
	Outer_Full (A6)

	14
	907.5
	15
	
	
	
	256 QAM
	Edge_1RB_Left (A6)

	15
	907.5
	15
	
	
	
	256 QAM
	Outer_Full (A6)

	16
	902.5
	5
	
	
	CP-OFDM
	QPSK
	Outer_Full (A1)

	17
	910
	10
	
	
	
	QPSK
	Outer_Full (A5)

	18
	907.5
	15
	
	
	
	QPSK
	Edge_1RB_Left (A6)

	19
	907.5
	15
	
	
	
	QPSK
	Outer_Full (A6)

	20
	902.5
	5
	
	
	
	16 QAM
	Outer_Full (A1)

	21
	910
	10
	
	
	
	16 QAM
	Outer_Full (A5)

	22
	907.5
	15
	
	
	
	16 QAM
	Edge_1RB_Left (A6)

	23
	907.5
	15
	
	
	
	16 QAM
	Outer_Full (A6)

	24
	910
	10
	
	
	
	64 QAM
	Outer_Full (A3)

	25
	907.5
	15
	
	
	
	64 QAM
	Edge_1RB_Left (A6)

	26
	907.5
	15
	
	
	
	64 QAM
	Outer_Full (A6)

	27
	907.5
	15
	
	
	
	256 QAM
	Edge_1RB_Left (A6)

	28
	907.5
	15
	
	
	
	256 QAM
	Outer_Full (A6)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 2:	AMPR requirement for NS_43 is specified in 6.2.3.3.6.



Table 6.5C.3.3.4-3: Test Configuration Table (network signalled valuesignalling value “NS_18”)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	5MHz 10MHz 20MHz 30MHz for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15 kHz for all carriers

	A-MPR test parameters for NS_18

	Test ID
	ChBw
SCS 
	Downlink Configuration
	SUL Configuration

	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)
	Comment

	1
	5MHz, 10MHz, 20MHz
	N/A
	DFT-s OFDM
	QPSK
	Edge_1RB_Left
	A1, A2

	2
	
	
	
	QPSK
	Outer_Full
	A1, A2

	3
	
	
	
	16 QAM
	Edge_1RB_Left
	A1, A2

	4
	
	
	
	16 QAM
	Outer_Full
	A1, A2

	5
	
	
	
	64 QAM
	Edge_1RB_Left
	A1, A2

	6
	
	
	
	64 QAM
	Outer_Full
	A1, A2

	7
	
	
	
	256 QAM
	Edge_1RB_Left
	A1, A2

	8
	
	
	
	256 QAM
	Outer_Full
	A1, A2

	9
	
	
	CP-s OFDM
	QPSK
	Edge_1RB_Left
	A1, A2

	10
	
	
	
	QPSK
	Outer_Full
	A1, A2

	11
	
	
	
	16 QAM
	Edge_1RB_Left
	A1, A2

	12
	
	
	
	16 QAM
	Outer_Full
	A1, A2

	13
	
	
	
	64 QAM
	Edge_1RB_Left
	A1, A2

	14
	
	
	
	64 QAM
	Outer_Full
	A1, A2

	15
	
	
	
	256 QAM
	Edge_1RB_Left
	A1, A2

	16
	
	
	
	256 QAM
	Outer_Full
	A1, A2

	17
	30MHz
	
	DFT-s OFDM
	256 QAM
	81@70
	A3

	18
	
	
	
	256 QAM
	Outer_Full
	A4

	19
	
	
	CP-s OFDM
	256 QAM
	87@73
	A3

	20
	
	
	
	256 QAM
	Outer_Full
	A4

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.



Table 6.5C.3.3.4-4: Test Configuration Table (network signalled valuesignalling value “NS_48”)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range for SUL carrier
Mid range for non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	25 MHz, 30MHz, 40MHz, 50MHz for SUL carrier
Lowest for non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for all carriers

	A-MPR test parameters for NS_48

	Test ID
	Fc
(MHz)
	Ch BW
(MHz)
	Uplink Configuration
	[bookmark: OLE_LINK144][bookmark: OLE_LINK145]Downlink Configuration
	SUL Configuration

	
	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	1
	Default
	25
	N/A.
	N/A 
	DFT-s-OFDM
	QPSK
	Outer_Full (A3)

	2
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	3
	Default
	30
	
	
	
	QPSK
	Outer_Full (A3)

	4
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	5
	Default
	40
	
	
	
	QPSK
	16@0 (A2)

	6
	Default
	40
	
	
	
	QPSK
	90@0 (A3)

	7
	Default
	40
	
	
	
	QPSK
	150@0 (A4)

	8
	Default
	40
	
	
	
	QPSK
	192@0 (A2)

	9
	Default
	40
	
	
	
	QPSK
	5@187 (A3)

	10
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	11
	Default
	50
	
	
	
	QPSK
	32@0 (A2)

	12
	Default
	50
	
	
	
	QPSK
	108@0 (A4)

	13
	Default
	50
	
	
	
	QPSK
	225@0 (A2)

	14
	Default
	50
	
	
	
	QPSK
	5@223 (A5)

	15
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	16
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	17
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	18
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A3)

	19
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	20
	Default
	40
	
	
	
	256 QAM
	16@0 (A2)

	21
	Default
	40
	
	
	
	256 QAM
	90@0 (A3)

	22
	Default
	40
	
	
	
	256 QAM
	150@0 (A4)

	23
	Default
	40
	
	
	
	256 QAM
	192@0 (A2)

	24
	Default
	40
	
	
	
	256 QAM
	5@187 (A3)

	25
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	26
	Default
	50
	
	
	
	256 QAM
	32@0 (A2)

	27
	Default
	50
	
	
	
	256 QAM
	108@0 (A4)

	28
	Default
	50
	
	
	
	256 QAM
	225@0 (A2)

	29
	Default
	50
	
	
	
	256 QAM
	5@223 (A5)

	30
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	31
	Default
	25
	
	
	CP-OFDM
	QPSK
	Outer_Full (A3)

	32
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	33
	Default
	30
	
	
	
	QPSK
	Outer_Full (A3)

	34
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	35
	Default
	40
	
	
	
	QPSK
	16@0 (A2)

	36
	Default
	40
	
	
	
	QPSK
	95@0 (A3)

	37
	Default
	40
	
	
	
	QPSK
	152@0 (A4)

	38
	Default
	40
	
	
	
	QPSK
	192@0 (A2)

	39
	Default
	40
	
	
	
	QPSK
	5@187 (A3)

	40
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	41
	Default
	50
	
	
	
	QPSK
	34@0 (A2)

	42
	Default
	50
	
	
	
	QPSK
	115@0 (A4)

	43
	Default
	50
	
	
	
	QPSK
	228@0 (A2)

	44
	Default
	50
	
	
	
	QPSK
	5@223 (A5)

	45
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	46
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	47
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	48
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A3)

	49
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	50
	Default
	40
	
	
	
	256 QAM
	16@0 (A2)

	51
	Default
	40
	
	
	
	256 QAM
	95@0 (A3)

	52
	Default
	40
	
	
	
	256 QAM
	152@0 (A4)

	53
	Default
	40
	
	
	
	256 QAM
	192@0 (A2)

	54
	Default
	40
	
	
	
	256 QAM
	5@187 (A3)

	55
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	56
	Default
	50
	
	
	
	256 QAM
	34@0 (A2)

	57
	Default
	50
	
	
	
	256 QAM
	115@0 (A4)

	58
	Default
	50
	
	
	
	256 QAM
	228@0 (A2)

	59
	Default
	50
	
	
	
	256 QAM
	5@223 (A5)

	60
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.



Table 6.5C.3.3.4-5: Test Configuration Table (network signalled valuesignalling value “NS_49”)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, High range for SUL carrier
Mid range for non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	25 MHz, 30MHz, 40MHz, 50MHz for SUL carrier
Lowest for non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15 kHz for all carriers

	A-MPR test parameters for NS_49

	Test ID
	Fc
(MHz)
	Ch BW
(MHz)
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	
	
	
	
	Modulation
(Note 2)
	RB allocation (Note 1)

	1
	Default
	25
	N/A.
	N/A
	DFT-s-OFDM
	QPSK
	Outer_Full (A3)

	2
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	3
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Left (A3)

	4
	Default
	30
	
	
	
	QPSK
	20@0 (A1)

	5
	Default
	30
	
	
	
	QPSK
	36@0 (A5)

	6
	Default
	30
	
	
	
	QPSK
	80@0 (A3)

	7
	Default
	30
	
	
	
	QPSK
	120@0 (A4)

	8
	Default
	30
	
	
	
	QPSK
	Outer_Full (A2)

	9
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	10
	Default
	40
	
	
	
	QPSK
	40@0 (A1)

	11
	Default
	40
	
	
	
	QPSK
	5@53 (A5)

	12
	Default
	40
	
	
	
	QPSK
	100@0 (A4)

	13
	Default
	40
	
	
	
	QPSK
	159@33 (A2)

	14
	Default
	40
	
	
	
	QPSK
	5@187 (A5)

	15
	Default
	40
	
	
	
	QPSK
	192@0 (A1)

	16
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	17
	Default
	50
	
	
	
	QPSK
	5@75 (A5)

	18
	Default
	50
	
	
	
	QPSK
	5@215 (A5)

	19
	Default
	50
	
	
	
	QPSK
	175@45 (A2)

	20
	Default
	50
	
	
	
	QPSK
	220@0 (A1)

	21
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	22
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	23
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	24
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Left (A3)

	25
	Default
	30
	
	
	
	256 QAM
	20@0 (A1)

	26
	Default
	30
	
	
	
	256 QAM
	36@0 (A5)

	27
	Default
	30
	
	
	
	256 QAM
	80@0 (A3)

	28
	Default
	30
	
	
	
	256 QAM
	120@0 (A4)

	29
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A2)

	30
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	31
	Default
	40
	
	
	
	256 QAM
	40@0 (A1)

	32
	Default
	40
	
	
	
	256 QAM
	5@53 (A5)

	33
	Default
	40
	
	
	
	256 QAM
	100@0 (A4)

	34
	Default
	40
	
	
	
	256 QAM
	150@33 (A2)

	35
	Default
	40
	
	
	
	256 QAM
	5@187 (A5)

	36
	Default
	40
	
	
	
	256 QAM
	192@0 (A1)

	37
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	38
	Default
	50
	
	
	
	256 QAM
	5@75 (A5)

	39
	Default
	50
	
	
	
	256 QAM
	5@215 (A5)

	40
	Default
	50
	
	
	
	256 QAM
	175@45 (A2)

	41
	Default
	50
	
	
	
	256 QAM
	216@0 (A1)

	42
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	43
	Default
	25
	
	
	CP-OFDM
	QPSK
	Outer_Full (A3)

	44
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Right (A3)

	45
	Default
	25
	
	
	
	QPSK
	Edge_1RB_Left (A3)

	46
	Default
	30
	
	
	
	QPSK
	20@0 (A1)

	47
	Default
	30
	
	
	
	QPSK
	36@0 (A5)

	48
	Default
	30
	
	
	
	QPSK
	80@0 (A3)

	49
	Default
	30
	
	
	
	QPSK
	120@0 (A4)

	50
	Default
	30
	
	
	
	QPSK
	Outer_Full (A2)

	51
	Default
	30
	
	
	
	QPSK
	Edge_1RB_Right (A5)

	52
	Default
	40
	
	
	
	QPSK
	40@0 (A1)

	53
	Default
	40
	
	
	
	QPSK
	5@53 (A5)

	54
	Default
	40
	
	
	
	QPSK
	100@0 (A4)

	55
	Default
	40
	
	
	
	QPSK
	159@33 (A2)

	56
	Default
	40
	
	
	
	QPSK
	5@187 (A5)

	57
	Default
	40
	
	
	
	QPSK
	192@0 (A1)

	58
	Default
	40
	
	
	
	QPSK
	Outer_Full (A1)

	59
	Default
	50
	
	
	
	QPSK
	5@75 (A5)

	60
	Default
	50
	
	
	
	QPSK
	5@215 (A5)

	61
	Default
	50
	
	
	
	QPSK
	175@45 (A2)

	62
	Default
	50
	
	
	
	QPSK
	216@0 (A1)

	63
	Default
	50
	
	
	
	QPSK
	Outer_Full (A1)

	64
	Default
	25
	
	
	
	256 QAM
	Outer_Full (A3)

	65
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Right (A3)

	66
	Default
	25
	
	
	
	256 QAM
	Edge_1RB_Left (A3)

	67
	Default
	30
	
	
	
	256 QAM
	20@0 (A1)

	68
	Default
	30
	
	
	
	256 QAM
	36@0 (A5)

	69
	Default
	30
	
	
	
	256 QAM
	80@0 (A3)

	70
	Default
	30
	
	
	
	256 QAM
	120@0 (A4)

	71
	Default
	30
	
	
	
	256 QAM
	Outer_Full (A2)

	72
	Default
	30
	
	
	
	256 QAM
	Edge_1RB_Right (A5)

	73
	Default
	40
	
	
	
	256 QAM
	40@0 (A1)

	74
	Default
	40
	
	
	
	256 QAM
	5@53 (A5)

	75
	Default
	40
	
	
	
	256 QAM
	100@0 (A4)

	76
	Default
	40
	
	
	
	256 QAM
	150@33 (A2)

	77
	Default
	40
	
	
	
	256 QAM
	5@187 (A5)

	78
	Default
	40
	
	
	
	256 QAM
	192@0 (A1)

	79
	Default
	40
	
	
	
	256 QAM
	Outer_Full (A1)

	80
	Default
	50
	
	
	
	256 QAM
	5@75 (A5)

	81
	Default
	50
	
	
	
	256 QAM
	5@215 (A5)

	82
	Default
	50
	
	
	
	256 QAM
	175@45 (A2)

	83
	Default
	50
	
	
	
	256 QAM
	220@0 (A1)

	84
	Default
	50
	
	
	
	256 QAM
	Outer_Full (A1)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 unless otherwise stated in this table.



-	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.4 for TE diagram and section A.3.2 for UE diagram.
-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND RF, Tables 4.6.3-14, 4.6.3-15 and 4.6.3-19 with conditions SUL, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL, together with exceptions as specified in clause 6.5.3.3.4.3 as appropriate for different NS values.
Table 6.5C.3.3.4-2: Void

<< Unchanged sections omitted >>
[bookmark: _Toc45888366][bookmark: _Toc45888965][bookmark: _Toc61357566][bookmark: _Toc59650294][bookmark: _Toc61359340]6.5E.2.3.1.3.1	Requirements for network signalled valuesignalling value "NS_33"
The additional spectrum mask in Table 6.5E.2.3.1.3.1-1 applies for NR V2X UE within 5 855 MHz to 5 950 MHz according to ETSI EN 302 571. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_33" is indicated in the cell or pre-configured radio parameters, the power of any V2X UE emission shall not exceed the levels specified in Table 6.5E.2.3.1.3.1-1.
Table 6.5E.2.3.1.3.1-1: Additional spectrum mask requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm EIRP)/ Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	 0-0.5
	[]
	100 kHz

	 0.5-5
	[]
	100 kHz

	 5-10
	[]
	100 kHz



NOTE 1:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE 2:	Additional SEM for NR V2X overrides any other requirements in frequency range 5855-5950MHz.
NOTE 3:	The EIRP requirement is converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
[bookmark: _Toc61357567][bookmark: _Toc45888966][bookmark: _Toc59650295][bookmark: _Toc45888367][bookmark: _Toc61359341]6.5E.2.3.1.3.2	Requirements for network signalled valuesignalling value "NS_52"
The additional spectrum mask in Table 6.5E.2.3.1.3.2-1 applies for NR V2X UE within 5 765 MHz to 6 005 MHz according to FCC regulation. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_52" is indicated in the cell or pre-configured radio parameters, the power of any V2X UE emission shall not exceed the levels specified in Table 6.5E.2.3.1.3.2-1.
Table 6.5E.2.3.1.3.2-1: Additional spectrum mask requirements for 40MHz channel bandwidth (fc = 5885MHz)
	ΔfOOB (MHz)
	Emission Limit (dBm)
	Measurement Bandwidth

	0-2
	-32
	100kHz

	2-10
	-36
	100kHz

	10-20
	-38
	100kHz

	20-40
	-43
	100kHz

	40-100
	-50
	100kHz



The normative reference for this requirement is TS 38.101-1 [2] clause 6.5E.2.3.
6.5E.2.3.1.4	Test description
6.5E.2.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.5E.2.3.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.7.
Table 6.5E.2.3.1.4.1-1: Test Configuration Table
FFS
1.	Connect the SS and GNSS simulator to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure TBD for TE diagram and section TBD for UE diagram.
2.	The parameter settings for the V2X sidelink transmission over PC5 are pre-configured according to TS 38.508-1 [5] subclause 4.10. Message content exceptions are defined in clause 6.5E.2.3.1.4.3.
3.	The V2X Reference Measurement Channel is set according to Table 6.5E.2.3.1.4.1-1.
4.	The GNSS simulator is configured for Scenario #1: static in Geographical area #1, as defined in TS36.508 [7] Table 4.11.2-2. Geographical area #1 is also pre-configured in the UE.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state TBD.
6.5E.2.3.1.4.2	Test procedure
1.	The V2X UE schedules the V2X RMC with transmission power at PUMAX level according to SL-PreconfigurationNR which is in line with the test configuration in Table 6.5E.2.3.1.4.1-1.
2.	Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Table 6.2E.2.1.5-1 for Power Class 3 UEs. The period of the measurement shall be at least the continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.
3.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to Table 6.5E.2.3.1.5.1-1 or Table 6.5E.2.3.1.5.2-1. The centre frequency of the filter shall be stepped in continuous steps according to the same table. The measured power shall be recorded for each step. The measurement period shall capture the active TSs.
6.5E.2.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.10 with following exceptions.
6.5E.2.3.1.4.3.1	Message contents exceptions (network signalling value “NS_33”)
Table 6.5E.2.3.1.4.3.1-1: Network signalling value "NS_33"
	Derivation Path: TS 38.508-1 [5] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_33)
	
	



6.5E.2.3.1.4.3.2	Message contents exceptions (network signalling value “NS_52”)
Table 6.5E.2.3.1.4.3.2-1: Network signalling value "NS_52"
	Derivation Path: TS 38.508-1 [5] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_52)
	
	



6.5E.2.3.1.5	Test requirement
Table 6.5E.2.3.1.5-1: Test Tolerance (Additional spectrum emission mask)
FFS
6.5E.2.3.1.5.1	Requirements for network signalled valuesignalling value "NS_33"
When "NS_33" is indicated in the cell, the power of any NR V2X UE emission shall fulfil requirements in Table 6.5E.2.3.1.5.1-1.
Table 6.5E.2.3.1.5.1-1: Additional spectrum mask requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm EIRP)/ Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	 0-0.5
	[]+TT
	100 kHz

	 0.5-5
	[]+TT
	100 kHz

	 5-10
	[]+TT
	100 kHz

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5E.2.3.1.5-1.



6.5E.2.3.1.5.2	Requirements for network signalled valuesignalling value "NS_52"
When "NS_52" is indicated in the cell, the power of any NR V2X UE emission shall fulfil requirements in Table 6.5E.2.3.1.5.2-1.
Table 6.5E.2.3.1.5.2-1: Additional spectrum mask requirements for 40MHz channel bandwidth (fc = 5885MHz)
	ΔfOOB (MHz)
	Emission Limit (dBm)
	Measurement Bandwidth

	0-2
	-32+TT
	100kHz

	2-10
	-36+TT
	100kHz

	10-20
	-38+TT
	100kHz

	20-40
	-43+TT
	100kHz

	40-100
	-50+TT
	100kHz

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5E.2.3.1.5-1.



[bookmark: _Toc69310023][bookmark: _Toc69306358][bookmark: _Toc76020348]6.5E.2.3.1D	Additional Spectrum emission mask for V2X / non-concurrent operation / SL-MIMO
Editor’s Note: 
- Test config table is FFS
- Uplink RMC is TBD in RAN4
- Connection diagram is TBD
- Preconfiguration is TBD in 38.508-1
- Test state and generic procedure are TBD in 38.508-1
6.5E.2.3.1D.1	Test purpose
To verify that the power of NR V2X UE emission shall not exceed specified level for the specified channel bandwidth under the deployment scenarios where additional requirements are specified.
6.5E.2.3.1D.2	Test applicability
This test case applies to all types of NR UE release 16 and forward that support NR V2X sidelink MIMO communication with non-concurrent operation.
6.5E.2.3.1D.3	Minimum conformance requirements
[bookmark: OLE_LINK10]For NR V2X UE with two transmit antenna connectors, the requirements specified for single carrier described in clause 6.5E.2.3.1.3 shall apply to each transmit antenna connector. 
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5E.2.2.
6.5E.2.3.1D.4	Test description
6.5E.2.3.1D.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.5E.2.3.1D.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes TBD.
Table 6.5E.2.3.1D.4.1-1: Test Configuration Table
FFS
1.	Connect the SS and GNSS simulator to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure TBD for TE diagram and section TBD for UE diagram.
2.	The parameter settings for the V2X sidelink transmission over PC5 are pre-configured according to TS 38.508-1 [5] subclause TBD. Message content exceptions are defined in clause 6.5E.2.3.1D.4.3.
3.	The V2X Reference Measurement Channel is set according to Table 6.5E.2.3.1D.4.1-1.
4.	The GNSS simulator is configured for Scenario #1: static in Geographical area #1, as defined in TS36.508 [7] Table 4.11.2-2. Geographical area #1 is also pre-configured in the UE.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state TBD.
6.5E.2.3.1D.4.2	Test procedure
1.	The V2X UE schedules the V2X RMC with transmission power at PUMAX level according to SL-V2X-Preconfiguration which is in line with the test configuration in Table 6.5E.2.3.1.4.1-1.
2.	Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in [TBD] for Power Class 3 UEs. The period of the measurement shall be at least the continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.
3.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to Table 6.5E.2.3.1.5.1-1 or Table 6.5E.2.3.1.5.2-1. The centre frequency of the filter shall be stepped in continuous steps according to the same table. The measured power shall be recorded for each step. The measurement period shall capture the active TSs.
6.5E.2.3.1D.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4.
6.5E.2.3.1D.5	Test requirement
Table 6.5E.2.3.1D.5-1: Test Tolerance
FFS
6.5E.2.3.1D.5.1	Requirements for network signalled valuesignalling value "NS_33"
When "NS_33" is indicated in the cell, the power of any NR V2X UE emission at each antenna connector shall fulfil requirements in Table 6.5E.2.3.1D.5.1-1.
Table 6.5E.2.3.1D.5.1-1: Additional spectrum mask requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm EIRP)/ Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	 0-0.5
	[]+TT
	100 kHz

	 0.5-5
	[]+TT
	100 kHz

	 5-10
	[]+TT
	100 kHz

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5E.2.3.1D.5-1.



6.5E.2.3.1D.5.2	Requirements for network signalled valuesignalling value "NS_52"
When "NS_52" is indicated in the cell, the power of any NR V2X UE emission at each antenna connector shall fulfil requirements in Table 6.5E.2.3.1D.5.2-1.
Table 6.5E.2.3.1D.5.2-1: Additional spectrum mask requirements for 40MHz channel bandwidth (fc = 5885MHz)
	ΔfOOB (MHz)
	Emission Limit (dBm)
	Measurement Bandwidth

	0-2
	-32+TT
	100kHz

	2-10
	-36+TT
	100kHz

	10-20
	-38+TT
	100kHz

	20-40
	-43+TT
	100kHz

	40-100
	-50+TT
	100kHz

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5E.2.3.1D.5-1.



==============================================================
<< End of changes >>


