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	Reason for change:
	RF E-UTRA RRC_CONNECTED state is used by UE RF, Demod and RRM test cases. This state does not require to go to IDLE and come back to connected state again as main difference with E-UTRA RRC_CONNECTED state, which is used by signalling testing.
RF E-UTRA RRC_CONNECTED table 4.5.4.2-2 state is using step 7 from E-UTRA RRC_CONNECTED state table 4.5.4.2-1 to perform SCG addition.
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However, E-UTRA RRC_CONNECTED step 7 uses condition EN-DC_SRB2-DRB, because UE is in IDLE state as precondition for E-UTRA RRC_CONNECTED, which means SRB2 and LTE DRB needs to be established. 
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But, RF E-UTRA RRC_CONNECTED state remains in RRC_CONNECTED and SRB2 and LTE DRB is still active when Table 4.5.4.2-1 step 7 is executed. Hence, RF E-UTRA RRC_CONNECTED state does not need to use EN-DC_SRB2-DRB and only MCG and SGC conditions are needed to perform SCG addition.
At the same time, ACTIVAT DEDICATED EPS BEARER should not be required for SCG DRB and DEFAULT EPS BEARER can be used based on TS 38.331 clause 5.3.5.6.5:
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Hence, it is propose to change Table 4.5.4.2-2: RF E-UTRA RRC_CONNECTED step 12 to perform RRCConnectionReconfiguration  with MCG and SCG conditions.
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<<< START OF CHANGES >>>
[bookmark: _Toc21353716][bookmark: _Toc27749331][bookmark: _Toc36228136][bookmark: _Toc36228432][bookmark: _Toc36228887][bookmark: _Toc36229104][bookmark: _Toc44454689][bookmark: _Toc44455141]4.5.4	RRC_CONNECTED
[bookmark: _Toc21353717][bookmark: _Toc27749332][bookmark: _Toc36228137][bookmark: _Toc36228433][bookmark: _Toc36228888][bookmark: _Toc36229105][bookmark: _Toc44454690][bookmark: _Toc44455142]4.5.4.1	Initiation
The SS shall:
1>	perform according to clause 4.5.2 RRC_IDLE;
1>	if connectivity is EN-DC:
2>	use 1 E-UTRA cell and 1 NR cell, default parameters;
2>	if connected without release is On:
3>	perform according to the table 4.5.4.2-2: RF E-UTRA RRC_CONNECTED;
2>	else:
 3>	perform according to the table 4.5.4.2-1: E-UTRA RRC_CONNECTED;
1>	if connectivity is E-UTRA/EPC:
2>	use 1 E-UTRA cell, default parameters;
2>	perform according to the table 4.5.4.2-1: E-UTRA RRC_CONNECTED;
1>	if connectivity is NR:
2>	use 1 NR cell, default parameters;
2> if sidelink is On 
3>	use 1 simulated NR SL UE;
3> if GNSS Sync is On 
4> use 1 GNSS simulator.
2>	if connected without release is not present:
[bookmark: _Hlk526253697]3>	perform according to the table 4.5.4.2-3: NR RRC_CONNECTED;
1>	if connectivity is WLAN:
2>	use 1 WLAN cell, default parameters;
2>	if connected without release is not present:
3>	perform according to the table 4.5.4.2-4: WLAN IPsec_SA_Established;
2>	else:
3>	Not defined;
1>	if connectivity is NR-DC:
2>	use 2 NR cells, default parameters;
2>	perform according to the table 4.5.4.2-5: NR-DC RRC_CONNECTED;
[bookmark: _Toc21353718][bookmark: _Toc27749333][bookmark: _Toc36228138][bookmark: _Toc36228434][bookmark: _Toc36228889][bookmark: _Toc36229106][bookmark: _Toc44454691][bookmark: _Toc44455143]4.5.4.2	Procedures
Table 4.5.4.2-1: E-UTRA RRC_CONNECTED
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-6
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 2-7.
	-
	-
	-
	-

	7
	Same as TS 36.508 [2] table 4.5.3.3-1, step 8.
The RRCConnectionReconfiguration is using condition EN-DC_SRB2-DRB for connectivity EN-DC and bearers MCG(s) and SCG or connectivity E-UTRA/EPC. The RRCConnectionReconfiguration is using an associated condition MCG_and_SCG for bearers MCG(s) and SCG or condition MCG_and_split for bearers MCG(s) and split. For connectivity E-UTRA/EPC there’s no associated condition.
	<--
	RRC: RRCConnectionReconfiguration
NAS:
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: IF MCG(s) and SCG or MCG(s) and split. In parallel to steps 8-9 the UE performs a C-RNTI based Contention Based Random Access (CBRA) procedure on the NR cell.
	-
	-
	-
	-

	8-9
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 9-10a1
	-
	-
	-
	-

	10a1-10a2
	IF Test Loop Function=On, same as TS 36.508 [2] table 4.5.4.3-1, steps 1-2.
The CLOSE UE TEST LOOP is using the associated condition for the test loop.
	-
	-
	-
	-



Table 4.5.4.2-2: RF E-UTRA RRC_CONNECTED
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-9
	Same as table 4.5.2.2-1, steps 1-9.
	-
	-
	-
	-

	10a1-10a2
	IF Test Mode = On OR Test Loop Function = On THEN same as TS 36.508 [2] table 4.5.2A.3-1, steps 10-11.
The ACTIVATE TEST MODE is using the associated condition for the test loop.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 11a1 to 11b8 describe the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	11a1-11a8
	IF Test Mode = On OR Test Loop Function = On THEN same as TS 36.508 [2] table 4.5.2A.3-1, steps 12-18.
	-
	-
	-
	-

	11b1-11b8
	ELSE, same as TS 36.508 [2] table 4.5.2.3-1, steps 10-16.
	-
	-
	-
	-

	12-15
	The SS transmits an RRCConnectionReconfiguration for connectivity EN-DC and bearers MCG(s) and SCG or connectivity E-UTRA/EPC. The RRCConnectionReconfiguration is using an associated condition MCG_and_SCG for bearers MCG(s) and SCG or condition MCG_and_split for bearers MCG(s) and split. For connectivity E-UTRA/EPC there’s no associated condition.Same as table 4.5.4.2-1, steps 7-10.
	<---
	RRC: RRCConnectionReconfiguration
-
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete
	-->
	RRC: RRCConnectionReconfigurationComplete
	
	







<<< Skip unchanged sections >>>




<<< END OF CHANGES >>>
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2> if the DRB is associated with an eps-Bearerldentity:

3> if the DRB was configured with the same eps-BearerIdentity either by NR or E-UTRA prior to receiving
this reconfiguration:

4> associate the established DRB with the corresponding eps-BearerIdentity;
3> else:

4> indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to
upper layers;




