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	1. According to 24.481 clause 6.3.2.2.1 "the GC shall set the Request-URI of the HTTP PUT request to an XCAP URI in users tree where the XUI is set to a group creation XUI configuration parameter";
XCAP root URI shall be absolute URI.
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2. Authorization added to Table 5.5.4.4-1
3. Cache control added

	
	

	Consequences if not approved:
	Client may send invalid HTTP PUT without failing the test

	
	

	Clauses affected:
	5.5.4.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	See also documents R5w210209 and R5w210211 discussed at TTCN Workshop #54

	
	

	This CR's revision history:
	This is an update of R5-214647 and the outcome of 1 revision to this document



Page 1


[bookmark: _Toc20908977][bookmark: _Toc27678116][bookmark: _Toc36037138][bookmark: _Toc44398215][bookmark: _Toc52382400][bookmark: _Toc60687309][bookmark: _Toc68726474][bookmark: _Toc75786400]5.5.4.4	PUT
Table 5.5.4.4-1: HTTP PUT
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-line
	
	
	
	

	  Method
	"PUT"
	
	
	

	  Request-URI
	"/" & tsc_MCX_GMSXCAPRootURI & "/" & "org.openmobilealliance.groups/global/byGroupIDusers/" & px_MCPTT_Group_B_IDpx_MCPTT_GroupCreationXUI & "/" & document name (NOTE 1) 
	XCAP URI in users tree where the XUI is set to a group creation XUI configuration parameter
	TS 24.481 [11]
clause 6.3.2.2.1
	GROUPCREATE

	Cache-Control
	
	
	RFC 2616 [26]
	

	  cache-directive
	"no-cache"
	
	
	

	[bookmark: _Hlk76549504]Authorization
	
	TS 24.482 [12] A.2.3: Expected by the server to validate and identify the client
	RFC 2617 [72]
	

	  authentication-scheme
	“Bearer”
	
	RFC 6750 [104]
	

	  b64token
	Access token as assigned to the UE by Token Response
	
	RFC 6750 [104]
	

	Content-Type
	
	
	
	GROUPCREATE

	  media-type
	application/vnd.oma.poc.groups+xmlapplication/vnd.3gpp.GMOP+xml
	
	
	

	Message-body
	
	
	
	GROUPCREATE

	  Group Creation Document
	As described in Table 5.5.7.1-2
	
	
	

	NOTE 1:	document name is the name of the group document contained in the message body



	Condition
	Explanation

	GROUPCREATE
	Message/IE sent only in group creation scenario

	NOTE:	For further conditions see table 5.5.1-1




