[bookmark: _Hlk53567053][bookmark: _Toc13667768][bookmark: _Toc525302092]3GPP TSG-RAN WG5 Meeting #92-e	R5-215744
Online, , 16th August 2021 - 27th August 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	36.579-1
	CR
	0178
	rev
	1
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction of clause 5.5.4.6 - HTTP 200 (OK)

	
	

	Source to WG:
	MCC TF160

	Source to TSG:
	R5

	
	

	Work item code:
	TEI14_Test, MCPTT-ConTest
	
	Date:
	2021-08-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Table 5.5.4.6-1 does not consider the case of temporary group creation (condition TEMPGROUP) yet

	
	

	Summary of change:
	Temporary group creation added with condition TEMPGROUP

	
	

	Consequences if not approved:
	Incomplete test specification

	
	

	Clauses affected:
	5.5.4.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS 36.579-1 CR 0174

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	See also document R5w210211 discussed at TTCN Workshop #54

	
	

	This CR's revision history:
	This is an update of R5-214649 and the outcome of 1 revision to this document



Page 1


[bookmark: _Toc20908979][bookmark: _Toc27678118][bookmark: _Toc36037140][bookmark: _Toc44398217][bookmark: _Toc52382402][bookmark: _Toc60687311][bookmark: _Toc68726476][bookmark: _Toc75786402]5.5.4.6	HTTP 200 (OK)
Table 5.5.4.6-1: HTTP 200 (OK)
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	  Status-Code
	"200"
	
	
	

	  Reason-Phrase
	"OK"
	
	
	

	Cache-Control
	
	
	RFC 2616 [26]
	

	  cache-directive
	"no-store"
	
	
	

	Pragma
	
	
	RFC 2616 [26]
	

	  pragma-directive
	"no-cache"
	
	
	

	Content-Length
	
	
	
	

	  value
	length of message-body
	
	
	

	Content-Type
	
	
	
	

	  media-type
	"application/json;charset=UTF-8"
	
	TS 33.180 [94]
	TOKEN

	  media-type
	"application/xml"
	Editor’s note: 
Message-Body contains an XML document but there is no media-type specific for “urn:3gpp:ns:mcsecKMSInterface:1.0"
 "application/xml" to be confirmed
	TS 33.180 [94]
	KMSINIT

	  media-type
	"application/xml"
	Editor’s note: 
Message-Body contains an XML document but there is no media-type specific for “urn:3gpp:ns:mcsecKMSInterface:1.0"
 "application/xml" to be confirmed
	TS 33.180 [94]
	KMSKEY

	  media-type
	"application/vnd.3gpp.mcptt-ue-init-config+xml"
	
	TS 24.484 [14]
	UEINITIALCONFIG

	  media-type
	"application/vnd.3gpp.mcptt-ue-config+xml"
	
	TS 24.484 [14]
	UECONFIG

	  media-type
	"application/vnd.3gpp.mcptt-user-profile+xml"
	
	TS 24.484 [14]
	UEUSERPROF

	  media-type
	"application/vnd.3gpp.mcptt-service-config+xml"
	
	TS 24.484 [14]
	UESERVCONFIG

	  media-type
	"application/vnd.oma.poc.groups+xml"
	
	TS 24.481 [11]
	GROUPCONFIG

	  media-type
	"application/vnd.3gpp.GMOP+xml"
	
	TS 24.481 [11]
	TEMPGROUP

	Message-body
	
	
	
	TOKEN

	  Token response
	As described in Table 5.5.4.10.4-1
	
	
	

	Message-body
	
	
	
	KMSINIT

	  KMS Certificate
	As described in Table 5.5.4.10.6-1
	
	
	

	Message-body
	
	
	
	KMSKEY

	  KMS Key Set
	As described in Table 5.5.4.10.8-1
	
	
	

	Message-body
	
	
	
	UEINITIALCONFIG

	  mcptt-initial-UE-configuration
	As described in Table 5.5.8.1-1
	Initial UE Configuration document returned
	
	

	Message-body
	
	
	
	UECONFIG

	  mcptt-UE-configuration
	As described in Table 5.5.8.2-1
	UE Configuration document returned
	
	

	Message-body
	
	
	
	UEUSERPROF

	  mcptt-user-profile
	As described in Table 5.5.8.3-1
	UE User Profile document returned
	
	

	Message-body
	
	
	
	UESERVCONFIG

	  service-configuration-info
	As described in Table 5.5.8.4-1
	UE Service Configuration document returned
	
	

	Message-body
	
	
	
	GROUPCONFIG

	  ue-group-configuration
	As described in Table 5.5.7.1-1
	Group Configuration document returned
	
	

	Message-body
	
	
	
	TEMPGROUP

	gmop:document
	
	
	
	

	  gmop:response
	
	
	
	

	    gmop:group-regroup-creation-response
	
	
	
	

	      temporary-group-document-ETag
	unique value arbitrarily selected by the SS
	
	
	




