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E.4	Cell configuration mapping for SA FR1 test cases in Chapter 6
Table E.4-1 defines the cell configuration mapping for SA FR1 test cases in chapter 6 of this test specification.
<< Unchanged lines skipped >>
Table E.4-2 defines the cell configuration mapping for SA FR1 – E-UTRA Inter-RAT test cases (serving cell in NR) in chapter 6 of this test specification.
Table E.4-2: Cell configuration mapping for SA FR1 – E-UTRA Inter-RAT RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 LTE Cell2
	38.533 LTE Cell3
	38.533 LTE Cell4
	CA Type

	6.1.2.1
	NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	NR Cell 1
	LTE Cell 1
	
	
	

	6.1.2.2
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	NR Cell 1
	LTE Cell 1
	
	
	

	6.1.2.3
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	LTE Cell 1
	
	
	

	6.1.2.4
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling  not-at-cell edge relaxed measurement criterion
	NR Cell 1
	LTE Cell 1
	
	
	

	6.3.1.4
	NR SA FR1 – E-UTRA handover with known target cell
	NR Cell 1
	LTE Cell 1
	
	
	

	6.3.1.5
	NR SA FR1 – E-UTRA handover with unknown target cell
	NR Cell 1
	LTE Cell 1
	
	
	

	6.3.2.3.2
	NR SA  FR1 – E-UTRA RRC connection release with redirection
	NR Cell 1
	LTE Cell 1
	
	
	

	6.6.3.1
	NR SA FR1 – E-UTRAN event-triggered reporting in non-DRX
	NR Cell 1
	LTE Cell 1
	
	
	

	6.6.3.2
	NR SA FR1 – E-UTRAN event-triggered reporting in DRX
	NR Cell 1
	LTE Cell 1
	
	
	

	6.7.5.1
	NR SA FR1 – E-UTRAN RSRP absolute measurement accuracy
	NR Cell 1
	LTE Cell 1
	
	
	

	6.7.6.1
	NR SA FR1 – E-UTRAN RSRQ absolute measurement accuracy
	NR Cell 1
	LTE Cell 1
	
	
	

	6.7.7.1
	NR SA FR1 – E-UTRAN RS-SINR absolute measurement accuracy
	NR Cell 1
	LTE Cell 1
	
	
	




E.5	Cell configuration mapping for SA FR2 test cases in Chapter 7
Table E.5-1 defines the cell configuration mapping for SA FR2 test cases in chapter 7 of this test specification.
Table E.5-1: Cell configuration mapping for SA FR2 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	7.1.1.1
	NR SA FR2 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	NR Cell 1
	NR Cell 23
	
	
	

	7.1.1.3
	NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.4
	NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.5
	NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.6
	NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.2.1.1
	NR SA FR2 RRC re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.2
	NR SA FR2-FR2 re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.3
	NR SA FR2 RRC re-establishment without serving cell timing
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.2.2.1
	NR SA FR2 contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.2.2
	NR SA FR2 non-contention based random access
	NR Cell 1
	
	
	
	

	7.5.1.9
	NR SA FR2 radio link monitoring UE scheduling restrictions
	NR Cell 1
	
	
	
	




<< Unchanged sections skipped >>
F.1.1.2	Measurement of RRM requirements
This clause defines the maximum test system uncertainty for the RRM requirements. The maximum uncertainty values allowed for the typical RRM measurement uncertainty contributors is defined in Table F.1.1.2-1 and Table F.1.1.2-2. Unless explicitly stated for a particular test case, these maximum uncertainty values should be used as starting point to perform the test tolerance analysis in TR 38.903 [22] for each of the test cases. Specific test cases might require a tighter measurement uncertainty value for some of the contributors. Exceptions to the general values in Table F.1.1.2-1 and Table F.1.1.2-2 shall be handled case by case.
<< Unchanged lines skipped >>
Table F.1.1.2-4 Maximum test system uncertainty for RRM requirements for SA FR1 test cases
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	6.1.1.1 NR SA FR1 cell re-selection
	Noc ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.1.2.1 NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 (NR) frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 (E-UTRAN) frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.1.2.2 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	Same as 6.1.2.1
	Same as 6.1.2.1

	6.1.2.3 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling low mobility relaxed measurement criterion
	FFS
	FFS

	6.1.2.4 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling  not-at-cell edge relaxed measurement criterion
	FFS
	FFS

	6.3.1.1 NR SA FR1 handover with known target cell
	Average Noc ±1.5 dB
Average Ês1 / Noc ±0.3 dB
Average Ês2 / Noc ±0.3 dB
Meas PRB Noc ±1.5 dB
Meas PRB Ês1 / Noc ±0.3 dB Meas PRB Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

Meas PRB are the measurement PRB for SS-RSRP #RBJ to RBJ+19

	6.3.1.2 NR SA FR1 handover with unknown target cell
	Same as 6.3.1.1
	Same as 6.3.1.1

	6.3.1.3 NR SA FR1-FR1 Handover with unknown Target Cell
	Noc1 ±1.5 dB
Ês1 / Noc1 ±0.3 dB
Noc2 ±1.5 dB
Ês2 / Noc2 ±0.3 dB
	Note:
Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2  is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN




<< Unchanged sections skipped >>

F.1.3.2	Measurement of RRM requirements
Because the relationships between the test system uncertainties and the test tolerances are often complex, it is not always possible to give a simple derivation of the test requirement in this document. The analysis is recorded in 3GPP TR 38 903 [22].
<< Unchanged lines skipped >>
Table F.1.3.2-2: Derivation of test requirements for NR SA FR1 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	6.1.1.1 NR SA FR1 cell re-selection
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: +13dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0.45dB

During T3:
0dB
0.45dB
0dB
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16.45dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.45dB
Ês2 / Noc: +13dB

	6.1.1.2 NR SA FR1-FR1 cell re-selection
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -4dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: +12dB
	During T1:
0dB
-2dB
1.6dB
0.4dB

During T2:
0dB
0dB
1.6dB
0dB

During T3:
0dB
0dB
1.6dB
1.6dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -100dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -3.6dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -infinity

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: 13.6dB

	6.1.2.1 NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: +12dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -4dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
1.6dB
1.6dB

During T3:
0dB
-2dB
1.6dB
0.4dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +14dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: 13.6dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -100dBm/15kHz
Ês1 / Noc1: +15.6dB
Ês2 / Noc2: -3.6dB

	6.1.2.2 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: -4dB
Ês2 / Noc2: +14dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +12dB
Ês2 / Noc2: +14dB
	During T1:
-2dB
0dB
0.4dB
1.6dB

During T2:
0dB
0dB
1.6dB
0dB
	During T1:
Noc1: -100dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: -3.6dB
Ês2 / Noc2: +15.6dB

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +13.6dB
Ês2 / Noc2: +14dB

	6.1.2.3 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling low mobility relaxed measurement criterion
	FFS
	FFS
	FFS

	6.1.2.4 NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling  not-at-cell edge relaxed measurement criterion
	FFS
	FFS
	[bookmark: _GoBack]FFS

	6.3.1.1 NR SA FR1 handover with known target cell
	TEST CONFIGURATION 1, 2
A3-Offset: 0dB
	
-1dB
	
A3-Offset: -1dB

	
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
-1dB

During T3:
0dB
0dB
0dB
-1dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

	
	TEST CONFIGURATION 3
A3-Offset: 0dB
	
-1dB
	
A3-Offset: -1dB

	
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +11dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
-1dB

During T3:
0dB
0dB
0dB
-1dB
	During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

During T3:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +10dB

	6.3.1.2 NR SA FR1 handover with unknown target cell
	A3-Offset: 0dB

During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +8dB
	-1dB

During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
1.5dB
	A3-Offset: -1dB

During T1:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: 8dB
Ês2 / Noc2: -infinity

During T2:
Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Ês1 / Noc1: +8dB
Ês2 / Noc2: +9.5dB
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