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<Start of modified section 1>
4.7.5.5	V2X information elements of UE policies for V2X communication over PC5
…
–	Served by E-UTRA or served by NR
Table 4.7.5.5-2: Served by E-UTRA or served by NR
	Derivation Path: TS 24.588 Figure 5.3.1.2

	Information Element
	Value/remark
	Comment
	Condition

	Length of served by E-UTRA or served by NR contents
	Set to the actual length of 'served by E-UTRA or served by NR contents' in bytes
	
	

	Authorized PLMN and RATs combinations
	See Table 4.7.5.5-3
	
	



–	Authorized PLMN and RATs combinations
Table 4.7.5.5-3: Authorized PLMN and RATs combinations
	Derivation Path: TS 24.588 Figure 5.3.1.3

	Information Element
	Value/remark
	Comment
	Condition

	Length of authorized PLMN and RATs combinations contents
	Set to the actual length of 'authorized PLMN and RATs combinations contents' in bytes
	
	

	Authorized PLMN and RATs combination 1
	See Table 4.7.5.5-4
	
	

	Authorized PLMN and RATs combination 2
	FFS
	
	



–	Authorized PLMN and RATs combination
Table 4.7.5.5-4: Authorized PLMN and RATs combination
	Derivation Path: TS 24.588 Figure 5.3.1.4

	Information Element
	Value/remark
	Comment
	Condition

	PLMN ID
	Set according to parameter given in test case
	
	

	NEPIEN
	FFS'1'B
	UE is authorized to use V2X communication over NR-PC5 when served by E-UTRA or served by NR
	

	ENPIEN
	FFS'1'B
	UE is authorized to use V2X communication over E-UTRA-PC5 when served by E-UTRA or served by NR
	

	Spare
	’00 0000’B
	
	



–	PLMN ID
Table 4.7.5.5-5: PLMN ID
	Derivation Path: TS 24.588 Figure 5.3.1.5

	Information Element
	Value/remark
	Comment
	Condition

	MCC digit 12
	Set according to parameter given in test case
	
	

	MCC digit 21
	Set according to parameter given in test case
	
	

	MCNC digit 3
	Set according to parameter given in test case
	
	

	MNCC digit 3
	Set according to parameter given in test case
	
	

	MNC digit 12
	Set according to parameter given in test case
	
	

	MNC digit 21
	Set according to parameter given in test case
	
	



<End of modified section 1>

