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[bookmark: _Toc60687156][bookmark: _Toc68726313][bookmark: _Toc75786235]5.3.15	Generic Test Procedure for MCPTT CO session modification without implicit Floor Control
5.3.15.1	Initial conditions
As specified in the test case which calls the procedure in its entirety or refers to parts of it.
5.3.15.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3.15.3	Procedure
Table 5.3.15.3-1: MCPTT CO session modification
without implicit Floor Control
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE (MCPTT Client) send a SIP INVITE requesting the establishment/modification of an MCPTT call?
	-->
	SIP re-INVITE
	-
	P

	2
	The SS sends SIP 100 Trying
	<--
	SIP 100 (Trying)
	-
	-

	3
	The SS (MCPTT server) responds with a SIP 200 (OK)
	<--
	SIP 200 (OK)
	-
	-

	4
	Check: Does the UE (MCPTT Client) send a SIP ACK to acknowledge the session establishment/modification?
	-->
	SIP ACK
	-
	P

	5
	The SS (MCPTT Server) sends a Floor Idle message with no acknowledgement required.
	<--
	Floor Idle
	-
	-



5.3.15.4	Specific message contents
All message contents are as specified in clause 5.5 and in the test case calling the procedure, with the following clarifications:
Table 5.3.15.4-1: SIP 200 (OK) (step 2, Table 5.3.15.3-1)
	Derivation Path: Table 5.5.2.17.1.2-1 with condition INVITE-RSP

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Message-body
	
	
	
	

	  MIME body part
	
	SDP message
	RFC 4566
	

	    MIME-part-headers
	
	
	
	

	      Content-Type
	"application/sdp"
	
	
	

	    MIME-part-body
	SDP message as described in Table 5.3.15.4-2
	
	
	



Table 5.3.15.4-2: SDP in SIP 200 (OK) (Table 5.3.15.4-1)
	Derivation Path: Table 5.5.3.1.2-1 SDP Message from the SS for MCPTT

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session Media description[2]:
	
	Media description for media control
	
	

	  media attribute
	
	a= line
attribute = fmtp
	
	

	    fmtp
	
	
	
	

	      format specific parameters
	
	
	
	

	        mc_implicit_request
	Not present
	Parameter has no value
	TS 24.380 [10]
cl. 12.1.2.3
	



