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Table 5.5.3.12-1: xcap-diff document for MCX configuration
	Derivation Path: RFC 5854 [107] clause 4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	xcap-diff
	encrypted (NOTE 5)
	
	
	

	  xcap-root attribute
	tsc_MCX_CMSXCAPRootURI
	same URI as <CMS-XCAP-root-URI> element of the initial UE configuration 
	
	

	  document[1]
	
	
	
	

	    sel attribute
	AUID1 & "/users/" & XUID & "/" & MCSUEID & "/mcptt-ue-configuration.xml"
	NOTE 1a, 2, 3
	
	

	    new-etag
	arbitrary value
	
	
	

	    previous-etag
	same as new-etag
	
	
	

	  document[2]
	
	
	
	

	    sel attribute
	AUID2 & "/users/" & XUID & "/mcptt-user-profile-" & profile-index & ".xml" 
	NOTE 1b, 2, 4
	
	

	    new-etag
	arbitrary value (different than for document[1])
	
	
	

	    previous-etag
	same as new-etag
	
	
	

	  document[3]
	
	
	
	

	    sel attribute
	AUID3 & "/global/service-config.xml"
	NOTE 1c
	
	

	    new-etag
	arbitrary value (different than for document[1] and [2])
	
	
	

	    previous-etag
	same as new-etag
	
	
	

	NOTE 1a:	AUID1 	= "org.3gpp.mcptt.ue-config" for Condition MCPTT
AUID1 	= "org.3gpp.mcvideo.ue-config" for Condition MCVideo
AUID1 	= "org.3gpp.mcdata.ue-config" for Condition MCData
NOTE 1b:	AUID2 	= "org.3gpp.mcptt.user-profile" for Condition MCPTT
AUID2 	= "org.3gpp.mcvideo.user-profile" for Condition MCVideo
AUID2 	= "org.3gpp.mcdata.user-profile" for Condition MCData
NOTE 1c:	AUID3 	= "org.3gpp.mcptt.service-config" for Condition MCPTT
AUID3 	= "org.3gpp.mcvideo.service-config" for Condition MCVideo
AUID3 	= "org.3gpp.mcdata.service-config" for Condition MCData
NOTE 2:	XUID 		= "sip:" & px_MCPTT_ID_User_A for Condition MCPTT
XUID 		= "sip:" & px_MCVideo_ID_User_A for Condition MCVideo
XUID 		= "sip:" & px_MCData_ID_User_A for Condition MCData
NOTE 3:	MCSUEID = Instance id of the UE (derived from the IMEI according to 23.003 [69] clause 13.8)
NOTE 4:	profile-index is the same as in the user-profile-index attribute of the corresponding document
NOTE 5:	The content of the root element <xcap-diff> (not including the xcap-root attribute) is encrypted as described in Table 5.5.13.2-2



Table 5.5.3.12-2: xcap-diff document for MCX group configuration
	Derivation Path: RFC 5854 [107] clause 4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	xcap-diff
	encrypted (NOTE 1)
	
	
	

	  xcap-root
	tsc_MCX_GMSXCAPRootURI
	same URI as <GMS-XCAP-root-URI> element of the initial UE configuration
	
	

	  document[1]
	
	
	
	GROUPCONFIG

	    sel attribute
	"org.openmobilealliance.groups/global/byGroupID/" & px_MCPTT_Group_A_ID
	
	
	

	    new-etag
	arbitrary value for first notification, 'incremented' value otherwise (NOTE 4)
	NOTE 5
	
	

	    previous-etag
	same as new-etag for first notification, same as <new-etag> of previous notification otherwise
	NOTE 5
	
	

	  element[1]
	group key transport payloads (GKTP) document as described in Table 5.5.3.14-1
	
	
	GROUPKEY

	    sel attribute
	Doc-Sel-PTT & "~~" & Node-Sel
	NOTE 2a, 3
	
	MCPTT

	    sel attribute
	Doc-Sel-Video & "~~" & Node-Sel
	NOTE 2b, 3
	
	MCVIDEO

	    GKTPs
	group key transport payloads (GKTP) document as described in Table 5.5.3.14-1
	
	
	

	NOTE 1:	The content of the root element <xcap-diff> (not including the xcap-root attribute) is encrypted as described in Table 5.5.13.2-2
NOTE 2a:	Doc-Sel-PTT = “org.3gpp.MCPTT-GKTP/global/byGroupID/” & px_MCPTT_Group_A_ID & "/"
NOTE 2b:	Doc-Sel-Video = “org.3gpp.MCPTT-GKTP/global/byGroupID/” & px_MCVideo_Group_A_ID & "/"
NOTE 3:	Node-Sel = “/group/list-service/mgktp:GKTPs?xmlns(mgktp=urn:3gpp:ns:mcpttGKTP:1.0)”
NOTE 4:	It is TTCN implementation dependent how the etag is incremented  
NOTE 5:	Values for <new-etag> and <previous-etag> shall be different for different groups




