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Table 5.5.4.7-1: HTTP 201 (Created)
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	  Status-Code
	"20"
	
	
	

	  Reason-Phrase
	"Created"
	
	
	

	Cache-Control
	
	
	RFC 2616 [26]
	

	  cache-directive
	"no-store"
	
	
	

	Pragma
	
	
	RFC 2616 [26]
	

	  pragma-directive
	"no-cache"
	
	
	

	ETag
	
	
	RFC 2616 [26]
	

	  entity-tag
	unique value arbitrarily selected by the SS
	
	
	

	Location
	
	
	RFC 7231 [118] clauses 4.3.3, 6.3.2, 7.1.2
	

	  uri
	tsc_MCX_GMSXCAPRootURI & "/" & "org.openmobilealliance.groups/global/byGroupID/" & px_MCPTT_Group_B_ID
	URI referring to the created MCPTT GROUP B document 
	
	

	Content-Length
	
	
	
	

	  value
	length of message-body
	
	
	

	Content-Type
	
	
	
	GROUPCONFIG

	  media-type
	application/resource-lists+xml
	
	TS 24.483 [13]
	

	Message-body
	
	
	
	GROUPCONFIG

	  ue-group-configuration
	As described in Table 5.5.7.1-1
	Group Configuration document returned
	
	




