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4.6.1.4.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 4.6.1.4.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2
Table H.3.1-4 with A3-offset = -4.5dB
Table H.3.1-5
Table H.3.1-7 with Condition INTRA-FREQ
Table H.3.1-8 with Condition CSI-RS RLM
Table H.3.4-1
Table H.3.4-1a
Table H.3.4-2
Table H.3.7-1 with Condition DRX.1 and Gap for test 1
Table H.3.7-1 with Condition DRX.7 and Gap for test 2
Table H.3.4-4 with Condition gapUE
Table H.3.4-5 with Condition Pattern #0 
Table H.3.5-8

	Specific message contents exceptions for Test Configuration 4.6.1.3-1 and 4.6.1.3-4
	Table H.3.1-3 with Condition SSB.1 FR1 and Asynchronous cells
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.2

	Specific message contents exceptions for Test Configuration 4.6.1.3-2 and 4.6.1.3-5
	Table H.3.1-3 with Condition SSB.1 FR1 and Synchronous cells
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 4.6.1.3-3 and 4.6.1.3-6
	Table H.3.1-3 with Condition SSB.2 FR1 and Synchronous cells
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1
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5.6.1.4.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 5.6.1.4.4.3-1: Common Exception messages EN-DC FR2 intra frequency event triggered reporting tests with gap in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Condition INTRA-FREQ and GAP NEEDED
Table H.3.1-4 with A3-offset = -7dB
Table H.3.1-5  with Condition INTRA-FREQ
Table H.3.1-6 with Condition gapUE and Pattern #0
Table H.3.1-7 with Condition INTRA-FREQ
Table H.3.4-1
Table H.3.4-2
Table H.3.7-1 with Condition DRX.1 and Gap for test 1
Table H.3.7-1 with Condition DRX.2 and Gap for test 2

	Specific message contents exceptions for Test Configuration 5.6.1.4-1 and 5.6.1.4-2
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.1 FR2 and Synchronous cells
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 5.6.1.4-3 and 5.6.1.4-4
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.2 FR2 and Synchronous cells
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1
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