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<Start of modified section 1>
4.7.5.5	V2X information elements of UE policies for V2X communication over PC5
…
–	V2X communication over PC5 in E-UTRA-PC5
Table 4.7.5.5-19: V2X communication over PC5 in E-UTRA-PC5
	Derivation Path: TS 24.588 Figure 5.3.1.19

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X communication over PC5 in E-UTRA-PC5 contents
	Set to the actual length of 'V2X communication over PC5 in E-UTRA-PC5 contents' in bytes
	
	

	PPMR
	'1'B
	PPPP to PDB mapping rules field is present
	

	VSAPI
	'1'B
	V2X services authorized for PPPR field is present
	

	VSIEFMRI
	'1'B
	V2X service identifier to V2X E-UTRA frequency mapping rules field is present
	

	DDL2II
	FFS '1'B
	Default destination layer-2 ID field is present
	

	VSIEFMRI
	FFS
	
	

	VSAPI
	FFS
	
	

	PPMR
	FFS
	
	

	Spare
	‘0000’B
	
	

	V2X service identifier to destination layer-2 ID mapping rules
	See Table 4.7.5.5-20
	
	

	PPPP to PDB mapping rules
	See Table 4.7.5.5-22
	
	

	V2X service identifier to V2X E-UTRA frequency mapping rules
	See Table 4.7.5.5-24
	
	

	V2X services authorized for PPPR
	See Table 4.7.5.5-29
	
	

	Default destination layer-2 ID
	FFS'00 00 40'H
	3 bytes, Random value
	



–	V2X service identifier to destination layer-2 ID mapping rules
Table 4.7.5.5-20: V2X service identifier to destination layer-2 ID mapping rules
	Derivation Path: TS 24.588 Figure 5.3.1.20

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service identifier to destination layer-2 ID mapping rules contents
	Set to the actual length of 'V2X service identifier to destination layer-2 ID mapping rules contents' in bytes
	
	

	V2X service identifier to destination layer-2 ID mapping rule 1
	See Table 4.7.5.5-21
	
	

	V2X service identifier to destination layer-2 ID mapping rule 2
	FFS
	
	



–	V2X service identifier to destination layer-2 ID mapping rule
Table 4.7.5.5-21: V2X service identifier to destination layer-2 ID mapping rule
	Derivation Path: TS 24.588 Figure 5.3.1.21

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service identifier to destination layer-2 ID mapping rule contents
	Set to the actual length of 'V2X service identifier to destination layer-2 ID mapping rule contents' in bytes
	
	

	V2X service identifiers
	FFSSee Table 4.7.5.5-14
	
	

	Destination layer-2 ID
	FFS'00 00 41'H
	
	



–	PPPP to PDB mapping rules
Table 4.7.5.5-22: PPPP to PDB mapping rules
	Derivation Path: TS 24.588 Figure 5.3.1.22

	Information Element
	Value/remark
	Comment
	Condition

	Length of PPPP to PDB mapping rules contents
	Set to the actual length of 'PPPP to PDB mapping rules contents' in bytes
	
	

	PPPP to PDB mapping rule 1
	See Table 4.7.5.5-23
	
	

	PPPP to PDB mapping rule 2
	FFS
	
	



–	PPPP to PDB mapping rule
Table 4.7.5.5-23: PPPP to PDB mapping rule
	Derivation Path: TS 24.588 Figure 5.3.1.23

	Information Element
	Value/remark
	Comment
	Condition

	Spare
	‘0000 0’B
	
	

	PPPP
	FFS'000'B
	PPPP value 1
	

	PDB
	FFS'00 32'H
	50ms
	



–	V2X service identifier to V2X E-UTRA frequency mapping rules
Table 4.7.5.5-24: V2X service identifier to V2X E-UTRA frequency mapping rules
	Derivation Path: TS 24.588 Figure 5.3.1.24

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service identifier to V2X E-UTRA frequency mapping rules contents
	Set to the actual length of 'V2X service identifier to V2X E-UTRA frequency mapping rules contents' in bytes
	
	

	V2X service identifier to V2X E-UTRA frequency mapping rule 1
	See Table 4.7.5.5-25
	
	

	V2X service identifier to V2X E-UTRA frequency mapping rule 2
	FFS
	
	



–	V2X service identifier to V2X E-UTRA frequency mapping rule
Table 4.7.5.5-25: V2X service identifier to V2X E-UTRA frequency mapping rule
	Derivation Path: TS 24.588 Figure 5.3.1.25

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service identifier to V2X E-UTRA frequency mapping rule contents
	Set to the actual length of 'V2X service identifier to V2X E-UTRA frequency mapping rule contents' in bytes
	
	

	V2X service identifiers
	FFSSee Table 4.7.5.5-14
	
	

	V2X E-UTRA frequencies with geographical areas list
	See Table 4.7.5.5-26
	
	



–	V2X E-UTRA frequencies with geographical areas list
Table 4.7.5.5-26: V2X E-UTRA frequencies with geographical areas list
	Derivation Path: TS 24.588 Figure 5.3.1.26

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X E-UTRA frequencies with geographical areas list contents 
	Set to the actual length of 'V2X E-UTRA frequencies with geographical areas list contents' in bytes
	
	

	V2X E-UTRA frequencies with geographical areas info 1
	See Table 4.7.5.5-27
	
	

	V2X E-UTRA frequencies with geographical areas info 2
	FFS
	
	



–	V2X E-UTRA frequencies with geographical areas info
Table 4.7.5.5-27: V2X E-UTRA frequencies with geographical areas info
	Derivation Path: TS 24.588 Figure 5.3.1.27

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X E-UTRA frequencies with geographical areas info contents
	Set to the actual length of 'V2X E-UTRA frequencies with geographical areas info contents' in bytes
	
	

	V2X E-UTRA frequencies
	See Table 4.7.5.5-28
	
	

	Geographical areas
	FFSSee Table 4.7.5.5-18
	
	



–	V2X E-UTRA frequencies
Table 4.7.5.5-28: V2X E-UTRA frequencies
	Derivation Path: TS 24.588 Figure 5.3.1.28

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X E-UTRA frequencies contents
	Set to the actual length of 'V2X E-UTRA frequencies contents' in bytes
	
	

	V2X E-UTRA frequency 1
	FFS54890
	5890MHz of B47 in TS 36.101
	

	V2X E-UTRA frequency 2
	FFS
	
	



–	V2X services authorized for PPPR
Table 4.7.5.5-29: V2X services authorized for PPPR
	Derivation Path: TS 24.588 Figure 5.3.1.29

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X services authorized for PPPR contents
	Set to the actual length of 'V2X services authorized for PPPR contents' in bytes
	
	

	V2X service authorized for PPPR 1
	See Table 4.7.5.5-30
	
	

	V2X service authorized for PPPR 2
	FFS
	
	



–	V2X service authorized for PPPR
Table 4.7.5.5-30: V2X service authorized for PPPR
	Derivation Path: TS 24.588 Figure 5.3.1.30

	Information Element
	Value/remark
	Comment
	Condition

	Length of V2X service authorized for PPPR contents
	Set to the actual length of 'V2X service authorized for PPPR contents' in bytes
	
	

	V2X service identifiers
	FFSSee Table 4.7.5.5-14
	
	

	Spare
	‘0000 0’B
	
	

	PPPR
	FFS'000'B
	PPPR value 1
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