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<Unchanged Text Skipped>
5.2.2.2.11_1.3.4	Test requirement
Table 5.2.2.2.11.0-3 defines the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A for each throughput test shall meet or exceed the specified value in Table 5.2.2.2.11_1.3.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.2.11_1.3.4-1: Test requirement
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition(Note 1)
	Correlation matrix and antenna configuration(Note 2)
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)(Note 3)

	1-1
	R.PDSCH.2-3.2 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	[19.3]+TT

	1-2
	R.PDSCH.2-3.2 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	[19.0]+TT

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2
Note 3:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2 with scaling factor as 1/sqrt(2) for transmitted signal from each TRxP



5.2.2.2.14	2Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance
5.2.2.2.14.0	Minimum conformance requirements
The performance requirements are specified in Table 5.2.2.2.14.0-3, with the addition of test parameters in Table 5.2.2.2.14.0-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.14.0-1.
Table 5.2.2.2.14.0-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.2.2.14.0-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1(Note 1)
	TRxP #2(Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	40

	
	CSI-RS offset
	Slots
	20 for CSI-RS resources 1 and 2
21 for CSI-RS resources 3 and 4
	20 for CSI-RS resources 5 and 6
21 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	Repetition number
	
	2

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000
	1000

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	1

	Frequency offset of the second TRxP from the first TRxP
	Hz
	300

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2 (Note 2)

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity

	Note 1:	PDSCH transmission is done from both TRxPs
Note 2:	ACK/NACK feedback is generated for PDSCH on slot i, where mod(i,10) = {2, 4, 6}.



Table 5.2.2.2.14.0-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x2, ULA Low 
	1 (Note 3)
	2. 8

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3:	BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.2.14.
5.2.2.2.14_1	2Rx TDD FR1 PDSCH Single-DCI based Inter-slot TDM scheme performance - 2x2 MIMO for both SA and NSA
5.2.2.2.14_1.1	Test purpose
To verify the PDSCH performance under 2 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states.
5.2.2.2.14_1.2	Test applicability
Test 1-1 applies to all types of NR UE release 16 and forward supporting capability IE supportTDM-SchemeA-r16.
5.2.2.2.14_1.3	Test description
Same test description as in clause 5.2.2.1.14_1.3 with the following exception:
-	Table 5.2.2.2.14_1.4-1 instead of 5.2.2.1.14_1.4-1
-	Table 5.2.2.2.14_1.3-1 instead of Table 5.2.2.1.14_1.3.3_1-5
Table 5.2.2.2.14_1.3-1: CSI-ResourcePeriodicityAndOffset for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-10

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots40
	20
	For CSI-RS resources 1,2,5,6
	

	  Slots40
	21
	For CSI-RS resources 3,4,7,8
	

	}
	
	
	



5.2.2.2.14_1.4	Test requirement
Table 5.2.2.2.14.0-3 defines the primary level settings.
The residual specified in Note 3 of Table 5.2.2.2.14_1.4-1 test shall meet or be lower than the specified value in Table 5.2.2.2.14_1.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.2.14_1.4-1: Test requirement for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x2, ULA Low 
	1 (Note 3)
	3. 8

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3:	BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as def  ined in 4.4.2



[bookmark: _Toc75789974]5.2.3	4RX requirements
[bookmark: _Toc27479438][bookmark: _Toc36058625][bookmark: _Toc44067548][bookmark: _Toc52716474][bookmark: _Toc58239119][bookmark: _Toc68246701][bookmark: _Toc75789975]5.2.3.1	FDD
[bookmark: _Toc27479439][bookmark: _Toc36058626][bookmark: _Toc44067549][bookmark: _Toc52716475][bookmark: _Toc58239120][bookmark: _Toc68246702][bookmark: _Toc75789976]5.2.3.1.1	4Rx FDD FR1 PDSCH mapping Type A performance
5.2.3.1.1.0	Minimum conformance requirements
The performance requirements are specified in Table 5.2.3.1.1.0-3, Table 5.2.3.1.1.0-4, Table 5.2.3.1.1.0-5, Table 5.2.3.1.1.0-6 and Table 5.2.3.1.1.0-7, with the addition of test parameters in Table 5.2.3.1.1.0-2 and the downlink physical channel setup according to Annex C.2.1.
The test purposes are specified in Table 5.2.3.1.1.0-1.

<End of Changes >

