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<< Start of changes >>
[bookmark: _Toc21026829][bookmark: _Toc27744127][bookmark: _Toc36197298][bookmark: _Toc36197990]F.1.3	Measurement of receiver
Table F.1.3-1: Maximum Test System Uncertainty (MTSU) for receiver tests
	Sub clause
	Maximum Test System Uncertainty
	Derivation of MTSU

	7.3.2 Reference sensitivity power level
	PC3
±5.19 dB (Quiet Zone size ≤ 30 cm, FR2a, FR2b, NTC testing)
±5.45 dB (Quiet Zone size ≤ 30 cm, FR2a, FR2b, ETC testing)
	MTSU = 1.00 x MU (from Table B.19-2-2 in TR 38.903)

	7.3A.2.1 Reference sensitivity power level for CA (2DL CA)
	Intra-band contiguous CA
Maximum aggregated BW ≤ 400MHz
Same as 7.3.2 for each component carrier

Maximum aggregated BW > 400MHz
TBD

Intra-band non-contiguous, Inter-band CA
TBD
	

	7.3A.2.2 Reference sensitivity power level for CA (3DL CA)
	Intra-band contiguous CA
Maximum aggregated BW ≤ 400MHz
Same as 7.3.2 for each component carrier

Maximum aggregated BW > 400MHz
TBD

Intra-band non-contiguous, Inter-band CA
TBD
	

	7.3A.2.3 Reference sensitivity power level for CA (4DL CA)
	Intra-band contiguous CA
Maximum aggregated BW ≤ 400MHz
Same as 7.3.2 for each component carrier

Maximum aggregated BW > 400MHz
TBD

Intra-band non-contiguous, Inter-band CA
TBD
	

	7.3.4 EIS spherical coverage
	PC3
±4.90 dB (Quiet Zone size ≤ 30 cm, FR2a, FR2b)
	MTSU = 1.00 x MU (from Table B.19-2-2 in TR 38.903)

	7.4 Maximum input level
	TBD
	

	7.5 Adjacent channel selectivity
	PC3
±7.84 dB (Quiet Zone size ≤ 30 cm, FR2a, FR2b)
	MTSU = 1.00 x MU (from Table B.21-1 in TR 38.903)

	7.6.2 In-band blocking
	Same as 7.5
	

	7.9 Spurious emissions
	Quiet Zone size ≤ 30 cm
Maximum in-band BW ≤ 400MHz

For Band n257, n258, n260, n261:
±5.50dB (6GHz ≤ f ≤ 12.75GHz)
±5.46dB (12.75GHz < f ≤ 23.45GHz)
±6.11dB (23.45GHz < f < 40.8GHz)
±7.65dB (40.8GHz ≤ f ≤ 66GHz)
±7.95 dB (66GHz ≤ f ≤ 80GHz)
	MTSU = 1.00 x MU (from Table B.18-1 in TR 38.903)

	NOTE 1: FR2a, FR2b and FR2c are specified in Table F.1.2-1.



<< End of changes >>
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