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<Start of first modified section>
[bookmark: _Toc21103521]7.3.5.6	PDCP handover / DAPS handover with key change / Status reporting
7.3.5.6.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state and supporting DAPS handover }
ensure that {
  when { UE receives an RRCConnectionReconfiguration message includes the mobilityControlInfo for DAPS handover with key change }
    then { PDCP entity associated with a DAPS bearer shall perform ciphering/deciphering under two sets of keys }
            }
(12)
with { UE in RRC_CONNECTED state and supporting DAPS handover and having received RRCConnectionReconfiguration message includes the mobilityControlInfo for DAPS handover with key change }
ensure that {
  when { upper layers request uplink data switching during DAPS handover }
    then { UE shall send a PDCP status report for the DAPS bearer }
            }
(3)
with { UE in RRC_CONNECTED state and supporting DAPS handover and having received RRCConnectionReconfiguration message includes the mobilityControlInfo for handover with key change }
ensure that {
  when { upper layers reconfigure the PDCP entity to release DAPS and daps-SourceRelease is configured }
    then { UE shall send a PDCP status report for the DAPS bearer }
            }

7.3.5.6.2	Conformance requirements
FFS
7.3.5.6.32	Test description
7.3.5.6.32.1	Pre-test conditions
System Simulator:
-	Cell 1 and Cell 2.
UE:
-	None.
Preamble:
-	The UE is in state Loopback Activated (state 4) according to [18].

7.3.5.6.32.2	Test procedure sequence
FFS 
Table .6.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including mobilityControlInfo containing rach-ConfigDedicated to order UE to perform non-contention based DAPS handover to Cell 2. DRB #1 is configured as DAPS bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does UE transmit an RRCConnectionReconfigurationComplete message in Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The UE send PDCP Control PDUs via RLC-AM RB with the following content to the SS: D/C field = 0 (PDCP control PDU) and PDU Type =000, FMS field = 5.
	-->
	PDCP status report
	1
	P

	4
	The SS generates a PDCP status report message and sends it to UE: D/C field = 0 (PDCP control PDU) and PDU Type =000, FMS field = 2.
	<--
	PDCP status report
	-
	-



7.3.5.6.32.3	Specific message contents
FFS
[bookmark: _Toc21353996][bookmark: _Toc27749615][bookmark: _Toc21353781][bookmark: _Toc27749399][bookmark: _Toc21353968][bookmark: _Toc27749587][bookmark: _Toc21353768][bookmark: _Toc27749386]<End of modified section>

