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<<< START OF CHANGES >>>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	8.1.6.1.4
	Connection Establishment Failure
	
	
	

	8.1.6.1.4.1
	Connection Establishment Failure / Logging and reporting / T300 expiry
	Rel-16
	C21C126
	UEs supporting 5G Core., NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.2
	Connection Establishment Failure / Logging and reporting / RRC Resume
	Rel-16
	C21C126
	UEs supporting 5G Core., NR measurements and CEF (Connection Establishment Failure) logging and reporting.

	8.1.6.1.4.3
	Connection Establishment Failure / Logging and reporting / Reporting at intra-NR handover
	Rel-16
	 C21
	UEs supporting 5G Core.


	8.1.6.1.4.4
	Connection Establishment Failure / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-16
	 C21
	UEs supporting 5G Core.


	8.1.6.1.4.5
	Connection Establishment Failure / Logging and reporting / Location Information
	Rel-16
	 C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information.


	8.1.6.1.4.6
	Connection Establishment Failure / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-16
	 C21
	UEs supporting 5G Core..


	8.1.6.1.4.7
	Connection Establishment Failure / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-16
	 C21
	UEs supporting 5G Core.


	8.1.6.1.4.8
	Connection Establishment Failure / Logging and reporting / RACH failure report
	Rel-16
	C136
	UEs supporting 5G Core and delivery of rachReport upon request from the network, NR measurements and CEF (Connection Establishment Failure) logging and reporting.



<<< END OF CHANGES >>>
< Unchanged sections omitted >
<<< START OF CHANGES >>>
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C121
	IF A.4.1-5/1 AND A.4.4-1/4 THEN R ELSE N/A
	UEs supporting 5G Core and standalone GNSS receiver to provide detailed location information

	C122
	IF A.4.1-5/1 AND A.4.4-1/5 THEN R ELSE N/A
	UEs supporting 5G Core and UL PDCP Packet Delay per DRB

	C123
	IF A.4.1-5/1 AND A.4.4-1/6 THEN R ELSE N/A
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	C124
	IF A.4.1-5/1 AND A.4.4-1/4 AND A4.4-1/6 THEN R ELSE N/A
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and equipped with a GNSS receiver to provide detailed location information

	C125
	IF A.4.1-5/1 AND A.4.4-1/6 AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G core and RRC_INACTIVE and logged measurements in RRC_IDLE and RRC_INACTIVE.

	C126
	IF A.4.1-5/1 AND AND A.4.4-1/4 THEN R ELSE N/A
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information. 


<<< END OF CHANGES >>>

