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<Start of modified section>
[bookmark: _Toc21077876][bookmark: _Toc35972438][bookmark: _Toc51774727][bookmark: _Toc51835150][bookmark: _Toc52220003][bookmark: _Toc58360072][bookmark: _Toc68193211][bookmark: _Toc75422186]21.5	eCall over IMS / Automatic initiation / MSD transfer and 200 OK with ACK / SIP INFO request for MSD Update / Success
[bookmark: _Toc21077877][bookmark: _Toc35972439][bookmark: _Toc51774728][bookmark: _Toc51835151][bookmark: _Toc52220004][bookmark: _Toc58360073][bookmark: _Toc68193212][bookmark: _Toc75422187]21.5.1	Definition
Test to verify that the UE updates MSD successfully after automatic eCall established using SIP INFO procedure. This process is described in 3GPP TS 24.229 [10]. 
[bookmark: _Toc21077878][bookmark: _Toc35972440][bookmark: _Toc51774729][bookmark: _Toc51835152][bookmark: _Toc52220005][bookmark: _Toc58360074][bookmark: _Toc68193213][bookmark: _Toc75422188]21.5.2	Conformance requirement
 [TS 24.229, clause 5.1.6.11.3]:
During an emergency session established for eCall type of emergency service as described in subclause 5.1.6.11.2, if the UE receives an INFO request with:
1)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
2)	a multipart/mixed body including:
a)	an "application/EmergencyCallData.Control+xml" MIME body part as defined in RFC 8147 [244] containing a "request" element with an "action" attribute set to "send-data" and a "datatype" attribute set to "eCall.MSD"; and
b)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.Control+xml" MIME body part; and
3)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body;
the UE shall proceed as follows:
1)	if the UE is able to provide an updated MSD, the UE shall send an INFO request containing:
a)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
b)	a multipart/mixed body including:
i)	an "application/EmergencyCallData.eCall.MSD" MIME body part as defined in RFC 8147 [244] containing the MSD not exceeding 140 bytes and encoded in binary ASN.1 as specified in CEN EN 15722:2015 [245]; and
ii)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.eCall.MSD" MIME body part; and
c)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body; and
2)	if the UE is not able to provide an updated MSD, the UE shall send an INFO request containing:
a)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
b)	a multipart/mixed body including:
i)	an "application/EmergencyCallData.Control+xml" MIME body part as defined in RFC 8147 [244] with an "ack" element containing:
-	a "ref" attribute set to the Content-ID of the "application/EmergencyCallData.Control+xml" MIME body part in the INFO request received by the UE; and
-	an "actionResult" child element containing:
A)	an "action" attribute set to "send-data";
B)	a "success" attribute set to "false"; and
C)	a "reason" attribute set to an appropriate value as defined in RFC 8147 [244]; and
ii)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.Control+xml" MIME body part; and
c)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body.
NOTE:	Further content for the INFO request is as defined in RFC 8147 [244].
Reference(s)
3GPP TS 24.229 [10], clause 5.1.6.11.2 
[bookmark: _Toc21077879][bookmark: _Toc35972441][bookmark: _Toc51774730][bookmark: _Toc51835153][bookmark: _Toc52220006][bookmark: _Toc58360075][bookmark: _Toc68193214][bookmark: _Toc75422189]21.5.3	Test Purpose
1)	To verify that the UE transmits eCall MSD with SIP INVITE for eCall over IMS in automatic mode and receives 200 OK with ACK.
2)	To verify that PSAP uses a SIP INFO with correct FROM-Header to request an updated MSD and UE ACK the SIP INFO with a 200 OK.
3)	UE sends updated MSD in a SIP INFO with correct Request-URI and To-header. PSAP ACK the updated MSD with 200 OK.
[bookmark: _Toc21077880][bookmark: _Toc35972442][bookmark: _Toc51774731][bookmark: _Toc51835154][bookmark: _Toc52220007][bookmark: _Toc58360076][bookmark: _Toc68193215][bookmark: _Toc75422190]21.5.4	Method of test
Initial conditions
UE contains either ISIM and USIM applications or only USIM application on UICC with eCall subscription. UE has discovered P-CSCF, and registered to IMS services.
SS is configured with the IMSI within the USIM application, the home domain name, public and private user identities together with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) that is configured on the UICC card equipped into the UE. SS is listening to SIP default port 5060 for both UDP and TCP protocols. SS is able to perform AKAv1-MD5 authentication algorithm for that IMPI, according to 3GPP TS 33.203 [14] clause 6.1 and RFC 3310 [17].
Test procedure applicable for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1)
1)	Automatic eCall over IMS initiated at UE
2-5)	UE executes the procedures described in TS 36.508 [94] table 4.5A.26.3-1 steps 2 to 15 and parallel behaviour steps 1-4 for EPS emergency bearer context activation, and subsequent IMS emergency registration,
6-12)	eCall is established successfully and MSD transferred successfully using INFO procedure as defined in C.47
13)	SS sends BYE to the UE
14)	SS expects and receives 200 OK for BYE from the UE
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Make the UE to initiate automatic eCall
	

	2-5
	
	Steps 1-4 defined in C.20
	EPS emergency bearer context activation and subsequent IMS emergency registration by the UE. Referred from 36.508 [94] table 4.5A.26.3-1 for a UE with E-UTRA support.

	6-12
	
	Steps 1-7 defined in C.47
	eCall Setup and MSD transfer using INFO message

	13
	
	BYE
	The SS sends BYE to release the call.

	14
	
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.



Specific Message Contents:
Step 61 as specified in annex C.47, which is referring to A.2.1 default message content of INVITE with condition A21.
Step 72 as specified in annex C.47, which is referring to A.3.1 default message content of 200 OK with condition A12 and A13.
[bookmark: _Toc21077881][bookmark: _Toc35972443][bookmark: _Toc51774732][bookmark: _Toc51835155][bookmark: _Toc52220008][bookmark: _Toc58360077][bookmark: _Toc68193216][bookmark: _Toc75422191]21.5.5	Test requirements
UE shall update MSD as defined in steps 11-12.
[bookmark: _Toc21077882][bookmark: _Toc35972444][bookmark: _Toc51774733][bookmark: _Toc51835156][bookmark: _Toc52220009][bookmark: _Toc58360078][bookmark: _Toc68193217][bookmark: _Toc75422192]21.6	eCall over IMS / Automatic initiation / MSD transfer and 200 OK with ACK / SIP INFO request for unsupported MSD / UE indicates unsuccessful in SIP INFO
[bookmark: _Toc21077883][bookmark: _Toc35972445][bookmark: _Toc51774734][bookmark: _Toc51835157][bookmark: _Toc52220010][bookmark: _Toc58360079][bookmark: _Toc68193218][bookmark: _Toc75422193]21.6.1	Definition
Test to verify that the UE sends SIP INFO with correct contents as a response to SIP INFO with unsupported MSD transfer upon automatic eCall Initiation. This process is described in 3GPP TS 24.229 [10]. 
[bookmark: _Toc21077884][bookmark: _Toc35972446][bookmark: _Toc51774735][bookmark: _Toc51835158][bookmark: _Toc52220011][bookmark: _Toc58360080][bookmark: _Toc68193219][bookmark: _Toc75422194]21.6.2	Conformance requirement
[TS 24.229, clause 5.1.6.11.3]:
During an emergency session established for eCall type of emergency service as described in subclause 5.1.6.11.2, if the UE receives an INFO request with:
1)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
2)	a multipart/mixed body including:
a)	an "application/EmergencyCallData.Control+xml" MIME body part as defined in RFC 8147 [244] containing a "request" element with an "action" attribute set to "send-data" and a "datatype" attribute set to "eCall.MSD"; and
b)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.Control+xml" MIME body part; and
3)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body;
the UE shall proceed as follows:
1)	if the UE is able to provide an updated MSD, the UE shall send an INFO request containing:
a)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
b)	a multipart/mixed body including:
i)	an "application/EmergencyCallData.eCall.MSD" MIME body part as defined in RFC 8147 [244] containing the MSD not exceeding 140 bytes and encoded in binary ASN.1 as specified in CEN EN 15722:2015 [245]; and
ii)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.eCall.MSD" MIME body part; and
c)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body; and
2)	if the UE is not able to provide an updated MSD, the UE shall send an INFO request containing:
a)	an Info-Package header field set to "EmergencyCallData.eCall.MSD" as defined in RFC 8147 [244];
b)	a multipart/mixed body including:
i)	an "application/EmergencyCallData.Control+xml" MIME body part as defined in RFC 8147 [244] with an "ack" element containing:
-	a "ref" attribute set to the Content-ID of the "application/EmergencyCallData.Control+xml" MIME body part in the INFO request received by the UE; and
-	an "actionResult" child element containing:
A)	an "action" attribute set to "send-data";
B)	a "success" attribute set to "false"; and
C)	a "reason" attribute set to an appropriate value as defined in RFC 8147 [244]; and
ii)	a Content-Disposition header field set to "By-Reference" associated with the "application/EmergencyCallData.Control+xml" MIME body part; and
c)	a Content-Disposition header field set to "Info-Package" associated with the multipart/mixed body.
NOTE:	Further content for the INFO request is as defined in RFC 8147 [244].
Reference(s)
3GPP TS 24.229 [10], clause 5.1.6.11.2 
[bookmark: _Toc21077885][bookmark: _Toc35972447][bookmark: _Toc51774736][bookmark: _Toc51835159][bookmark: _Toc52220012][bookmark: _Toc58360081][bookmark: _Toc68193220][bookmark: _Toc75422195]21.6.3	Test purpose
1)	To verify that the UE transmits eCall MSD with SIP INVITE for eCall over IMS in automatic mode and receives 200 OK with ACK.
2)	To verify that PSAP uses a SIP INFO with correct FROM-Header to request an unsupported MSD and UE ACK the SIP INFO with a 200 OK.
3)	UE responds with SIP INFO with correct contents with indication of unsuccessful transfer. PSAP returns 200 OK.
[bookmark: _Toc21077886][bookmark: _Toc35972448][bookmark: _Toc51774737][bookmark: _Toc51835160][bookmark: _Toc52220013][bookmark: _Toc58360082][bookmark: _Toc68193221][bookmark: _Toc75422196]21.6.4	Method of test
Initial conditions
UE contains either ISIM and USIM applications or only USIM application on UICC with eCall subscription. UE has discovered P-CSCF, and registered to IMS services.
SS is configured with the IMSI within the USIM application, the home domain name, public and private user identities together with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) that is configured on the UICC card equipped into the UE. SS is listening to SIP default port 5060 for both UDP and TCP protocols. SS is able to perform AKAv1-MD5 authentication algorithm for that IMPI, according to 3GPP TS 33.203 [14] clause 6.1 and RFC 3310 [17].
Test procedure applicable for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1)
1) 	Automatic eCall over IMS initiated at UE
2-5)	UE executes the procedures described in TS 36.508 [94] table 4.5A.26.3-1 steps 2 to 15 and parallel behaviour steps 1-4 for EPS emergency bearer context activation, and subsequent IMS emergency registration,
6-7)	eCall is established successfully 
8-11)	Execute MSD transfer procedure as defined in Annex C.47 from steps 4-7
12)	SS sends BYE to the UE
13)	SS expects and receives 200 OK for BYE from the UE
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Make the UE attempt Automatic eCall
	

	2-5
	
	Step 1-4 defined in C.20
	EPS emergency bearer context activation and subsequent IMS emergency registration by the UE. Referred from 36.508 [94] table 4.5A.26.3-1 for a UE with E-UTRA support.

	6-87
	
	Steps 1-3 defined in C.47
	eCall over IMS initiated automatically. Referred from 36.508 [94] table 4.5A.26.3-1 for a UE with E-UTRA support.

	98-121
	
	Steps 4-7 defined in C.47
	eCall over IMS initiated automatically. Referred from 36.508 [94] table 4.5A.26 for a UE with E-UTRA support.

	132
	
	BYE
	The SS sends BYE to release the call.

	143
	
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.



NOTE:	The default messages contents in annex A are used with condition "IMS security" or "GIBA" when applicable
Specific Message Contents:
Step 61 as specified in annex C.47, which is referring to A.2.1 default message content of INVITE with condition A21.
Step 72 as specified in annex C.47, which is referring to A.3.1 default message content of 200 OK with condition A12 and A13.
Step 98 as specified in aAnnex C.47 except datatype attribute with the value ‘eCall.invalidMSD’ in message body
Step 110 as specified in annex C.47, which is referring to A.2.19 default message content of MO INFO with condition A4.
[bookmark: _Toc21077887][bookmark: _Toc35972449][bookmark: _Toc51774738][bookmark: _Toc51835161][bookmark: _Toc52220014][bookmark: _Toc58360083][bookmark: _Toc68193222][bookmark: _Toc75422197]21.6.5	Test requirements
In step 6, UE shall transmit INVITE with all applicable headers for automatic eCall over IMS.
In step 110, UE shall transmit MO INFO with ‘success’ attribute set to “false” in message body. 

<End of modifed section>
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