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Editor’s Note: The following aspects are not yet determined:
- PC1 requirements for NR operating bands other than Band n14 are not defined in RAN4 Rel-15 and Rel-16 specifications.
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896]<Unchanged Text Skipped>
[bookmark: _Toc27477794][bookmark: _Toc36226473][bookmark: _Toc44323728][bookmark: _Toc52989893][bookmark: _Toc60823084][bookmark: _Toc60825006][bookmark: _Toc69305903]6.2.1.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1 for Power Class 3, Table 6.2.1.5-2 for Power Class 2, and Table 6.2.1.5-2a for Power Class 1.
The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1.
Table 6.2.1.5-1: Maximum Output Power test requirement for Power Class 3
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	±2±TT

	n2
	
	
	
	
	23
	±23±TT

	n3
	
	
	
	
	23
	±23±TT

	n5
	
	
	
	
	23
	±2±TT

	n7
	
	
	
	
	23
	±23±TT

	n8
	
	
	
	
	23
	±23±TT

	n12
	
	
	
	
	23
	±23±TT

	n14
	
	
	
	
	23
	±2±TT

	n20
	
	
	
	
	23
	±23±TT

	n25
	
	
	
	
	23
	±23±TT

	n26
	
	
	
	
	23
	±23±TT

	n28
	
	
	
	
	23
	+2+TT/-2.5-TT

	n30
	
	
	
	
	23
	±2±TT

	n34
	
	
	
	
	23
	±2±TT

	n38
	
	
	
	
	23
	±2±TT

	n39
	
	
	
	
	23
	±2±TT

	n40
	
	
	
	
	23
	±2±TT

	n41
	
	
	
	
	23
	± 23±TT

	n48
	
	
	
	
	23
	+2+TT/-3-TT

	n50
	
	
	
	
	23
	±2±TT

	n51
	
	
	
	
	23
	±2±TT

	n53
	
	
	
	
	23
	±2±TT

	n65
	
	
	
	
	23
	±2±TT

	n66
	
	
	
	
	23
	±2±TT

	n70
	
	
	
	
	23
	±2±TT

	n71
	
	
	
	
	23
	+2+TT/-2.5-TT

	n74
	
	
	
	
	23
	±2±TT

	n77
	
	
	
	
	23
	+2+TT/-3-TT

	n78
	
	
	
	
	23
	+2+TT/-3-TT

	n79
	
	
	
	
	23
	+2+TT/-3-TT

	n80
	
	
	
	
	23
	±2±TT 

	n81
	
	
	
	
	23
	±2±TT

	n82
	
	
	
	
	23
	±2±TT

	n83
	
	
	
	
	23
	+2+TT/-2.5-TT

	n84
	
	
	
	
	23
	±2±TT

	n86
	
	
	
	
	23
	±2±TT

	n95
	
	
	
	
	23
	±2±TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low  and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 
NOTE 4:	TT for each frequency and channel bandwidth is specified in Table 6.2.1.5-3



<Unchanged Text Skipped>
[bookmark: _Toc27477795][bookmark: _Toc36226474][bookmark: _Toc44323729][bookmark: _Toc52989894][bookmark: _Toc60823085][bookmark: _Toc60825007][bookmark: _Toc69305904][bookmark: _Toc69309748]6.2.2	UE maximum output power reduction 
<Unchanged Text Skipped>
[bookmark: _Toc27477803][bookmark: _Toc36226482][bookmark: _Toc44323737][bookmark: _Toc52989902][bookmark: _Toc60823093][bookmark: _Toc60825015][bookmark: _Toc69305912]6.2.2.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1 to Table 6.2.2.5-9a.
The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1 and Table 6.2.2.5-3.

Table 6.2.2.5-1: UE Power Class test requirements(for Bands n1, n2, n3, n5, n7, n8, n12, n14, n20, n25, n26, n30, n34, n38, n39, n40, n41, n50, n51, n53, n65, n66, n70, n74, n80, n81, n82, n84, n86) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	-3
	0.2
	0
	（1.52）
	25.8
	（24.32）
	2.0
	
	2
	（3.52）
	28.0 + TT
	23.8 - TT
	（22.3 - TT2）

	2
	23
	-3
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	（3.52）
	28.0 + TT
	20.5 - TT
	（19.0 - TT2）

	3
	23
	-3
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	（3.52）
	28.0 + TT
	20.5 - TT
	（19.0 - TT2）

	4
	23
	-3
	1.2
	0
	（1.52）
	24.8
	（23.32）
	2.0
	
	2
	（3.52）
	28.0 + TT
	22.8 - TT
	（21.3 - TT2）

	5
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	2
	（3.52）
	25.0 + TT
	21.0 - TT
	（19.5 - TT2）

	6
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	（3.52）
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	7
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	（3.52）
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	8
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	（3.52）
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	9
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	2
	（3.52）
	25.0 + TT
	21.0 - TT
	（19.5 - TT2）

	10
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	（3.52）
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	11
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	（3.52）
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	12
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	（3.52）
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	13
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	（3.52）
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	14
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	（3.52）
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	15
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	（3.52）
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	16
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	（3.52）
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	17
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	（3.52）
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）

	18
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	（3.52）
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）

	19
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	（3.52）
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）

	20
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	（3.52）
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	21
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	（3.52）
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	22
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	（3.52）
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	23
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	2
	（3.52）
	25.0 + TT
	19.5 - TT
	（17.5 - TT2）

	24
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	25
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	26
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	27
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	（3.52）
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	28
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	29
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	30
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	31
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	32
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	33
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	（3.52）
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	34
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	（3.52）
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	35
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	（3.52）
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	36
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	（3.52）
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	37
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	2
	（3.52）
	25.0 + TT
	20.5 - TT
	（19 - TT2）

	38
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	2
	（3.52）
	25.0 + TT
	20.5 - TT
	（19 - TT2）

	39
	23
	0
	0
	0
	（1.52）
	23
	（21.52）
	2.0
	
	2
	（3.52）
	25.0 + TT
	21 - TT
	（19.5 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n2, n3, n7, n8, n12, n20, n26, n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.




Table 6.2.2.5-2: UE Power Class test requirements (for Bands n28 and n83 with channel bandwidth other than 30MHz, n71) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	5
	23
	0
	0
	0
	23.0
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	6
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	7
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	8
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	9
	23
	0
	0
	0
	23.0
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	10
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	11
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	12
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	13
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	14
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	15
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	16
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	17
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	18
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	19
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	20
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	21
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	22
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	23
	23
	0
	1.5
	0
	21.5
	2.0
	2.5
	25.0 + TT
	19.0 - TT

	24
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	25
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	26
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	27
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	28
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	29
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	30
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	31
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	32
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	33
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	34
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	35
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	36
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	37
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	38
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	39
	23
	0
	0
	0
	23
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.



Table 6.2.2.5-2a: UE Power Class test requirements (for Band n28 and n83 with 30MHz channel bandwidth) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	5
	23
	0
	0.5
	0
	22.5
	2
	2.5
	25.0 + TT
	20-TT

	6
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	7
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	8
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	9
	23
	0
	0.5
	0
	22.5
	2
	2.5
	25.0 + TT
	20-TT

	10
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	11
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	12
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	13
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	14
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	15
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	16
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	17
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	18
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	19
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	20
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	21
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	22
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	23
	23
	0
	2
	0
	21
	2
	2.5
	25.0 + TT
	18.5-TT

	24
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	25
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	26
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	27
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	28
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	29
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	30
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	31
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	32
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	33
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	34
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	35
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	36
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	37
	23
	0
	1
	0
	22
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	38
	23
	0
	1
	0
	22
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	39
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.



Table 6.2.2.5-3: UE Power Class test requirements (for Bands n48, n77, n78, n79) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	-3
	0.2
	0
	25.8
	2.0
	3
	28.0 + TT
	22.8 - TT

	2
	23
	-3
	3.5
	0
	22.5
	2.0
	3
	28.0 + TT
	19.5 - TT

	3
	23
	-3
	3.5
	0
	22.5
	2.0
	3
	28.0 + TT
	19.5 - TT

	4
	23
	-3
	1.2
	0
	24.8
	2.0
	3
	28.0 + TT
	21.8 - TT

	5
	23
	0
	0
	0
	23.0
	2.0
	3
	25.0 + TT
	20.0 - TT

	6
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	7
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	8
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	9
	23
	0
	0
	0
	23.0
	2.0
	3
	25.0 + TT
	20.0 - TT

	10
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	11
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	12
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	13
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	14
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	15
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	16
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	17
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	18
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	19
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	20
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	21
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	22
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	23
	23
	0
	1.5
	0
	21.5
	2.0
	3
	25.0 + TT
	18.5 - TT

	24
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	25
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	26
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	27
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	28
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	29
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	30
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	31
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	32
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	33
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	34
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	35
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	36
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	37
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	38
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	39
	23
	0
	0
	0
	23
	2.0
	3
	25.0 + TT
	20.0 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.




Table 6.2.2.5-4: UE Power Class test requirements (for Bands n41, n77, n78, n79) for Power Class 2 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	26
	0
	0
	0
	（1.52）
	26.0
	（24.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	23.0 - TT
	（21.5 - TT2）

	2
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	3
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0- TT2）

	4
	26
	0
	0.5
	0
	（1.52）
	25.5
	（24.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	22.5 - TT
	（21.0 - TT2）

	5
	26
	0
	0
	0
	（1.52）
	26.0
	（24.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	23.0 - TT
	（21.5 - TT2）

	6
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	7
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	8
	26
	0
	1
	0
	（1.52）
	25.0
	（23.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	22.0 - TT
	（20.5 - TT2）

	9
	26
	0
	1
	0
	（1.52）
	25.0
	（23.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	22.0 - TT
	（20.5 - TT2）

	10
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	11
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	12
	26
	0
	2
	0
	（1.52）
	24.0
	（22.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	21.0 - TT
	（19.5 - TT2）

	13
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	14
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0- TT2）

	15
	26
	0
	2.5
	0
	（1.52）
	23.5
	（22.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	20.5 - TT
	（19.0 - TT2）

	16
	26
	0
	4.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	3
	（4.52）
	28.0 + TT
	18.5 - TT
	（17.0 - TT2）

	17
	26
	0
	4.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	3
	（4.52）
	28.0 + TT
	18.5 - TT
	（17.0 - TT2）

	18
	26
	0
	4.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	3
	（4.52）
	28.0 + TT
	18.5 - TT
	（17.0 - TT2）

	19
	26
	0
	1.5
	0
	（1.52）
	24.5
	（23.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	21.5 - TT
	（20.0 - TT2）

	20
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	21
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	22
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	20.0 - TT
	（18.5 - TT2）

	23
	26
	0
	2
	0
	（1.52）
	24.0
	（22.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	21.0 - TT
	（19.5 - TT2）

	24
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	25
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	26
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	3
	（4.52）
	28.0 + TT
	20.0 - TT
	（18.5 - TT2）

	27
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	28
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	29
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	（4.52）
	28.0 + TT
	19.5 - TT
	（18.0 - TT2）

	30
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	（4.52）
	28.0 + TT
	16.0 - TT
	（14.0 - TT2）

	31
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	（4.52）
	28.0 + TT
	16.0 - TT
	（14.0 - TT2）

	32
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	（4.52）
	28.0 + TT
	16.0 - TT
	（14.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.




Table 6.2.2.5-4a: UE Power Class test requirements for Band n14 for Power Class 1 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	31
	0
	0
	0
	31.0
	2.0
	3
	33.0 + TT
	28.0 — TT

	2
	31
	0
	0.5
	0
	30.5
	2.0
	3
	33.0 + TT
	27.5 — TT

	3
	31
	0
	0.5
	0
	30.5
	2.0
	3
	33.0 + TT
	27.5 — TT

	4
	31
	0
	0.5
	0
	30.5
	2.0
	3
	33.0 + TT
	27.5 — TT

	5
	31
	0
	0
	0
	31.0
	2.0
	3
	33.0 + TT
	28.0 — TT

	6
	31
	0
	1
	0
	30.0
	2.0
	3
	33.0 + TT
	27.0 — TT

	7
	31
	0
	1
	0
	30.0
	2.0
	3
	33.0 + TT
	27.0 — TT

	8
	31
	0
	1
	0
	30.0
	2.0
	3
	33.0 + TT
	27.0 — TT

	9
	31
	0
	1
	0
	30.0
	2.0
	3
	33.0 + TT
	27.0 — TT

	10
	31
	0
	2
	0
	29.0
	2.0
	3
	33.0 + TT
	26.0 — TT

	11
	31
	0
	2
	0
	29.0
	2.0
	3
	33.0 + TT
	26.0 — TT

	12
	31
	0
	2
	0
	29.0
	2.0
	3
	33.0 + TT
	26.0 — TT

	13
	31
	0
	2.5
	0
	28.5
	2.0
	3
	33.0 + TT
	25.5 — TT

	14
	31
	0
	2.5
	0
	28.5
	2.0
	3
	33.0 + TT
	25.5 — TT

	15
	31
	0
	2.5
	0
	28.5
	2.0
	3
	33.0 + TT
	25.5 — TT

	16
	31
	0
	4.5
	0
	26.5
	2.0
	3
	33.0 + TT
	23.5 — TT

	17
	31
	0
	4.5
	0
	26.5
	2.0
	3
	33.0 + TT
	23.5 — TT

	18
	31
	0
	4.5
	0
	26.5
	2.0
	3
	33.0 + TT
	23.5 — TT

	19
	31
	0
	1.5
	0
	29.5
	2.0
	3
	33.0 + TT
	26.5 — TT

	20
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	21
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	22
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	23
	31
	0
	2
	0
	29.0
	2.0
	3
	33.0 + TT
	26.0 — TT

	24
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	25
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	26
	31
	0
	3
	0
	28.0
	2.0
	3
	33.0 + TT
	25.0 — TT

	27
	31
	0
	3.5
	0
	27.5
	2.0
	3
	33.0 + TT
	24.5 — TT

	28
	31
	0
	3.5
	0
	27.5
	2.0
	3
	33.0 + TT
	24.5 — TT

	29
	31
	0
	3.5
	0
	27.5
	2.0
	3
	33.0 + TT
	24.5 — TT

	30
	31
	0
	6.5
	0
	24.5
	2.0
	3
	33.0 + TT
	21.5 — TT

	31
	31
	0
	6.5
	0
	24.5
	2.0
	3
	33.0 + TT
	21.5 — TT

	32
	31
	0
	6.5
	0
	24.5
	2.0
	3
	33.0 + TT
	21.5 — TT

	33
	31
	0
	0.5
	0
	30.5
	2.0
	3
	33.0 + TT
	27.5 — TT

	34
	31
	0
	0.5
	0
	30.5
	2.0
	3
	33.0 + TT
	27.5 — TT

	35
	31
	0
	0
	0
	31.0
	2.0
	3
	33.0 + TT
	28.0 — TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.




Table 6.2.2.5-5: Test Tolerance (Maximum Power Reduction (MPR))
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB



Table 6.2.2.5-6: UE Power Class test requirements (for Bands n1, n2, n3, n5, n7, n8, n12, n14, n20, n25, n26, n30, n34, n38, n39, n40, n41, n50, n51, n53, n65, n66, n70, n74, n80, n81, n82, n84, n86) for Power Class 3 (almost contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	MPR increase (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	14
	23
	0
	1.5
	1.5
	0
	1.52
	20
	18.52
	2.5
	42
	2
	3.52
	25.0 + TT
	17.5 - TT
	14.5 - TT2

	15
	23
	0
	1.5
	1
	0
	1.52
	20.5
	192
	2.5
	3.52
	2
	3.52
	25.0 + TT
	18 - TT
	15.5 - TT2

	26
	23
	0
	3
	1.5
	0
	1.52
	18.5
	172
	4
	52
	2
	3.52
	25.0 + TT
	14.5 - TT
	12 - TT2

	27
	23
	0
	3
	1
	0
	1.52
	19
	17.52
	3.5
	52
	2
	3.52
	25.0 + TT
	15.5 - TT
	12.5 - TT2

	34
	23
	0
	2
	1.5
	0
	1.52
	19.5
	182
	3.5
	42
	2
	3.52
	25.0 + TT
	16 - TT
	14 - TT2

	35
	23
	0
	2
	1
	0
	1.52
	20
	18.52
	2.5
	42
	2
	3.52
	25.0 + TT
	17.5 - TT
	14.5 - TT2

	46
	23
	0
	3
	1.5
	0
	1.52
	18.5
	172
	4
	52
	2
	3.52
	25.0 + TT
	14.5 - TT
	12 - TT2

	47
	23
	0
	3
	1
	0
	1.52
	19
	17.52
	3.5
	52
	2
	3.52
	25.0 + TT
	15.5 - TT
	12.5 - TT2

	56
	23
	0
	3.5
	1.5
	0
	1.52
	18
	16.52
	4
	52
	2
	3.52
	25.0 + TT
	14 - TT
	11.5 - TT2

	57
	23
	0
	3.5
	1
	0
	1.52
	18.5
	172
	4
	52
	2
	3.52
	25.0 + TT
	14.5 - TT
	12 - TT2

	66
	23
	0
	6.5
	1.5
	0
	1.52
	15
	13.52
	5
	52
	2
	3.52
	25.0 + TT
	10 - TT
	8.5- TT2

	67
	23
	0
	6.5
	1
	0
	1.52
	15.5
	142
	5
	52
	2
	3.52
	25.0 + TT
	10.5 - TT
	9 - TT2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n2, n3, n7, n8, n12, n20, n26, n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
NOTE 4:	Applicable for CBW/SCS combinations other than CBW=40MHz when SCS=60kHz.
NOTE 5:	Only applicable for CBW 40MHz when SCS is 60kHz.
NOTE 6:	Applicable for CBW/SCS combinations other than CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 7:	Only applicable for CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.



Table 6.2.2.5-6a: Void

Table 6.2.2.5-7: UE Power Class test requirements (for Bands n28 with channel bandwidth other than 30MHz, n71, n83) for Power Class 3 (almost contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	MPR increase (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	13
	23
	0
	1.5
	1.5
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	14
	23
	0
	1.5
	1
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18 - TT

	25
	23
	0
	3
	1.5
	0
	18.5
	4
	2.5
	25.0 + TT
	14.5 - TT

	26
	23
	0
	3
	1
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5 - TT

	33
	23
	0
	2
	1.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16 - TT

	34
	23
	0
	2
	1
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	45
	23
	0
	3
	1.5
	0
	18.5
	4
	2.5
	25.0 + TT
	14.5 - TT

	46
	23
	0
	3
	1
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5 - TT

	55
	23
	0
	3.5
	1.5
	0
	18
	4
	2.5
	25.0 + TT
	14 - TT

	56
	23
	0
	3.5
	1
	0
	18.5
	4
	2.5
	25.0 + TT
	14.5 - TT

	65
	23
	0
	6.5
	1.5
	0
	15
	5
	2.5
	25.0 + TT
	10 - TT

	66
	23
	0
	6.5
	1
	0
	15.5
	5
	2.5
	25.0 + TT
	10.5 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
NOTE 3:	Applicable for CBW/SCS combinations other than CBW=40MHz when SCS=60kHz.
NOTE 4:	Only applicable for CBW 40MHz when SCS is 60kHz.
NOTE 5:	Applicable for CBW/SCS combinations other than CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 6:	Only applicable for CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.



Table 6.2.2.5-7a: Void

Table 6.2.2.5-7b: UE Power Class test requirements (for Band n28 with 30MHz channel bandwidth) for Power Class 3 (almost contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	MPR increase (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	23
	23
	0
	3.5
	1.5
	0
	18
	4
	2.5
	25.0 + TT
	14 - TT

	24
	23
	0
	3.5
	1
	0
	18.5
	4
	2.5
	25.0 + TT
	14.5 - TT

	43
	23
	0
	3.5
	1.5
	0
	18
	4
	2.5
	25.0 + TT
	14 - TT

	44
	23
	0
	3.5
	1
	0
	17.5
	4
	2.5
	25.0 + TT
	14.5 - TT

	53
	23
	0
	4
	1.5
	0
	17.5
	5
	2.5
	25.0 + TT
	12.5 - TT

	54
	23
	0
	4
	1
	0
	18
	4
	2.5
	25.0 + TT
	14 - TT

	63
	23
	0
	7
	1.5
	0
	14.5
	5
	2.5
	25.0 + TT
	9.5 - TT

	64
	23
	0
	7
	1
	0
	15
	5
	2.5
	25.0 + TT
	10 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
NOTE 3:	Applicable for CBW=30MHz when SCS=60kHz.
NOTE 4:	Applicable for CBW=30MHz when SCS=15kHz and CBW=30MHz when SCS=30kHz.



Table 6.2.2.5-8: UE Power Class test requirements (for Bands n48, n77, n78, n79) for Power Class 3 (almost contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	MPR increase (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	13
	23
	0
	1.5
	1.5
	0
	20
	2.5
	3
	25.0 + TT
	17 - TT

	14
	23
	0
	1.5
	1
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	25
	23
	0
	3
	1.5
	0
	18.5
	4
	3
	25.0 + TT
	14.5 - TT

	26
	23
	0
	3
	1
	0
	19
	3.5
	3
	25.0 + TT
	15.5 - TT

	33
	23
	0
	2
	1.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16 - TT

	34
	23
	0
	2
	1
	0
	20
	2.5
	3
	25.0 + TT
	17 - TT

	45
	23
	0
	3
	1.5
	0
	18.5
	4
	3
	25.0 + TT
	14.5 - TT

	46
	23
	0
	3
	1
	0
	19
	3.5
	3
	25.0 + TT
	15.5 - TT

	55
	23
	0
	3.5
	1.5
	0
	18
	4
	3
	25.0 + TT
	14 - TT

	56
	23
	0
	3.5
	1
	0
	18.5
	4
	3
	25.0 + TT
	14.5 - TT

	65
	23
	0
	6.5
	1.5
	0
	15
	5
	3
	25.0 + TT
	10 - TT

	66
	23
	0
	6.5
	1
	0
	15.5
	5
	3
	25.0 + TT
	10.5 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
NOTE 3:	Applicable for CBW/SCS combinations other than CBW=40MHz when SCS=60kHz.
NOTE 4:	Only applicable for CBW 40MHz when SCS is 60kHz.
NOTE 5:	Applicable for CBW/SCS combinations other than CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 6:	Only applicable for CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 7:   Test applies only for UEs which support almost contiguous UL CP-OFDM transmissions. For PC2 UE which support almost contiguous UL CP-OFDM transmissions, test is only applicable for Release 16 and forward.



Table 6.2.2.5-8a: Void

Table 6.2.2.5-9: UE Power Class test requirements (for Bands n41, n77, n78, n79) for Power Class 2 (almost contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	MPR increase (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	14
	26
	0
	1.5
	1.5
	0
	1.52
	23
	21.52
	2
	22
	3
	4.52
	28.0 + TT
	20 - TT
	17 - TT2

	15
	26
	0
	1.5
	1
	0
	1.52
	23.5
	222
	2
	22
	3
	4.52
	28.0 + TT
	20.5 - TT
	17.5 - TT2

	26
	26
	0
	3
	1.5
	0
	1.52
	21.5
	202
	2
	2.52
	3
	4.52
	28.0 + TT
	18.5 - TT
	15.5 - TT2

	27
	26
	0
	3
	1
	0
	1.52
	22
	20.52
	2
	2.52
	3
	4.52
	28.0 + TT
	19 - TT
	16 - TT2

	34
	26
	0
	2
	1.5
	0
	1.52
	22.5
	212
	2
	22
	3
	4.52
	28.0 + TT
	19.5 - TT
	16.5 - TT2

	35
	26
	0
	2
	1
	0
	1.52
	23
	21.52
	2
	22
	3
	4.52
	28.0 + TT
	20 - TT
	17 - TT2

	46
	26
	0
	3
	1.5
	0
	1.52
	21.5
	202
	2
	2.52
	3
	4.52
	28.0 + TT
	18.5 - TT
	15.5 - TT2

	47
	26
	0
	3
	1
	0
	1.52
	22
	20.52
	2
	2.52
	3
	4.52
	28.0 + TT
	19 - TT
	16 - TT2

	56
	26
	0
	3.5
	1.5
	0
	1.52
	21
	19.52
	2
	3.52
	3
	4.52
	28.0 + TT
	18 - TT
	15 - TT2

	57
	26
	0
	3.5
	1
	0
	1.52
	21.5
	202
	2
	2.52
	3
	4.52
	28.0 + TT
	18.5 - TT
	15.5 - TT2

	66
	26
	0
	6.5
	1.5
	0
	1.52
	18
	16.52
	4
	52
	3
	4.52
	28.0 + TT
	14 - TT
	11.5 - TT2

	67
	26
	0
	6.5
	1
	0
	1.52
	18.5
	172
	4
	52
	3
	4.52
	28.0 + TT
	14.5 - TT
	12 - TT2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
NOTE 4:	Applicable for CBW/SCS combinations other than CBW=40MHz when SCS=60kHz.
NOTE 5:	Only applicable for CBW 40MHz when SCS is 60kHz.
NOTE 6:	Applicable for CBW/SCS combinations other than CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 7:	Only applicable for CBW=30MHz when SCS=15kHz and CBW=30MHz, 60MHz, 90MHz when SCS=30kHz and CBW=25MHz, 60MHz, 90MHz when SCS=60kHz.
NOTE 8:	Test applies only for UEs which support almost contiguous UL CP-OFDM transmissions. For PC2 UE which support almost contiguous UL CP-OFDM transmissions, test is only applicable for Release 16 and forward.



<Unchanged Text Skipped>
Table 6.2.3.5-4: UE Power Class 3 test requirements (NS_03 and NS_03U) for band n25, n66, n70 and n86
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	NS_03, NS_03U
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	6
	NS_03, NS_03U
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	NS_03, NS_03U
	23
	2
	2.5
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	9
	NS_03, NS_03U
	23
	2
	2.5
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	10, 11
	NS_03, NS_03U
	23
	2.5
	3
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	12
	NS_03, NS_03U
	23
	2.5
	3
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	13, 14
	NS_03, NS_03U
	23
	4.5
	4.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	15
	NS_03, NS_03U
	23
	4.5
	4.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	16, 17
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	21
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	NS_03, NS_03U
	23
	3.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	24
	NS_03, NS_03U
	23
	3.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25, 26
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	27
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-5: UE Power Class 3 test requirements (NS_03 and NS_03U) for band n2
	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	NS_03
	23
	0.5
	1.5
	1.5
	20
	2.5
	2
	25+TT
	17.5-TT

	
	NS_03U
	23
	0.5
	2
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	NS_03; NS_03U
	23
	1
	2
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	6
	NS_03; NS_03U
	23
	1
	2
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	NS_03; NS_03U
	23
	2
	3
	1.5
	18.5
	4
	2
	25+TT
	14.5-TT

	9
	NS_03; NS_03U
	23
	2
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	10, 11
	NS_03; NS_03U
	23
	2.5
	3.5
	1.5
	18
	4
	2
	25+TT
	14-TT

	12
	NS_03; NS_03U
	23
	2.5
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	13, 14
	NS_03; NS_03U
	23
	4.5
	5.5
	1.5
	16
	5
	2
	25+TT
	11-TT

	15
	NS_03; NS_03U
	23
	4.5
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	16, 17
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	18
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	NS_03; NS_03U
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	21
	NS_03; NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	NS_03; NS_03U
	23
	3.5
	4.5
	1.5
	17
	5
	2
	25+TT
	12-TT

	24
	NS_03; NS_03U
	23
	3.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25, 26
	NS_03; NS_03U
	23
	6.5
	7.5
	1.5
	14
	5
	2
	25+TT
	9-TT

	27
	NS_03; NS_03U
	23
	6.5
	7.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-6: UE Power Class 3 test requirements (NS_05) for bands n1, n65, and n84
	Test ID
	PPowerClass (dBm)
	PPowerClass (dB)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	2
	23
	0
	0.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	3
	23
	0
	0.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	4
	23
	0
	0.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	5
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	6
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	7
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	8
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	9
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	10
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	11
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	12
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	13
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	14
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	15
	23
	0
	0.5
	1
	0
	22
	2.0
	2
	25+TT
	20-TT

	16
	23
	0
	1.0
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	17
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	18
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	19
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	20
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	21
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	22
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	23
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	24
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	25
	23
	0
	1.0
	1.5
	0
	21.5
	2.0
	2
	25+TT
	19.5-TT

	26
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	27
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	28
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	29
	23
	0
	1.0
	1.5
	0
	21.5
	2.0
	2
	25+TT
	19.5-TT

	30
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	31
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	32
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	33
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	34
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	35
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	36
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	37
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	38
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	39
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	40
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	41
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	42
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	43
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	44
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	45
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	46
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	47
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	48
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	49
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	50
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	51
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	52
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	53
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	54
	23
	0
	4.5
	7
	0
	16
	5.0
	2
	25+TT
	11-TT

	55
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	56
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	57
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	58
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	59
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	60
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	61
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	62
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	63
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	64
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	65
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	66
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	67
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	68
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	69
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	70
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	71
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	72
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	73
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	74
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	75
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	76
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	77
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	78
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	79
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	80
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	81
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	82
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	83
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	84
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	85
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	86
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	87
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	88
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	89
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	90
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	91
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	92
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	93
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	94
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	95
	23
	0
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	96
	23
	0
	3.5
	8
	0
	15
	5.0
	2
	25+TT
	10-TT

	97
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	98
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	99
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	100
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	101
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	102
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	103
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	104
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	105
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	106
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	107
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	108
	23
	0
	6.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	109
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	110
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	111
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	112
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	113
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	114
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	115
	23
	0
	6.5
	6
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-7: UE Power Class 3 test requirements (NS_05U) for bands n1, n65, and n84
	Test ID
	PPowerClass (dBm)
	PPowerClass (dB)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	2
	23
	0
	0.5
	10
	0
	13
	5
	2
	25+TT
	8-TT

	3
	23
	0
	0.5
	6
	0
	17
	5
	2
	25+TT
	12-TT

	4
	23
	0
	0.5
	5
	0
	18
	4
	2
	25+TT
	14-TT

	5
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	6
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	7
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	8
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	9
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	10
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	11
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	12
	23
	0
	0.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	13
	23
	0
	0.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	14
	23
	0
	0.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	15
	23
	0
	0.5
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	16
	23
	0
	1.0
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	17
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	18
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	19
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	20
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	21
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	22
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	23
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	24
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	25
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	26
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	27
	23
	0
	1.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	28
	23
	0
	1.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	29
	23
	0
	1.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	30
	23
	0
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	31
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	32
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	33
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	34
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	35
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	36
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	37
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	38
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	39
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	40
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	41
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	42
	23
	0
	2.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	43
	23
	0
	2.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	44
	23
	0
	2.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	45
	23
	0
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	46
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	47
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	48
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	49
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	50
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	51
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	52
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	53
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	54
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	55
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	56
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	57
	23
	0
	2.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	58
	23
	0
	2.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	59
	23
	0
	2.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	60
	23
	0
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	61
	23
	0
	4.5
	7
	0
	16
	5.0
	2
	25+TT
	11-TT

	62
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	63
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	64
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	65
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	66
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	67
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	68
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	69
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	70
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	71
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	72
	23
	0
	4.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	73
	23
	0
	4.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	74
	23
	0
	4.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	75
	23
	0
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	76
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	77
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	78
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	79
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	80
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	81
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	82
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	83
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	84
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	85
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	86
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	87
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	88
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	89
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	90
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	91
	23
	0
	3.0
	7.5
	0
	15.5
	5.0
	2
	25+TT
	10.5-TT

	92
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	93
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	94
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	95
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	96
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	97
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	98
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	99
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	100
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	101
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	102
	23
	0
	3.0
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	103
	23
	0
	3.0
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	104
	23
	0
	3.0
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	105
	23
	0
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	106
	23
	0
	3.5
	8
	0
	15
	5.0
	2
	25+TT
	10-TT

	107
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	108
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	109
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	110
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	111
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	112
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	113
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	114
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	115
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	116
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	117
	23
	0
	3.5
	11
	0
	12
	6.0
	2
	25+TT
	6-TT

	118
	23
	0
	3.5
	6
	0
	17
	5.0
	2
	25+TT
	12-TT

	119
	23
	0
	3.5
	5
	0
	18
	4.0
	2
	25+TT
	14-TT

	120
	23
	0
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	121
	23
	0
	6.5
	10
	0
	13
	5.0
	2
	25+TT
	8-TT

	122
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	123
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	124
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	125
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	126
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	127
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	128
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	129
	23
	0
	6.5
	13
	0
	10
	6.0
	2
	25+TT
	4-TT

	130
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	131
	23
	0
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-8: UE Power Class 3 test requirements (NS_18)
	Test ID
	ChBw (MHz)
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1, 2
	5
	23
	1
	2
	0
	21
	2
	2.5
	25+TT
	18.5-TT

	
	10, 15, 20
	23
	1
	5
	0
	18
	4
	2.5
	25+TT
	14-TT

	3, 4
	5
	23
	2
	3
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	
	10, 15, 20
	23
	2
	6
	0
	17
	5
	2.5
	25+TT
	12-TT

	5, 6
	5
	23
	2.5
	4
	0
	19
	3.5
	2.5
	25+TT
	15.5-TT

	
	10, 15, 20
	23
	2.5
	7
	0
	16
	5
	2.5
	25+TT
	11-TT

	7, 8
	5
	23
	4.5
	6
	0
	17
	5
	2.5
	25+TT
	12-TT

	
	10, 15, 20
	23
	4.5
	9
	0
	14
	5
	2.5
	25+TT
	9-TT

	9, 10
	5
	23
	3
	5
	0
	18
	4
	2.5
	25+TT
	14-TT

	
	10, 15, 20
	23
	3
	6.5
	0
	16.5
	5
	2.5
	25+TT
	11.5-TT

	11, 12
	5
	23
	3
	5
	0
	18
	4
	2.5
	25+TT
	14-TT

	
	10, 15, 20
	23
	3
	7
	0
	16
	5
	2.5
	25+TT
	11-TT

	13, 14
	5
	23
	3.5
	5.5
	0
	17.5
	5
	2.5
	25+TT
	12.5-TT

	
	10, 15, 20
	23
	3.5
	8.5
	0
	14.5
	5
	2.5
	25+TT
	9.5-TT

	15, 16
	5
	23
	6.5
	8.5
	0
	14.5
	5
	2.5
	25+TT
	9.5-TT

	
	10, 15, 20
	23
	6.5
	11.5
	0
	11.5
	6
	2.5
	25+TT
	5.5-TT

	17, 18, 19
	30
	23
	5
	3
	0
	18
	4
	2.5
	25+TT
	14-TT

	20
	30
	23
	5
	8
	0
	15
	5
	2.5
	25+TT
	10–TT

	21
	30
	23
	2.5
	3
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	22
	30
	23
	3
	4.5
	0
	18.5
	4
	2.5
	25+TT
	14.5-TT

	23
	30
	23
	5
	5.5
	0
	17.5
	5
	2.5
	25+TT
	12.5-TT

	24, 25, 26
	30
	23
	7
	4.5
	0
	16
	5
	2.5
	25+TT
	11–TT

	27
	30
	23
	7
	9.5
	0
	13.5
	5
	2.5
	25+TT
	8.5–TT

	28
	30
	23
	3.5
	5
	0
	18
	4
	2.5
	25+TT
	14-TT

	29
	30
	23
	4
	5.5
	0
	17.5
	5
	2.5
	25+TT
	12.5-TT

	30
	30
	23
	7
	7.5
	0
	15.5
	5
	2.5
	25+TT
	10.5-TT



Table 6.2.3.5-10: UE Power Class 3 test requirements (NS_43)
	Test
ID
	PPowerClass
(dBm)
	MPR
(dB)
	A-MPR
(dB)
	ΔTC,c
(dB)
	PCMAX_L,c
(dBm)
	T(PCMAX_L,c)
(dB)
	TL,c 
(dB)
	Upper limit
(dBm)
	Lower limit
(dBm)

	1
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	2
	23
	0.5
	9
	0
	14
	5
	2
	25+TT
	9-TT

	3
	23
	0.5
	9
	0
	14
	5
	2
	25+TT
	9-TT

	4
	23
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	5
	23
	1.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	6
	23
	1.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	7
	23
	1.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	8
	23
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	9
	23
	2.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	10
	23
	2.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	11
	23
	2.5
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	12
	23
	2.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	13
	23
	2.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	14
	23
	4.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	15
	23
	4.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	16
	23
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	17
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	19
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	20
	23
	3.0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	21
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	23
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	24
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	25
	23
	3.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	26
	23
	3.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	27
	23
	6.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	28
	23
	6.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-11: UE Power Class 3 test requirements (NS_43U)
	Test
ID
	PPowerClass
(dBm)
	MPR
(dB)
	A-MPR
(dB)
	ΔTC,c
(dB)
	PCMAX_L,c
(dBm)
	T(PCMAX_L,c)
(dB)
	TL,c 
(dB)
	Upper limit
(dBm)
	Lower limit
(dBm)

	1
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	2
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	23
	0.5
	9
	0
	14
	5
	2
	25+TT
	9-TT

	4
	23
	0.5
	9
	0
	14
	5
	2
	25+TT
	9-TT

	5
	23
	1.0
	2
	0
	21
	2.0
	2
	25+TT
	19-TT

	6
	23
	1.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	7
	23
	1.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	8
	23
	1.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	9
	23
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	10
	23
	2.0
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	11
	23
	2.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	12
	23
	2.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	13
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	14
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	15
	23
	2.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	16
	23
	2.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	17
	23
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	18
	23
	4.5
	4.5
	0
	18.5
	4.0
	2
	25+TT
	14.5-TT

	19
	23
	4.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	20
	23
	4.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	21
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	23
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	24
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	25
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	26
	23
	3.0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	27
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	28
	23
	3.0
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	29
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	30
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	31
	23
	3.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	32
	23
	3.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	33
	23
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	34
	23
	6.5
	6.5
	0
	16.5
	5.0
	2
	25+TT
	11.5-TT

	35
	23
	6.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	36
	23
	6.5
	9
	0
	14
	5.0
	2
	25+TT
	9-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-12: UE Power Class 3 test requirements (NS_100) for band n1, n5, n18, n25, n65, n66, n80, n81, n84 and n86
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	1, 2
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	6
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	23
	2
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	9
	23
	2
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	10, 11
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	12
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	13, 14
	23
	4.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	15
	23
	4.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	16, 17
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	21
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	24
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	25, 26
	23
	6.5
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	27
	23
	6.5
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



Table 6.2.3.5-13: UE Power Class 3 test requirements (NS_100) for band n2, n3, n8 and n26
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	1, 2
	23
	0.5
	2
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	3
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	23
	1
	1
	1.5
	19.5
	3.5
	2
	25+TT
	16-TT

	6
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	23
	2
	2.5
	1.5
	19
	3.5
	2
	25+TT
	15.5-TT

	9
	23
	2
	2.5
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	10, 11
	23
	2.5
	3
	1.5
	18.5
	4
	2
	25+TT
	14.5-TT

	12
	23
	2.5
	3
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	13, 14
	23
	4.5
	4.5
	1.5
	17
	5
	2
	25+TT
	12-TT

	15
	23
	4.5
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	16, 17
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	18
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	23
	3
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	21
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	23
	3.5
	4
	1.5
	17.5
	5
	2
	25+TT
	12.5-TT

	24
	23
	3.5
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	25, 26
	23
	6.5
	6.5
	1.5
	15
	5
	2
	25+TT
	10-TT

	27
	23
	6.5
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.



<Unchanged Text Skipped>
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The maximum output power measured shall not exceed the values specified in Table 6.2.4.5-1.
Table 6.2.4.5-1: PCMAX configured UE output power
	
	Maximum output power 

	
	Test ID 1,2
	Test ID 3

	Measured UE output power test point 1
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)

	Measured UE output power test point 2
	10 dBm ± (6+TT)
	10 dBm ± (6+TT)

	Measured UE output power test point 3
	15 dBm ± (5+TT)
	15 dBm ± (5+TT)

	Measured UE output power test point 4
	Note 3
	Note 4

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.
Note 2:	Power class 3 is default power class unless otherwise stated.
Note 3:	The maximum output power shall be within the range in Table 6.2.4.5-1a.
Note 4:	The maximum output power shall be within the range in Table 6.2.4.5-1b.



Table 6.2.4.5-1a: Measured UE output power test point 4 for Test ID 1,2
	NR
band
	Tolerance (dB)

	n1
	20 dBm ±(2.5+TT)

	n2
	20 dBm ±(2.51+TT)

	n3
	20 dBm ±(2.51+TT)

	n5
	20 dBm ±2.5±TT

	n7
	20 dBm ±(2.51+TT)

	n8
	20 dBm ±(2.51+TT)

	n12
	20 dBm ±(2.51+TT)

	n14
	20 dBm ±(2.5+TT)

	n20
	20 dBm ±(2.51+TT)

	n25
	20 dBm ±(2.5+TT)

	n26
	20 dBm ±(2.51+TT)

	n28
	20 dBm ±(2.5+TT)

	n30
	20 dBm ±(2.5+TT)

	n34
	20 dBm ±(2.5+TT)

	n38
	20 dBm ±(2.5+TT)

	n39
	20 dBm ±(2.5+TT)

	n40
	20 dBm ±(2.5+TT)

	n41
	20 dBm ±(2.51+TT)

	n50
	20 dBm ±(2.5+TT)

	n51
	20 dBm ±(2.5+TT)

	n65
	20 dBm ±(2.5+TT)

	n66
	20 dBm ±(2.5+TT)

	n70
	20 dBm ±(2.5+TT)

	n71
	20 dBm ±(2.5+TT)

	n74
	20 dBm ±(2.5+TT)

	n77
	20 dBm + 2.5+TT/-3-TT

	n78
	20 dBm + 2.5+TT/-3-TT

	n79
	20 dBm + 2.5+TT/-3-TT

	n80
	20 dBm ±(2.5+TT)

	n81
	20 dBm ±(2.5+TT)

	n82
	20 dBm ±(2.5+TT)

	n83
	20 dBm ±(2.5+TT)

	n84
	20 dBm ±(2.5+TT)

	n86
	20 dBm ±(2.5+TT)

	n95
	20 dBm ±(2.5+TT)

	NOTE 1:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.0 dB.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.



Table 6.2.4.5-1b: Measured UE output power test point 4 for Test ID 3
	NR
band
	Tolerance (dB)

	n1
	23 dBm ±(2+TT)

	n2
	23 dBm ±(21+TT)

	n3
	23 dBm ±(21+TT)

	n5
	23 dBm ±(2+TT)

	n7
	23 dBm ±(21+TT)

	n8
	23 dBm ±(21+TT)

	n12
	23 dBm ±(21+TT)

	n20
	23 dBm ±(21+TT)

	n25
	23 dBm ±(2+TT)

	n26
	23 dBm ±(21+TT)

	n28
	23 dBm +2+TT/-2.5-TT

	n34
	23 dBm ±(2+TT)

	n38
	23 dBm ±(2+TT)

	n39
	23 dBm ±(2+TT)

	n40
	23 dBm ±(2+TT)

	n41
	23 dBm ±(21+TT)

	n50
	23 dBm ±(2+TT)

	n51
	23 dBm ±(2+TT)

	n65
	23 dBm ±(2+TT)

	n66
	23 dBm ±(2+TT)

	n70
	23 dBm ±(2+TT)

	n71
	23 dBm +2+TT/-2.5-TT

	n74
	23 dBm ±(2+TT)

	n77
	23 dBm +2+TT/-3-TT

	n78
	23 dBm +2+TT/-3-TT

	n79
	23 dBm +2+TT/-3-TT

	n80
	23 dBm ±(2+TT)

	n81
	23 dBm ±(2+TT)

	n82
	23 dBm ±(2+TT)

	n83
	23 dBm +2+TT/-2.5-TT

	n84
	23 dBm ±(2+TT)

	n86
	23 dBm ±(2+TT)

	n95
	23 dBm ±(2+TT)

	NOTE 1:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.
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6.5.2.4.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5.2.4.2.2	Test applicability
This test case applies for network signalling values NS_3U, NS_5U,NS_43U, and NS_100 to all types of NR Power Class 3 UE release 15 and forward.
6.5.2.4.2.3	Minimum conformance requirements
UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 
UTRAACLR is specified for the first adjacent UTRA channel (UTRAACLR1) which centre frequency is ± 2.5 MHz from NR channel edge and for the 2nd adjacent UTRA channel (UTRAACLR2) which centre frequency is ± 7.5 MHz from NR channel edge. 
The UTRA channel power is measured with an RRC filter with roll-off factor =0.22 and bandwidth of 3.84 MHz. The assigned NR channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.5.2.4.1.3-1. 
If the measured adjacent channel power is greater than - 50dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5.2.4.2.3-1.
UTRAACLR is not applicable to the power class 3 UE operating in Band n12, n14, n17, and n30.
UTRAACLR is not applicable to the power class 1 UE operating in Band n14.
Table 6.5.2.4.2.3-1: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB

	UTRAACLR2
	36 dB



UTRA ACLR requirement is applicable when signalled by the network with network signalling value indicated by the field additionalSpectrumEmission.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.4.2.
6.5.2.4.2.4	Test description
6.5.2.4.2.4.1	Initial conditions
Same as in subclause 6.2.3.4.1 with the following exepction;
-	Only network signalling values NS_3U, NS_5U,NS_43U, and NS_100 with the corresponding band defined in Table 6.2.3.3.1-1 need to perform UTRA ACLR test.
-	Message contents in stesp 6 are defined in clause 6.5.2.4.2.4.3.
6.5.2.4.2.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to the applicable test configuration table in clause 6.2.3.4.1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level. Allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in 6.2.3.5 as appropriate. The period of the measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD slots with transient periods are not under test.
4.	Measure the rectangular filtered mean power for the assigned NR channel.
5.	Measure the RRC filtered mean power of the first and the second UTRA adjacent channel on both lower and upper side of the NR channel, respectively.
6.	Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper UTRA ACLR, respectively.
NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration tables in 6.2.3.4.1 as appropriate, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
[bookmark: _Hlk520815795]6.5.2.4.2.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with the following exceptions:
Table 6.5.2.4.2.4.3-1: AdditionalSpectrumEmission
	Derivation Path: 38.508-1 [5] clause 4.6.3, Table 4.6.3-1 AdditionalSpectrumEmission

	Information Element
	Value/remark
	Comment
	Condition

	  AdditionalSpectrumEmission
	3 (NS_03U)
3 (NS_05U)
3 (NS_43U)
1 (NS_100)
	for band n2, n25, n66, n86
for band n1, n84
for band n8, n81
for band n1, n2, n3, n5, n8, n25, n66, n80, n81, n84, n86 (NOTE1)
	

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed



6.5.2.4.2.5	Test requirement
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements described in 6.2.3.5  as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured UTRA ACLR, derived in step 6, shall be higher than the limits in table 6.5.2.4.2.5-2.
Table 6.5.2.4.2.5-1: Measurement bandwidth for NR carrier
	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	NR ACLR measurement bandwidth
(MHz)
	4.515
	9.375
	14.235
	19.095
	23.955
	28.815
	38.895
	48.615
	58.35
	68.07
	78.15
	88.23
	98.31



Table 6.5.2.4.2.5-2: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB -TT

	UTRAACLR2
	36 dB - TT

	NOTE 1:	TT = 0.8 dB
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