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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc27410908][bookmark: _Toc36039420][bookmark: _Toc43838780][bookmark: _Toc51772935][bookmark: _Toc58245141][bookmark: _Toc68089590][bookmark: _Toc69067711][bookmark: _Toc75383249]A.4.3.2A.3.1	NR Intra-band non-contiguous CA within FR1
Table A.4.3.2A.3.1-1: Downlink Bandwidth Class capabilities for NR Intra-band non-contiguous CA configurations within FR1 (for one or more of the supported configurations in Table A.4.3.2A.3.1-3)
	Item
	DL NR FR1 Intra-band non-contiguous CA Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	DL NR FR1 Intra-band non-contiguous CA BW Class Combination (2A)
	38.101-1, 5.3A.5
	pc_DL_intra_non_contiguous_CA_NR_FR1_Class_(2A)
	

	2
	DL NR FR1 Intra-band non-contiguous CA BW Class Combination (3A)
	38.101-1, 5.3A.5
	pc_DL_intra_non_contiguous_CA_NR_FR1_Class_(3A)
	

	3
	DL NR FR1 Intra-band non-contiguous CA BW Class Combination (4A)
	38.101-1, 5.3A.5
	pc_DL_intra_non_contiguous_CA_NR_FR1_Class_(4A)
	



Table A.4.3.2A.3.1-1a: Downlink Bandwidth Class capabilities for NR mixed Intra-band contiguous and non-contiguous CA configurations within FR1 (for one or more of the supported configurations in Table A.4.3.2A.3.1-3a)
	Item
	DL NR FR1 mixed Intra-band contiguous and non-contiguous CA Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	DL NR FR1 mixed Intra-band contiguous and non-contiguous CA BW Class Combination (A-B)
	38.101-1, 5.3A.5
	pc_DL_intra_contiguous_non_contiguous_CA_NR_FR1_Class_(A-B)
	

	2
	DL NR FR1 mixed Intra-band contiguous and non-contiguous CA BW Class Combination (A-C)
	38.101-1, 5.3A.5
	pc_DL_intra_contiguous_non_contiguous_CA_NR_FR1_Class_(A-C)
	



Table A.4.3.2A.3.1-2: Uplink Bandwidth Class capabilities for NR Intra-band non-contiguous CA configurations within FR1 (for one or more of the supported configurations in Table A.4.3.2A.3.1-3)
	Item
	UL NR FR1 Intra-band non-contiguous CA Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL NR FR1 Intra-band non-contiguous CA BW Class Combination (2A)
	38.101-1, 5.3A.5
	pc_UL_intra_non_contiguous_CA_NR_FR1_Class_(2A)
	



Table A.4.3.2A.3.1-2a: Uplink Bandwidth Class capabilities for NR mixed Intra-band contiguous and non-contiguous CA configurations within FR1 (for one or more of the supported configurations in Table A.4.3.2A.3.1-3a)
	Item
	UL NR FR1 mixed Intra-band contiguous and non-contiguous CA Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL NR FR1 mixed Intra-band contiguous and non-contiguous CA BW Class Combination (B)
	38.101-1, 5.3A.5
	pc_UL_intra_contiguous_non_contiguous_CA_NR_FR1_Class_(B)
	



Table A.4.3.2A.3.1-3: Supported configurations for NR Intra-band non-contiguous CA within FR1
	NR FR1 Intra-band non-contiguous CA configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
(Note 3)
	Supported Bandwidth Combination Set(s)
(Note 1)

	CA_n48(2A)
	Rel-16
	
	
	

	CA_n66(2A) (Note 4)
	Rel-16
	
	
	

	Note 1:	The UE supplier shall indicate the supported Bandwidth Combination Set(s) as per TS 38.101-1 [23] Table 5.5A.2-1.
Note 2:	Reference to all items is 38.101-1 [23], 5.5A.2 and 38.331, 6.3.4void.
Note 3:	UL(Table A.4.3.2A.3.1-3) shall return all supported CA Configurations where at least one single carrier UL CA Bandwidth Class was declared in column "Supported CA Bandwidth Class(es) in UL".
UL_2CC(Table A.4.3.2A.3.1-3) shall return all supported CA Configurations where at least one 2 Carrier UL CA Bandwidth Class was declared in column "Supported CA Bandwidth Class(es) in UL".
Note 4:	A UE that supports NR Band n66 (Table A.4.3.1-1) and CA operation in any CA band shall also support the DL CA configurations CA_n66B and CA_n66(2A), as per Note 7, in Table 5.2-1, in TS 38.521-1 [5].



Table A.4.3.2A.3.1-3a: Supported configurations for NR mixed Intra-band contiguous and non-contiguous CA within FR1
	NR FR1 mixed Intra-band contiguous and non-contiguous CA configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
(Note 3)
	Supported Bandwidth Combination Set(s)
(Note 1)

	TBD
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