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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21026344][bookmark: _Toc27743596][bookmark: _Toc36196740][bookmark: _Toc36197432][bookmark: _Toc43898097][bookmark: _Toc52550588][bookmark: _Toc58952293][bookmark: _Toc68098048][bookmark: _Toc68098321][bookmark: _Toc68360451][bookmark: _Toc76557516]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity 
AoA	Angle of Arrival
A-MPR	Additional Maximum Power Reduction
BCS	Bandwidth Combination Set
BPSK	Binary Phase-Shift Keying
BS	Base Station 
BW	Bandwidth
BWP	Bandwidth Part
CA	Carrier Aggregation
CABW	Cumulative Aggregated Channel Bandwidth
CA_nX-nY	Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable NR operating band
CC	Component Carrier 
CDF	Cumulative Distribution Function
CP-OFDM	Cyclic Prefix-OFDM
CW	Continuous Wave
DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
DL	Downlink
DM-RS	Demodulation Reference Signal
DTX	Discontinuous Transmission
DUT	Device Under Test
EIRP	Effective Isotropic Radiated Power
EIS	Effective Isotropic Sensitivity
EVM	Error Vector Magnitude
FR	Frequency Range
FWA	Fixed Wireless Access
GSCN	Global Synchronization Channel Number
IBB	In-band Blocking
IDFT	Inverse Discrete Fourier Transformation
ITU‑R	Radio communication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MPR	Allowed maximum power reduction
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
NS	Network Signalling
OCNG	OFDMA Channel Noise Generator
OOB	Out-of-band
OTA	Over The Air
PRB	Physical Resource Block
P-MPR	Power Management Maximum Power Reduction
QAM	Quadrature Amplitude Modulation
RB	Resource Blocks
REFSENS	Reference Sensitivity
RF	Radio Frequency
RIB	Radiated Interface Boundary 
RMS	Root Mean Square (value)
RSRP	Reference Signal Receiving Power
Rx	Receiver
SCS	Subcarrier Spacing
SEM	Spectrum Emission Mask
SRS	Sounding Reference Symbol
SS	Synchronization Symbol
TDD	Time Division Duplex 
TPC	Transmission Power Control
TRP	Total Radiated Power
Tx	Transmitter
UE	User Equipment
UL	Uplink
UL MIMO	Uplink Multiple Antenna transmission


<< Unchanged sections omitted >>
6.2.3.4.3	Message contents
[bookmark: _Hlk521408972]Message contents are according to TS 38.508-1 [10] subclause 4.6, with the following exceptions for each network signalled valuesignalling value.
1.	Information element AdditionalSpectrumEmission for NR can be set in SIB1 according to TS 38.331[19]. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement
	Derivation Path: TS 38.508-1 [10] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	1 (NS_202)
	for band n257
	

	AdditionalSpectrumEmission
	2 (NS_202)
	for band n258
	

	AdditionalSpectrumEmission
	3 (NS_203)
	for band n258
	



6.2.3.5	Test requirement
The UE EIRP derived in step 5 shall not exceed the values specified in Table 6.2.3.5-1.
Table 6.2.3.5-1: Void
Table 6.2.3.5-2: Void
Table 6.2.3.5-3: Void

Table 6.2.3.5-4: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_201")
[TBD]
Table 6.2.3.5-5: UE Power Class 1 test requirements (network signalled valuesignalling value "NS_202")
[TBD]
Table 6.2.3.5-6: UE Power Class 2 test requirements (network signalled valuesignalling value "NS_202")
[TBD]
Table 6.2.3.5-7: UE Power Class 3 test requirements (network signalled valuesignalling value "NS_202")
[TBD]
Table 6.2.3.5-8: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_202")
[TBD]
Table 6.2.3.5-9: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_203")
[TBD]
Table 6.2.3.5-10: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_203")
[TBD]
Table 6.2.3.5-11: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_203")
[TBD]
Table 6.2.3.5-12: UE Power Class 4 test requirements (network signalled valuesignalling value "NS_203")
[TBD]

==============================================================
<< End of changes >>


