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< Unchanged sections omitted >
Table A.4.3.9-7: Beam Peak Search Vendor Declarations with respect to modulation for single CC
	Item
	Band
	Intent
	Ref.
	Release
	Comments

	1
	n257
	n257 single CC beam peak is not leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	2
	n258
	n258 single CC beam peak is not leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	3
	n260
	n260 single CC beam peak is not leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	4
	n261
	n261 single CC beam peak is not leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	NOTE 1: The beam peak searches shall be performed for every modulation by default unless the device manufacturer explicitly declares that the beam peak at the QPSK modulation is applicable for the remaining 16QAM and 64QAM modulations.Void.



Table A.4.3.9-8: Beam Peak Search Vendor Declarations with respect to waveform for single CC
	Item
	Band
	Intent
	Reference Waveform
	Ref.
	Release
	Comments

	1
	n257
	n257 single CC beam peak is not leveraged from the reference waveform to the other waveform 
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1
	Rel-15
	NOTE 1

	2
	n258
	n258 single CC beam peak is not leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1
	Rel-15
	NOTE 1

	3
	n260
	n260 single CC beam peak is not leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1
	Rel-15
	NOTE 1

	4
	n261
	n261 single CC beam peak is not leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1
	Rel-15
	NOTE 1

	NOTE 1: The beam peak searches shall be performed for every waveform by default unless the device manufacturer explicitly declares that the beam peak from one waveform is applicable for the other waveform.Void.


< End of changes >

