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Table 4.4A.5-2: Additional generic procedure parameters and message conditions
	Test state
	Additional generic 
	Specific message conditions

	parameter
	procedure parameter(s)
	Message
	Condition

	UE test loop mode A prepared
	Test Mode=On
	Note 1
	Note 1

	UE test loop mode B prepared
	Test Mode=On
	ACTIVATE UE TEST MODE (Table FFSsee subclause 4.7A.1)
	UE test loop mode B

	UE test loop mode E prepared
	Test Mode=On
	ACTIVATE UE TEST MODE (see subclause 4.7A.1Table FFS)
	UE test loop mode E

	UE test loop mode A active
	Test Loop Function=On
	Note 1
	Note 1

	UE test loop mode B active
	Test Loop Function=On
	ACTIVATE UE TEST MODE (see subclause 4.7A.1Table FFS) 
	UE test loop mode B

	
	
	CLOSE UE TEST LOOP 
(see subclause 4.7A.2Table FFS)
	UE test loop mode B

	UE test loop mode E active
	Test Loop Function=On
	ACTIVATE UE TEST MODE (see subclause 4.7A.1Table FFS) 
	UE test loop mode E

	
	
	CLOSE UE TEST LOOP 
(see subclause 4.7A.2Table FFS)
	UE test loop mode E

	Note 1:	For test state parameters UE test loop mode A prepared and UE test loop mode A active there is no specific message conditions needed as the default UE test loop mode in the messages ACTIVATE UE TEST MODE and CLOSE UE TEST LOOP is UE test loop mode A.




