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[bookmark: _Toc21103414]9.1.5.1.4	Initial registration / 5GS services / MICO mode / TAI list handling
<< Skip unchanged sections >>
Table 9.1.5.1.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS configures:
- NGC Cell A as the "Non-Suitable suitable “offOff” cell.
- NGC Cell C as the "Non-Suitable suitable "offOff" cell".
- NGC Cell E as the "Non-Suitable suitable "offOff" cell".
	
	
	
	

	1
	The UE is switched ON
	
	
	
	

	2
	The user requests enabling of MICO mode by MMI or AT command
	-
	
	-
	-

	3
	The SS configures:
- NGC Cell A as the "Serving cell".
- NGC Cell C as the "Non-Suitable suitable "offOff" cell".
- NGC Cell E as the "Non-Suitable suitable "offOff" cell".
	-
	
	-
	-

	4-6
	The UE establishes an RRC connection by executing steps 2–4 of Table 4.5.2.2-2 in TS38.508-1 [4].
	-
	
	-
	-

	7
	Check :Check: Does the UE transmit a REGISTRATION REQUEST message including IE MICO indication
	-->
	REGISTRATION REQUEST
	1
	P

	8-16
	Steps 5-13 of Table 4.5.2.2-2 of the generic procedure in TS 38508-1 [4] are performed
	-
	
	-
	-

	17
	SS transmits a REGISTRATION ACCEPT message that includes IE MICO indication
	<--
	REGISTRATION ACCEPT
	-
	-

	18
	The SS releases the RRC Connection
	-
	
	-
	-

	19
	The SS configures:
- NGC Cell A as the "Non-suitable “Off” cell".
- NGC Cell C as the "Serving cell".
- NGC Cell E as the "Non-suitable “Off” cell".
	-
	
	
	

	20
	Check :Check: Does the UE transmit a RRCSetupRequest on NGC Cell C ?C? 
This is checked for 60s
	-->
	NR RRC: RRCSetupRequest
	2,3
	F

	21
	The SS configures:
- NGC Cell A as the "Non-suitable “Off” cell".
- NGC Cell C as the "Non-suitable “Off” cell".
- NGC Cell E as the "Serving cell".
	-
	
	-
	-

	
	The following messages are to be observed on NGC Cell E unless explicitly stated otherwise
	
	
	
	

	22-24
	The UE establishes an RRC connection by executing steps 2–4 of Table 4.5.2.2-2 in TS38.508-1 [4].
	-
	
	-
	-

	25
	Check :Check: Does the UE transmit a REGISTRATION REQUEST message with IE 5GS registration type set to “mobility registration updating”
	-->
	REGISTRATION REQUEST
	4
	P

	26-27
	Steps 4–5 of Table 4.9.5.2.2-1 in TS38.508-1 [4] are performed
	
	
	
	




