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<Start of first modified section>
[bookmark: _Toc42778760][bookmark: _Toc42785207][bookmark: _Toc43210236][bookmark: _Toc51948520][bookmark: _Toc52162595][bookmark: _Toc60916233][bookmark: _Toc68197437][bookmark: _Toc75880695][bookmark: _Toc21103521]
7.4a	MTSI MO Voice Call with preconditions at both originating UE and terminating UE / Default Configuration / 5GS
7.4a.1	Test Purpose (TP)
(1)
with { UE being registered to IMS and configured to use preconditions and configured to use the EVS default configuration }
ensure that {
  when { UE is being made to initiate a voice call }
   then { UE sends INVITE for voice call with preconditions and EVS default configuration }
            }

(2)
with { UE having sent INVITE with preconditions }
ensure that {
  when { UE receives 100 Trying followed by 183 Session Progress }
   then { UE sends PRACK for 183 Session Progress }
            }

(3)
with { UE having sent PRACK }
ensure that {
  when { UE receives 200 OK for PRACK and resources are available }
   then { UE sends UPDATE }
            }

(4)
with { UE having sent UPDATE }
ensure that {
  when { UE receives 200 OK for UPDATE followed by 180 Ringing sent reliably }
   then { UE sends PRACK for 180 Ringing }
            }

(5)
with { UE having sent PRACK for 180 Ringing }
ensure that {
  when { UE receives 200 OK for PRACK followed by 200 OK for INVITE }
   then { UE sends ACK }
            }

7.4a.2	Conformance Requirements
Same as TC 7.4.
7.4a.2A Profile requirements (Informative)
Same as TC 7.4 with the following additions:
[NG.114 Version 1.0 and 2.0, clause 3.2.2.3]:
The configuration of the EVS payload type to be included first in the initial SDP offer for EVS is defined by the EVS/Br and EVS/Bw parameters as specified in Annex C.3, which must be configured to one of the five above EVS Configurations.
[NG.114 Version 1.0 and 2.0, clause C.3]:
Table C.3-1 contains the configuration parameters with their default values, that must be supported by the UE and the network. The UE must use the default value for each parameter in Table C.3-1 unless configured differently as described in Annex C.2.
…
	EVS/Br
	5.9-24.4
	Section 15.2 of 3GPP TS 26.114 [16]
(/<X>/Speech/<X>/EVS/Br) and section 5 of 3GPP TS 26.441 [56] (Table 1)
	3.2.2.3

	EVS/Bw
	nb-swb
	Section 15.2 of 3GPP TS 26.114 [16]
(/<X>/Speech/<X>/EVS/Bw) and section 5 of 3GPP TS 26.441 [56] (Table 1)
	3.2.2.3



7.4a.3	Test description
7.4a.3.1	Pre-test conditions
Same as TC 7.4.
7.4a.3.2	Test procedure sequence
Same as TC 7.4.
7.4a.3.3	Specific message contents
As described in annex A.4.1 with the following exceptions:
INVITE (Step 1)
Use the default message "INVITE (Step 1)" in annex A.4.1 with the following exceptions:

	Header/param
	Value/Remark

	Message-body
	The following SDP types and values.

Media description:
m=audio (transport port) RTP/AVP (fmt)
c=IN (addrtype) (connection-address for UE) [Note 1]
b=AS: (bandwidth-value)
b=RS: (bandwidth-value) [Note 2]
b=RR: (bandwidth-value) [Note 2]

Attributes for media: 
a=rtpmap: (payload type) EVS/16000 [Note 3, 9]
a=fmtp: (format) br=5.9-24.4; bw=nb-swb; max-red= (att-field) [Note 4, 5]
a=rtpmap: (payload type) AMR-WB/16000 [Note 3, 9]
a=fmtp: (format) mode-change-capability=2; max-red= (att-field) [Note 4, 6]
a=rtpmap: (payload type) telephone-event/16000
a=fmtp: (format)
a=rtpmap: (payload type) AMR/8000 [Note 3, 9]
a=fmtp: (format) mode-change-capability=2; max-red= (att-field) [Note 4, 6]
a=rtpmap: (payload type) telephone-event/8000 
a=fmtp: (format)
a=ecn-capable-rtp: leap ect=0 [Note 7]
a=rtcp-fb:* nack ecn [Note 7]
a=rtcp-xr:ecn-sum [Note 7]
a=rtcp-rsize [Note 7]
a=ptime:20
a=maxptime:240

Note 1: At least one "c=" field shall be present.
Note 2: The RR value shall be greater than 0. The RS value can be any value.
Note 3: The channel number shall be "/1" or omitted.
Note 4: The max-red values from 0 to 220 are allowed.
Note 5: The parameters dtx, dtx-recv and evs-mode-switch shall not be present.
Note 6: The parameters mode-set, mode-change-period, mode-change-neighbor, crc, robust-sorting and interleaving shall not be included.
Note 7: Attributes for ECN Capability may be present if the UE supports Explicit Congestion Notification.
Note 8: Attributes for media plane security are present if the use of end-to-access-edge security is supported by UE.
Note 9: The ordering of payload types shall be as listed, i.e., EVS before AMR-WB before AMR according to NG.114 [31].




183 Session Progress (Step 3)
Use the default message "183 Session Progress for INVITE" in annex A.4.1 with the following exceptions:
	Header/param
	Value/Remark

	Message-body
	The following SDP types and values.

Media description:
m=audio (transport port) RTP/AVP (fmt) [Note 1, 2]
b=AS:65
b=RS: (bandwidth-value) [Note 3]
b=RR: (bandwidth-value) [Note 3]

Attributes for media:
a=rtpmap: (payload type) EVS/16000/1 [Note 1]
a=fmtp: (format) br=5.9-24.4; bw=nb-swb; mode-set=0,1,2, max-red=220
a=ecn-capable-rtp: leap ect=0 [Note 6]
a=rtcp-fb:* nack ecn [Note 6]
a=rtcp-xr:ecn-sum [Note 6]
a=ptime:20
a=maxptime:240

Note 1: The values for fmt, payload type and format are copied from step 1.
Note 2: Transport port is the port number of the SS (see RFC 3264 clause 6).
Note 3: The bandwidth-value is copied from step 1.
Note 4: All present br, br-send and br-recv parameter=value pairs are copied from step 1.
Note 5: bw, bw-send and bw-recv parameter are copied from bw at step 1.
Note 6: Attributes for ECN Capability are present if the UE supports Explicit Congestion Notification.
Note 7: Attributes for media plane security are present if the use of end-to-access-edge security is supported by UE.



UPDATE (Step 6)
Use the default message "UPDATE" in annex A.4.1 with the following exceptions:
	Header/param
	Value/Remark

	Message-body
	The following SDP types and values shall be present.

Media description:
m=audio (transport port) RTP/AVP (fmt) [Note 3]
c=IN (addrtype) (connection-address for UE) [Note 1]
b=AS: (bandwidth-value)
b=RS: (bandwidth-value)
b=RR: (bandwidth-value)

Attributes for media:
a=rtpmap: (payload type) EVS/16000 [Note 3] [Note 5] [Note 6]
a=fmtp: (format) br=5.9-24.4; bw=nb-swb; mode-set=0,1,2, max-red=(att-field) 

Note 1: At least one "c=" field shall be present.
Note 2: "o=" line identical to previous SDP sent by UE except that sess-version is incremented by one
Note 3: The value for fmt, payload type and format is not checked
Note 4: Void
Note 5: The channel number shall be "/1" or omitted
Note 6: EVS shall be the only codec in UPDATE and shall come with the same configuration parameters as sent in 183 Session Progress



<End of modified section>
