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Table 5.5.3.6-1: SIMPLE-FILTER for MCPTT
	Derivation Path: TS 24.379 [9] clause 9.3.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	filter-set
	
	
	RFC 4661 [48]
	

	  ns-bindings
	
	TS 24.379 [9] clause 9.3.2.2 requires two separate ns-binding elements
	RFC 4661 [48]
	

	    ns-binding urn
	
	
	RFC 4661 [48]
	

	      prefix
	"pidf"
	Editor's note:
according to RFC 4661 the prefix is required nevertheless TS 24.379 says 'does not contain a "prefix" attribute'
	
	

	      urn
	"urn:ietf:params:xml:ns:pidf"
	
	
	

	    ns-binding urn
	
	
	RFC 4661 [48]
	

	      prefix
	"mcpttPI10"
	
	
	

	      urn
	"urn:3gpp:ns:mcpttPresInfo:1.0"
	
	
	

	  filter[1]
	
	
	RFC 4661 [48]
	

	    id attribute  filter id
	Any value
	The value of the 'id' attribute has to be unique within the <filter-set> element
	
	

	    uri attribute
	Not present
	According to TS 24.379 [9] clause 9.3.2.2
	
	

	    domain attribute
	Not present
	According to TS 24.379 [9] clause 9.3.2.2
	
	

	    remove attribute
	Not present
	'false' per default
	
	

	    enabled attribute
	Not present
	'true' per default
	
	

	    what
	
	
	RFC 4661 [48]
	

	      include
	"//presence/tuple[@id=" &  px_MCPTT_Client_A_ID & "]"
	contains the value, according to IETF RFC 4661 [48], set to concatenation of the '//presence/tuple[@id="' string, the MCPTT client ID, and the '"]' string
	RFC 4661 [48]
	PER-CLIENT

	      include
	"//pidf:presence/pidf:additionalData/@pidf:groupCallOngoing"
	
	TS 24.379 [9] clause 9.3.2.2
	PER-GROUP

	    trigger
	Not present
	
	
	



	Condition
	Explanation

	PER-CLIENT
	Per-client restrictions of presence event package notification information according to TS 24.379 [9] clause 9.3.2.2

	PER-GROUP
	Per-group restrictions of presence event package notification information according to TS 24.379 [9] clause 9.3.2.2
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Table 5.5.3.6-2: SIMPLE-FILTER for MCVideo
	Derivation Path: TS 24.281 [86] clause 8.3.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	filter-set
	px_MCVideo_Client_A_ID
	
	RFC 4661 [48]
	

	  nc-bindings
	px_MCVideo_Client_A_ID
	
	RFC 4661 [48]
	

	    ns-binding urn
	"urn:ietf:params:xml:ns:pidf"
	
	RFC 4661 [48]
	

	    ns-binding urn
	"urn:3gpp:ns:mcvideoPresInfo:1.0"
	TS 24.281 [86] clause 8.3.2.2 requires two separate ns-binding elements
	RFC 4661 [48]
	

	  filter id
	"123"
	The value of the 'id' attribute has to be unique within the <filter-set> element.
Does not contain the 'uri' element.
Does not contain the 'domain' element.
	RFC 4661 [48]
	

	    what
	
	
	RFC 4661 [48]
	

	      include 
	//presence/tuple[@id= px_MCVideo_Client_A_ID]
	contains the value, according to IETF RFC 4661 [48], set to concatenation of the '//presence/tuple[@id="' string, the MCVideo client ID, and the '"]' string
	RFC 4661 [48]
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Table 5.5.3.6-3: SIMPLE-FILTER for MCData
	Derivation Path: TS 24.282 [87] clause 8.4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	filter-set
	px_MCData_Client_A_ID
	
	RFC 4661 [48]
	

	  nc-bindings
	px_MCData_Client_A_ID
	
	RFC 4661 [48]
	

	    ns-binding urn
	"urn:ietf:params:xml:ns:pidf"
	
	RFC 4661 [48]
	

	    ns-binding urn
	"urn:3gpp:ns:mcdataPresInfo:1.0"
	TS 24.282 [87] clause 8.4.2.2 requires two separate ns-binding elements
	RFC 4661 [48]
	

	  filter id
	"123"
	The value of the 'id' attribute has to be unique within the <filter-set> element.
Does not contain the 'uri' element.
Does not contain the 'domain' element.
	RFC 4661 [48]
	

	    what
	
	
	RFC 4661 [48]
	

	      include 
	//presence/tuple[@id= px_MCData_Client_A_ID]
	contains the value, according to IETF RFC 4661 [48], set to concatenation of the '//presence/tuple[@id="' string, the MCData client ID, and the '"]' string
	RFC 4661 [48]
	




