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<Start of modified section 1>
8.1.6.3.2.3	Inter-System MDT / Logged MDT / Logging and reporting / sensor information
8.1.6.3.2.3.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state and UE has logged Sensor information available and the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport }
ensure that {
  when { receiving UEInformationRequest message with logMeasReportReq set to true }
   then { UE transmits UEInformationResponse messages with LogMeasInfo-r16 including Sensor-LocationInfo-r16 }
         }

(2)
with { UE has logged Sensor information available and the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and a sensor is not included in sensor-NameList }
ensure that {
  when { UE in NR RRC_CONNECTED state and receiving UEInformationRequest message with logMeasReportReq set to true }
   then { UE transmits UEInformationResponse messages with LogMeasInfo-r16 not including the information of the sensor not included in sensor-NameList }
         }

8.1.6.3.2.3.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331 clauses 5.5a.1.3, 5.5a.3.2, 5.3.3.7.
[TS 38.331, clause 5.5a.1.3]
Upon receiving the LoggedMeasurementConfiguration message the UE shall:
1>	discard the logged measurement configuration as well as the logged measurement information as specified in 5.5a.2;
1>	store the received loggingDuration, reportType and areaConfiguration, if included, in VarLogMeasConfig;
1>	if the LoggedMeasurementConfiguration message includes plmn-IdentityList:
2>	set plmn-IdentityList in VarLogMeasReport to include the RPLMN as well as the PLMNs included in plmn-IdentityList;
1>	else:
2>	set plmn-IdentityList in VarLogMeasReport to include the RPLMN;
1>	store the received absoluteTimeInfo, traceReference, traceRecordingSessionRef, and tce-Id in VarLogMeasReport;
1>	store the received bt-NameList, if included, in VarLogMeasConfig;
1>	store the received wlan-NameList, if included, in VarLogMeasConfig;
1>	store the received sensor-NameList, if included, in VarLogMeasConfig;
1>	start timer T330 with the timer value set to the loggingDuration;
[TS 38.331, clause 5.5a.3.2]
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if the reportType is set to periodical in the VarLogMeasConfig:
3>	if the UE is in any cell selection state (as specified in TS 38.304 [20]); or 
3>	if the UE is in camped normally state on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	if areaConfiguration is not included in VarLogMeasConfig; or
4>	if the serving cell is part of the area indicated by areaConfig in areaConfiguration in VarLogMeasConfig:
5>	perform the logging at regular time intervals, as defined by the loggingInterval in the VarLogMeasConfig;
…
2>	when performing the logging:
…
3>	if location information became available during the last logging interval, set the content of the locationInfo as in 5.3.3.7:
[TS 38.331, clause 5.3.3.7]
The UE shall:
1>	if timer T300 expires:
…
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
…
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results as follows;
5>	if available, include the sensor-MeasurementInformation;
5>	if available, include the sensor-MotionInformation;
8.1.6.3.2.3.3	Test description
8.1.6.3.2.3.3.1	Pre-test conditions
System Simulator:
- NR Cell 1
UE:
- The UE at least contains one sensor that supports UE orientation measurement, and optionally contains other sensors to do barometeric pressure, UE motion speed etc.
Preamble:
- The UE is in state 1N-A as defined in TS 38.508-1 [4], subclause 4.4A.
8.1.6.3.2.3.3.2	Test procedure sequence
Table 8.1.6.3.2.3.3.2-1 illustrates the downlink power levels. Row marked "T0" denotes the conditions after the preamble.
Table 8.1.6.3.2.3.3.2-1: Time instances of cell power level and parameter changes (FR1)
	
	Parameter
	Unit
	NR
Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	



Table 8.1.6.3.2.3.3.2-2: Time instances of cell power level and parameter changes (FR2)
	
	Parameter
	Unit
	NR
Cell 1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	



Table 8.1.6.3.2.3.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits a LoggedMeasurementConfiguration message including to configure the UE to perform logging of measurement results while in RRC_IDLE.
	<--
	LoggedMeasurementConfiguration
	-
	-

	2
	The SS transmits an RRCRelease message.
	<--
	RRCRelease
	-
	-

	3
	Wait 10s to allow UE to activate logging
	-
	-
	-
	-

	4-11
	Steps 1 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
	-
	-
	-
	-

	12
	The SS transmits a UEInformationRequest message on Cell 1.
	<--
	UEInformationRequest
	-
	-

	13
	Check: Does the UE transmit a UEInformationResponse message with a LogMeasInfo-r16 with one entry (sensor 1) measurement result in the IE logMeasResultListBT.
	-->
	UEInformationResponse
	1,2
	P



8.1.6.3.2.3.3.3	Specific message contents
Table 8.1.6.3.2.3.3.3-1: LoggedMeasurementConfiguration (step 1, Table 8.1.6.3.2.3.3.2-3)
	Derivation path: 38.508 clause 4.6.1 table 4.6.1-5AA LoggedMeasurementConfiguration

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    loggedMeasurementConfiguration-r16-IEs SEQUENCE {
	
	
	

	      traceReference-r16
	Not checked
	
	

	      traceRecordingSessionRef-r16
	Not checked
	
	

	      tce-Id-r16
	Not checked
	
	

	      absoluteTimeInfo-r16
	Not checked
	
	

	      sensor-NameList-r16 SEQUENCE {
	
	
	

	        measUeOrientation
	True
	UE location sensor in use
	

	        reportType CHOICE {
	
	
	

	        Periodical SEQUENCE {
	
	
	

	          loggingInterval-r16
	ms320
	0.32 second
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.3.2.3.3.3-2: UEInformationRequest (step 12, Table 8.1.6.3.2.3.3.2-3)
	Derivation Path: 38.508-1 clause 4.6.1 table 4.6.1-32A UEInformationRequest, condition FFSwith Condition LOG



Table 8.1.6.3.2.3.3.3-3: UEInformationResponse (step 13, Table 8.1.6.3.2.3.3.2-3)
	Derivation Path: 38.508-1 clause 4.6.1 table 4.6.1-32B UEInformationResponse

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	Not checked
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      logMeasReport-r16 SEQUENCE {
	
	
	

	        absoluteTimeStamp-r16
	Not checked
	
	

	        traceReference-r16
	Not checked
	
	

	        traceRecordingSessionRef-r16
	Not checked
	
	

	        tce-Id-r16
	Not checked
	
	

	        logMeasInfoList-r16 SEQUENCE (SIZE (1..maxLogMeasReport-r16)) OF SEQUENCE {
	Not checked
	
	

	          LocationInfo-r16 SEQUENCE {
	
	
	

	            Sensor-LocationInfo-r16 ::= SEQUENCE {
	
	Report sensor measurement information
	

	              sensor-MeasurementInformation-r16
	Not present
	
	

	              sensor-MotionInformation-r16
	UE motion measurement in octet string
	This field provides motion sensor measurements as Sensor-MotionInformation defined in TS 37.355
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<End of modified section 1>
