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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc36226523][bookmark: _Toc60825066][bookmark: _Toc69309792][bookmark: _Toc60823144][bookmark: _Toc52989948][bookmark: _Toc69305963][bookmark: _Toc44323780][bookmark: _Toc76020104][bookmark: _Toc27477839]6.2A.1.0.3	UE maximum output power for Inter-band CA
<<< UNCHAGED SECTIONS SKIPPED >>>
Table 6.2A.1.0.3-1 UE Power Class for uplink inter-band CA (two bands)
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2/-3
	
	

	CA_n3A-n41A
	
	
	266
	+2/-32
	23
	+2/-32
	
	

	CA_n3A-n78A
	
	
	266
	+2/-32
	23
	+2/-32
	
	

	CA_n3A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n5A-n79A
	
	
	
	
	23
	+2/-3
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n41A
	
	
	266
	+2/-32
	23
	+2/-32
	
	

	CA_n28A-n79A
	
	
	266
	+2/-32
	23
	+2/-3
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n40A-n41A
	
	
	266
	+2/-32
	23
	+2/-32
	
	

	CA_n41A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n50A-n78A
	
	
	
	
	23
	+2/-3
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2/-3
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	Void.
NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated.
NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.



<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc52989955][bookmark: _Toc60823151][bookmark: _Toc60825073][bookmark: _Toc69305970]6.2A.1.1.5	Test requirement
The maximum output power for CA, derived in step 6 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2A.1.1.5-1 for Inter-band 2 UL CA configuration. The test requirement of configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41.
Table 6.2A.1.1.5-1: Maximum Output Power test requirement for Power Class 3
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n3A-n41A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n3A-n78A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n3A-n79A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n5A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n28A-n41A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n28A-n79A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n40A-n41A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n41A-n79A
	
	
	
	
	23
	+2+TT/-32-TT
	
	

	CA_n50A-n78A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2+TT/-3-TT
	
	

	NOTE 1:	Void.
NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated.
NOTE 6:	The TT for 2UL CA Maximum Output Power is in the maximum TT among all UL CCs. For TT of each UL CC refers to Table6.2A.1.1.5-2.



Table 6.2A.1.1.5-1a: Maximum Output Power test requirement for Power Class except class 3
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n3A-n41A
	
	
	267
	+2+TT/-32-TT
	
	
	
	

	CA_n3A-n78A
	
	
	267
	+2+TT/-32-TT
	
	
	
	

	CA_n28A-n41A
	
	
	267
	+2+TT/-32-TT
	
	
	
	

	CA_n28A-n79A
	
	
	267
	+2+TT/-32-TT
	
	
	
	

	CA_n40A-n41A
	
	
	267
	+2+TT/-32-TT
	
	
	
	

	NOTE 1:	Voidfv
NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated
NOTE 6:	The TT for 2UL CA Maximum Output Power is in the maximum TT among all UL CCs. For TT of each UL CC refer to Table6.2A.1.1.5-2.
NOTE 7:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.



Table 6.2A.1.1.5-2: Test Tolerance (UE maximum output power)
	TT for overall output power (dB)

	
	
	
	PCell

	
	
	
	BW ≤ 40MHz
	40MHz < BW ≤ 100MHz

	
	
	
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 6.0GHz
	f ≤ 3.0GHz 
	3.0GHz < f ≤ 6.0GHz

	SCell
	BW ≤ 40MHz
	f ≤ 3.0GHz 
	0.7
	1.0
	1.0
	1.0

	
	
	3.0GHz < f ≤ 6.0GHz
	1.0
	1.0
	1.0
	1.0

	
	40MHz < BW ≤ 100MHz
	f ≤ 3.0GHz 
	1.0
	1.0
	1.0
	1.0

	
	
	3.0GHz < f ≤ 6.0GHz
	1.0
	1.0
	1.0
	1.0
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