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<Unchanged Text Skipped>
[bookmark: _Toc27479413][bookmark: _Toc36058600][bookmark: _Toc44067523][bookmark: _Toc52716447][bookmark: _Toc58239085][bookmark: _Toc68246666][bookmark: _Toc75789926][bookmark: _Toc84264555]5.1.1.3	Applicability of requirements for optional UE features
The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 3-1)

Clause 5.2.3.1.1 (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 3-1)

Clause 5.2.3.2.1 (Test 5-1)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Test 1-2)
Clause 5.2.3.1.4 (Test 1-2)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 5.5A.1
	1) Up to 16 DL carriers
2) Same numerology across carrier for data/control channel at a given time

	Enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.9 (Test 1-1)

Clause 5.2.3.1.9 (Test 1-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.9 (Test 1-1)

Clause 5.2.3.2.9 (Test 1-1)
	

	Alternative 64QAM MCS table for PDSCHNew 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
	

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	UE PDSCH processing capability #2 (pdsch-ProcessingType2)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.7
Clause 5.2.3.1.7
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.7
Clause 5.2.3.2.7
	

	Pre-emption indication for DL (pre-EmptIndication-DL)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.8
Clause 5.2.3.1.8
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.8
Clause 5.2.3.2.8
	



[bookmark: _Toc27479414][bookmark: _Toc36058601][bookmark: _Toc44067524][bookmark: _Toc52716448][bookmark: _Toc58239086][bookmark: _Toc68246667][bookmark: _Toc75789927][bookmark: _Toc84264556]5.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 5.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 5.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	256QAM modulation scheme for PDSCH for FR1 (pdsch-256QAM-FR1)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 1-3)

Clause 5.2.3.1.1 (Test 1-3)

	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 1-3)

Clause 5.2.3.2.1 (Test 1-3)

	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.3

Clause 5.2.3.1.3 
Clause 5.2.2.1.7
Clause 5.2.3.1.7

	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.3 
Clause 5.2.3.2.3 
Clause 5.2.2.2.7
Clause 5.2.3.2.7

	

	Rate-matching around LTE CRS (rateMatchingLTE-CRS)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4
Clause 5.2.3.1.4
	For UEs supporting “Alternative additional DMRS position for co-existence with LTE CRS”, if Test 1-2 is tested, the test coverage can be considered fulfilled without executing Test 1-1. Otherwise, only Test 1-1 is tested.

	
	
	
	
	

	
	
	
	
	

	Supported maximum number of ports across all configured NZP-CSI-RS resources per CC
(maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Tests 1-1, 1-2)

Clause 5.2.3.1.1 (Tests 3-1, 4-1, 5-1)

Clause 5.2.3.1.4 (Tests 1-1, 1-2)

Clause 5.2.3.2.1 (Tests 3-1, 4-1, 5-1)

	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports

	
	FR1 TDD
	PDSCH
	Clause 5.2.3.2.1 (Tests 3-1, 4-1, 5-1)

	

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.1.2
Clause 5.2.3.1.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1) 
Clause 5.2.3.1.2

	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.2.2
Clause 5.2.3.2.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1) 
Clause 5.2.3.2.2

	

	Support number of active TCI states per BWP per CC, including control and data (maxNumberActiveTCI-PerBWP)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
	The requirements apply only when maxNumberActiveTCI-PerBWP  is other than n1.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
	

	Support for maximum number of TRS resource sets per CC which the UE can track simultaneously (maxSimultaneousResourceSetsPerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
	The requirements apply only when maxSimultaneousResourceSetsPerCC ≥ 2

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
	



<Unchanged Text Skipped>
[bookmark: _Toc27479485][bookmark: _Toc36058672][bookmark: _Toc44067595][bookmark: _Toc52716521][bookmark: _Toc58239166][bookmark: _Toc68246748][bookmark: _Toc75790061]6.1.1.3	Applicability of requirements for optional UE features (void)
The performance requirements in Table 6.1.1.3-1 shall apply for UEs which support optional UE features with capability signalling only.
Table 6.1.1.3-1: Requirements applicability for optional features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Alternative 64QAM MCS table for PDSCH New 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	



[bookmark: _Toc27479486][bookmark: _Toc36058673][bookmark: _Toc44067596][bookmark: _Toc52716522][bookmark: _Toc58239167][bookmark: _Toc68246749][bookmark: _Toc75790062]6.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 6.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
<Unchanged Text Skipped>
[bookmark: _Toc36058736][bookmark: _Toc44067659][bookmark: _Toc52716586][bookmark: _Toc58239231][bookmark: _Toc68246818][bookmark: _Toc75790133][bookmark: _Toc27479549]7.1.1.3	Applicability of requirements for optional UE features 
The performance requirements in Table 7.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 7.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 3-1)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 7.5A.1
	1)Up to 16 DL carriers
2)Same numerology across carrier for data/control channel at a given time

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots) 
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.2
	

	256QAM for PDSCH
(pdsch-256QAM-FR2)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 1-4)
	

	256QAM for PDSCH (pdsch-256QAM-FR2)
	FR2 TDD
	SDR
	Clause 7.5A.1
	For UE capable of pdsch-256QAM-FR2 for certain band(s), mcs-Table is configured to ‘64QAM’ for SDR test.



[bookmark: _Toc36058737][bookmark: _Toc44067660][bookmark: _Toc52716587][bookmark: _Toc58239232][bookmark: _Toc68246819][bookmark: _Toc75790134]7.1.1.4	Applicability of requirements for mandatory UE features with capability signaling
The performance requirements in Table 7.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 7.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.1 (Tests from 2-1 to 2-6)
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	Support of PT-RS with one antenna port for DL reception (onePortsPTRS)
	FR2 TDD
	PDSCH
	Clause 7.2
	

	
	
	SDR
	Clause 7.5.1
Clause 7.5A.1
	

	PCell operation on FR2 (pCell-FR2)
	FR2 TDD
	SDR
	Clause 7.5A.1
	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.3
	



7.1.1.5	Applicability of CA requirements
<End of Changes >

